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INTRODUCTION

Studies of the mechanical properties of ceramics during the current

project year have been in three different areas: toughening mechanisms,

surface damage and reliability. All of the work is interrelated through

the general objective of attaining structural integrity in ceramic components.

However, it is convenient to summarize the studies in each area on a separate

basis.

Toughening Mechanisms

The emphasis for the current year has been placed on the quantitative

evaluation of the importance of crack deflection to the toughness of poly-

crystalline single phase and multiphase ceramics. The mechanics of the process

has been fully analyzed (paper I) and indicate that the toughness depends

only on the volume concentration and shape of the deflecting phase. Particle

size and temperature do not affect this toughening mechanism. The maximum

toughness is achieved with a rod-shaped deflecting phase of high aspect

ratio. The predictions are compared with data obtained for Si3N4, a lithium

aluminosilicate glass ceramic (paper II) and a monoclinic ZrO 2/ZnO composite

(paper III). The presence of deflection toughening is amply confirmed by the

experimental measurements and the trends in toughness with volume concentration

and shape of the deflecting phase are in accord with prediction. The predicted

absence of a size effect is also experimentally confirmed. Additionally, it

is interesting to note that transformation toughening does not appear to

occur to any significant extent in tetragonal ZrO 2/ZnO.
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Surface Damage

The surface damage studies have emphasized both damage development during

machining and the detection of that damage by surface acoustic waves. The

machining studies (paper V) have indicated that machining forces exhibit an

appreciable dependence on mechanical properties, especially the fracture tough-

ness, elastic modulus and hardness, and some dependence on the thermal proper-

ties, thermal conductivity and thermal expansion. Preliminary functional

dependencies on these material properties have been established using dimensional

analysis techniques. Systematic dependencies on the depth of cut have also

been identified.

The strengths of machined specimens have also been subject to study

(papers VI and VII). The strengths are influenced both by the machining

damage and the residual stress in the plastic layer. Some of these effects

have been evaluated by studying the stable growth of cracks beneath the

plastic layer, prior to unstable fracture (paper VI). Surface acoustic

waves have been utilized for this purpose. Further study of this topic will

be required.

An interesting product of the surface damage studies has been the develop-

ment of a simple technique for measuring the elastic modulus of small specimens,

using a Knoop hardness indentation (paper VIII). Specifically, it has been

demonstrated that the ratio of the major to minor axis of the Knoop indentation

after load removal relates to the ratio of the elastic modulus to hardness of

the material. Hence, both modulus and hardness may be ascertained from the

indentation.

0

| | |
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Reliability

Statistical issues associated with reliability have been experimentally

evaluated from bending tests (paper X) and thermal shock tests (paper XI).

Emphasis has been placed on the quantitative use of statistics, recognizing

the existence of multiple flaw populations and of multiaxial stresses. It is

concluded that size effects can be adequately predicted when the dominant

flaw populations have been comprehensively characterized, within the appropri-

ate strength range. Additionally, it has been demonstrated that the thermal

shock statistics can be predicted from mechanical strength statistics when

fracture in both tests is surface flaw controlled, provided that the heat

transfer coefficient has been adequately evaluated. However, similar compari-

sons for fabrication flaws have yet to be conducted.

,2
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CHAPTER I

CRACK DEFLECTION PROCESSES: I. THEORY

by

K. T. Faber and A. G. Evans

Department of Materials Science and Mineral Engineering
University of California

Berkeley, CA 94720

I
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Crack Deflection Processes: I, Theory

K. T. Faber and A. G. Evans

Department of Materials Science and Mineral Engineering
University of California
Berkeley, CA 94720

ABSTRACT

A fracture mechanics approach has been used to predic racture

toughness increases due to crack deflection around second i ;e particles.

The analysis is based on a determination of the initial ti , the

maximum twist of the crack front between particles, which provides the

basis for evaluating the deflection-induced reduction in crack driving

force. Features found to be important in determining the toughness increase

include the volume fraction of second phase, the particle morphology and

aspect ratio, and the distribution of interparticle spacing. Predictions

are compared with expected surface area increases.

t
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1. Introduction

Second phase particles located in the near tip field of a propagating

crack perturb the front, causing a reduction in the stress intensity. The

reduced stress intensity depends on the character of the particles and

the nature of the crack interaction. Two dominant perturbations exist,

termed crack bowing and crack deflection. It is essential to discriminate

between crack deflection, which produces a non-planar crack, and crack

bowing, which produces a non-linear crack front. '2 '3 Crack bowing

originates from resistant second phase particles in the path of a

propagating crack. The crack tends to bow between the particles, causing

the stress intensity K along the bowed segment of the crack to decrease

(while resulting in a corresponding increase in K at the particle). The

degree of bowing increases until the fracture toughness of the particle

is reached, whereupon crack advance ensues. The penetrability (or

resistance) of the second phase (related to its fracture toughness, and

its volume concentration) determines the extent of crack bowing (discussed

in Appendix A), and hence, the toughness increase.

Deflection toughening arises whenever interaction between the crack

front and the minor phase produces a non-planar crack, subject to a

stress intensity lower than that experienced by the corresponding planar

crack. The non-planar crack arises either from residual strains present

in the material or from the existence of weakened interfaces. The former

derive from elastic modulus and/or thermal expansion mismatch between
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the matrix and the particulate phase. The sign of the residual strain

4
determines the direction of deflection. Specifically, a second phase

with a greater thermal expansion coefficient or elastic modulus than the

matrix produces a tangential compressive strain near the particle/matrix

interface and diverts the crack around the particle. Alternately, a

second phase with a lower thermal expansion coefficient than the matrix

induces tangential tensile strains, causing the crack to deflect toward

the particle. However, toughness measurements suggest that the sign

and magnitude of the residual strain have no significant influence on

the magnitude of crack interaction toughening.5 Specific effects of

residual strain will thus be neglected in the present analysis. I
The crack bowing and crack deflection processes (both of which should

be insensitive to particle size) undoubtedly occur simultaneously. How-

ever, the present treatment is directed toward those materials which toughen

primarily by crack deflection processes, rather than by crack bowing. A

fracture mechanics approach to crack deflection will be presented,

followed by a toughening analysis pertinent to the dominant particle

morphologies (spheres, rods and discs). A comparison of experimental

observations with the predictions of the analysis and a discussion

of the relative roles of bowing and deflection will be presented in a

companion paper.6  Finally, the implications for toughness optimization

by means of crack deflection processes will be discussed.
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2. The Approach

2.1 General Considerations

When a crack approaches, or intercepts, a microstructural heteroge-

neity (in this case, a second phase particle), it will characteristically

tilt at an angle, a , out of its original plane, as shown schematically

in Figure la. The initial tilt angle depends upon the orientation and

position of the particle with respect to the advancing crack (as well as the

sign of the residual strain developed between the particle and the matrix).

Subsequent advance of the crack may result in crack front twist. Specifi-

cally, twist of the crack front arises when the orientation of adjacent

particles requires the crack to tilt in opposite directions (Figure Ib).

The twisted and tilted cracks are subject to mixed-mode local loading,

characterized by the corresponding local stress intensities. The tilted

crack has Mode I (opening) and Mode II (sliding) contributions to the

stress intensity; while the twisted crack incorporates both Mode I and

Mode III (tearing) components. The increase in fracture toughness imparted

by deflection of the crack is evaluated from the local stress intensities

at the tilted and twisted portions of the crack front. This~is achieved

by firstly assessing the local stress intensity factors, kI , k2 , and

k3 , as a function of deflection angle. Crack advance is then assumed

governed by the strain energy release rate, 9 , pertinent to each segment

of the crack front along its deflected trajectory,

EV = k 2 (I-J 2 ) + k22 (1-v 2 ) + k32 (1 (I
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where E and v are the Young's modulus and Poisson's ratio of the

material, respectively. The average, < 9> , across the crack front is

then considered to represent the net crack driving force. A com-

parison of <6> with the corresponding strain energy release rate for

man undeflected crack, (9 , provides the present basis for predicting

the toughening increment, ScS;

V = (I m /<1>) I (2)

2.2 Stress Intensity Factors for Non-Planar Cracks

When the length of the deflected portion of the crack is small with

respect to the total crack length, the local stress intensity factors for

a tilted crack, k i , subject to Mode I apolied loading are of the form:

k= = KII (e) KI  (3a)

2 21 (e) Kb

where K11  and K21 are angular function associated with the tilted

crack. First order solutions for KII and K21 have been presented by

Cotterell and Rice7 as'

KII (e) = cos 3(e/2) (4a)

K21 (e) = sin(e/2) cos 2(e12) (4b)

tIt is noteworthy that the functions K and K21 are directly
analagous to the angular dependence of the normal and shear stresses
in the near-tip field (see, for example, Lawn and Wilshaw 8 ), and are
equivalent to the exact solutions presented by Bilby9.

i i i
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The corresponding stress intensity factors applicable to the twisted

crack, kT , can be expressed as

kT = KII kt + KI ( kt (5a)

k= l kt + K32 (,) k' (5b)

where the angular functions associated with the twisted crack (at angle €

with the undeflected crack) are determined by resolving the normal and

shear stresses of the tilted crack onto the twist plane. This procedure

results in the following angular functions:

K1I(p) = cos 4(e/2){2vsin 2 + cos2(e/2)cos2p} (6a) j
K 12() = sin 2(a/2)cos 2 (e/2){2vsin2  + 3cos2 (9/2)cos 2¢} (6b)

K31( ) = cos 4 (e/2) {sindcos (cos 2( a/2)- 2v)} (6c)

K32(0) = sin 2(e/2)cos 2 (a/2) 'sinocoso(3cos2 (e/2) - 2v)} (6d)

The trends in Kij are illustrated in Figure 2 for the case e=, pertinent

to spherical particles. The accuracy of the Kij () solutions is presently

unknown.
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3. Analysis

Analysis of crack deflection may be treated sequentially. Initially,

upon interception of a particle, the crack is forced to tilt out of the

plane normal to the applied stress. Continued propagation around the

particle results in crack front twist., The twist angle increases and

tends toward a maximum as the crack circumvents the particle. The ratio

of the lengths of the tilted to the twisted crack decreases as the twist

develops, resulting in contributions to the toughening from both the twist

and tilt components. In order to evaluate the toughening, it is necessary

to ascertain which portion of the deflection (the initial tilting or the

subsequent maximum twisting) results in the lower crack driving force, and

consequently the greater toughening. Particle morphology effects are

incorporated into the analysis by investigating the three dominant morpholo-

gies; the sphere, the rod and the disc.

3.1 Initial Deflection by Tilt

The crack tilt angle upon interception of a spherical particle

decreases or remains constant as the crack extends around the particle,

forming hemispherical or conical fracture morphologies. For rod- or disc-

shaped particles, the tilt angle remains constant throughout crack advance.

Thus, for all three morphologies the initial angle of crack deflection

dictates the maximum tilt-induced toughening.

The average driving force on a crack tilted by an array of second

phase particles can be determined by firstly assuming that the second

phase exhibits spatial and alignment randomness throughout the material.

Development of crack twist occurs when the tilt around adjacent particles
occurs in opposite directions (sign = -sign ).

1 g2
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Given this assumption,simple probabilistics can be used to characterize

the crack trajectory.

The analytic procedure will be presented in detail for a sphere. The

analagous results for disc- and rod-shaped particles may be evaluated using

the same approach, by incorporating appropriate stereological relations
10

obtained from Fullman. Consider a number, Nv , of spheres, radius r

contained per unit volume. The total crack front length that intercepts

spheres between e and e + de , denoted here as D(e), is the product of

the probability that a propagating crack will intersect a sphere at angles

between e and e + de (P = 2rsinede) with the projected interception

length (2rsine):

D(e) = 4N r2sin 2 e de. (7)v

Integrating D(e) over all e provides the total intercepted crack front

length, Nv r2 . The ratio of D(e) to the total intercepted length (which

determines the fraction of the crack front which tilts between e and

e + de) can be used as the stress intensity factor weighting function.

Weighting functions, F(e) , for the three morphologies are as follows:

F(e)sphere = (4/)sin2e de (8a)

F(e)disc = (4/.r)sin 2ede (8b)

F(e)rod (1.55 + 1.lOe- 2.42e2 + 1.78e 3 )sinecosede (8c)

iI
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The result for rod-shaped particles is an approximation obtained by

regression analysis, pertinent to length/radius ratios in the range 5 to

25.

Combining Eqs. (1), (3) and (8) and integrating over all possible tilt

angles gives the net driving force on the tilted crack. For spherical

particles, the relative driving force is given by

Tr/2
W>(4/7) 2sin 2  9sphere f sine (, 1

2) + (,c2 t ) de (9)
0

where Ki = ki/Ki. < W >t prescribes the strain energy release rate only

for that portion of the crack front which tilts. To characterize the

entire crack front at initial tilt <W >t must be qualified by the

fraction of the crack length intercepted (and superposed on the driving

force that derives from the remaining undeflected portion of the crack).

The fraction of crack length which tilts is a product of the number of

intersections per unit length (0.75 Vf/r) and the average projected line

length (47/r). The resultant toughening increment, derived directly from

the driving forces (cf. Eq. (2)), is given by

c sphere = (1 + 0.87Vf)w (

Equivalent results for rod- and disc-shaped particles are

t 2 m
(Wc)rod (1 + Vf(0.6 + 0.007 (H/r) - 0.0001 (H/r) 2 m  (lOb)

t (/)jm

(c)disc--(l + 0.56 Vf(r/t))c (c)

where (H/r) relates the rod length H to its radius, r , and (r/t) is

the ratio of the disc radius, r , to its thickness, t . The toughening

increment due to initial crack tilt is plotted as a function of aspect

a m • m
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ratio (R = H/2r or 2r/t) in Figure 3.

For disc-shaped particles of high aspect ratio, tilt of the crack

front can act as a considerable source of toughening. However, neither

the sphere nor the rod derive appreciable toughening from the initial

tilting process. Moreover, the aspect ratio of the rods has little effect

on 5t. This is evident from the schematic in Figure 4. Changes in

aspect ratio, for a constant volume fraction of rods, exert a minimal

influence on the fraction of the crack front which intercepts the particles

and subsequently, tilts. However, it is readily apparent that the amount

of twistedcrack will be greatly influenced by the aspect ratio of the rods.

The twist contribution should thus dominate the rod-induced toughness.

3.2 Subsequent Twist/Tilt

The spatial location and orientation of adjacent particles determines

whether the inter-particle crack front will tilt or twist. If adjacent

particles produce tilt angles of opposite sign, twist of the crack front

will result. Alternately, tilt angles of like sign at adjacent particles

cause the entire crack front to tilt. Thus, to evaluate the toughening

increment, all possible particle configurations must be considered.

Initially, conditions of constant interparticle spacing are analyzed for

each particle morphology. This analysis will be followed by an illustrative

analysis of variable interparticle spacings pertinent to spherical particles.

3.2.1 Two Particle Interactions at Constant Spacing

3.2.1.1 Spherical Particles

The average twist angle is determined by the mean center-to-center

nearest neighboring distance, t, , between particles for randomly arranged

l I II IL
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12
spheres of radius r ,

= e8vf f /3 e'Xdx. (11)

vf 8Vf

where Vf is the volume fraction of spheres. This spacing dictates

the maximum twist angle for a given volume fraction and particle size, as

shown schematically in Figure 5. The maximum occurs when the particles

are nearly co-planar with the crack, as given by

max i (2r/) (12)

Note that the maximum twist angle (on substitution of Eq. (11)) is exclusively ,

dependent on the volume fraction.

Integrating over all configurations (the limits of which are shown

schematically in Figure 5), the net driving force due to twist, for a

uniform distribution of twist angles between 0 and tmax I becomes

T max 2 1<W> f f €T 2 T
= -. i ff iT d ) + 1 K dfl) d (13)

The inner integrals are necessary since the influence of the tilted

crack on the twist plane is a maximum at the tilt-twist interface and

approaches zero at the center of the twist front.

The toughening increment is computed by synthesizing the tilt and

twist components. This is achieved by assuming that the maximum in the

toughening for each configuration is accomplished when the crack undergoes
4

maximum twist. Each component is then modified by the amount of crack

front subject to :wist and tilt. (For derivation of the twist and tilt
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fractions, see Appendix A). The average 9 becomes

<W> = I o~maXsin _ c)2 Kt 2]d +
CO fma .3 sing+coto 1(  +(2)]d9~a )2a 0

1 O@max Coto T oTd2 ( iJ T 2

a x [ fKd~ (14)

The first term on the right hand side of the equation refers to the

fraction of crack front that undergoes tilt at the particle; while the

second term refers to the corresponding crack front between

particles. In addition <W> must now be modified by the increased

length of the crack front. Incorporation of the corrected length leads to

omax
< > 1[(Ksin + (K do +

q 20 ~m sino+cot1 [ )2 K)2]ma ax .0

1 cotocos*m- x in,+o , f <I do) + (-L <'d,) do

~MAX o sin o+coto 0
• (15)

The resultant toughening increment obtained from Eqs (15) and (2) is

plotted in Figure 6 for spheres of uniform spacing.

The preceding analysis neglects configurations wherein el and e2

are of like sign. Account of such occurrences could be incorporated by

presuming that they occur along one-half of the crack front, and by

recognizing that crack deflection in this circumstance involves a simple

tilt morphology, which may be described by the probabilistic values

developed in Section 3.1. However, the relative tendencies for the
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intervening crack front to either tilt or remain planar (and bow between

the spheres) are not known. Both will exert some influence on the tilt

component of the toughening, but can not be predicted from the present

analysis.

3.2.1.2 Rod-Shaped Particles

Analysis of the twist of the crack front around rod-shaped particles

is a more formidable problem, because of difficulties in describing the

rod orientation with respect to the crack front and to adjacent rods.

Consider the schematic of Figure 7. The effective angle of the tilt

(denoted by x) is defined by the orientation of the rod with respect

to the direction of crack propagation. Hence if L is the angle between

the normal from the rod tip to the crack plane and the x-axis (parallel

to the direction of propagation), the effective tilt angle is described by

= tan -I (tane/cosp) (16)

A schematic representation of the twist of a crack between two

adjacent rods, shown schematically in Figure 8, indicates that the twist

angle, 0 , is denoted by

= tan -l{lsinel + (l-B)sine2  (17)

where

-coselsinij1 + (l-B)cose2sinv 2 )
2

+ (acos~lcosuI (l-)cose2cosu 2)21 (18)
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and a and B are the relative locations at which the crack plane inter-

cepts the rods.

The best available approximation for the interparticle spacing between

randomly arranged rod-shaped particles is that given by Bansal and Ardell 12

for the center-to-center nearest neighbor spacing between finite parallel

cylinders:

A e 4 f wx e -x dx. (19)

r Vf 1/2 -xf
4Vf

Substitution of Eqs.(18) and (19) into Eq.(17) indicates that the twist

of the crack front is influenced not only by the volume fraction of rods

but also by the ratio of the rod length to radius. in addition, it is

noted that certain orientations and spatial positions result in a twist

angle greater than -. T/2 . Under these conditions crack closure occurs and

the local stress intensity, ki , must be set equal to zero.

Analytically tractable solutions for ki , based on the preceding

analysis, are contingent upon imposition of the simplification that the

influence of the tilted crack on the twist crack front be expressed in

terms of an average tilt angle <x>;

= (a/2)xisine I + ((l-8)/2) x2 sine2  (20)

asinel + (-)sine 2

Replacing e by <X> in Eqs. (5) and (6) and integrating over all

possible configurations, the strain energy release rate due to twist of

the crack front can then be written, for * < 7/2, as
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Tr2721 1 o 4/2
< (S 4/'4  o s4(<x>/2) {2vsin 2(900 f f fi f 2 0 co<x/

-7/2 -17/2 0 0

cos 2 cos 2 (<X>/2)(l+2sin 2 (<x>/2)} 2 + {sin~cos'(cos2 (<X>/2)-2v) +

sin 2 (<A>/2)(3cos2 (<A>/2)-2v}2] delde2 dadcdjid 2  (21)

The preceding equation may be solved using a recursive Gaussian quadrature

method.
13

For 5, and e2 of like-sign, the resultant tilted crack, occurring

along one-half of the crack front, has a net driving force (from Eqs. (1), (3) j
and (4) ;

/2 7/2 1 1 ,/2 7/2

Wt 4 f ff 4 -
CS-O- f  f 1 f cos4(\/2)d'lde2dadsdvld '2 , (22)

--. / --/2 0 0 0 0

where (=I/2[tan-l(tan5l/cos.,l) + tan-l(tane2/cose 2)] is the average tilt

angle across the tilted plane.

Normalizing with respect to the length of the undeflected crack,

the total strain energy release rate in the presence of rods becomes

<W>rod = n/2 <W>T + /2 <iS> t  (23)

where n and ; are the ratios of the undeflected to deflected crack

front lengths and can be expressed as

,The integration limits are not all encompassing. In the computer analysis
of Eq. (21), the intergrand is set equal to zero for any _>7/2.

It is interesting to note that there is little variation (<0%O) in <W> t/

for volume fractions between 0.01 and 0.40 (for a given aspect ratio).
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[(A/H)-acose1 sinp, + (l- )cose2sin 2 (,n= :2 / (24)

[(A, )2 + (asinel+(l_-)sine2)2]1/2

and
[(A/H) - acoselsinl1 + (l-B)cose2sinJ 2](

S2 2/2 (25)
() + (asinel-(l-s)sine2 )2]

Since both q and are functions of the spatial variables, a , and

, they must be included in the integrals in Eqs. (21) and (22).

The toughening increment derived from Eq. (23) by numerical integration

is plotted in Figure 9 for three aspect ratios. It is instructive to note

that the toughening increment becomes volume fraction invariant above ", 0.2.

The influence of aspect ratio, R , tends to an asymptotic limit at large

values of R , such that the maximum toughening induced by rod-shaped

particles approaches .4.

3.2.1.3 Disc Shaped Particles

Crack deflection toughening by disc-shaped particles can be analyzed

by minimal modification to the analysis of toughening by rod-shaped particles

presented in the preceding section. Noting that the effective tilt angle

X = e , by virtue of the particle geometry (cf. Figure 10), the average

tilt angle <x> (equivalent to Eq. (20) for the rod) can be expressed as

< (c/2)e 1sine, + ((l- )/2)e 2sine Z  (26)
asine, + (l-B)sine2

.m ! I ° I I



-26-

The interparticle spacing, L , in the absence of a rigorous solution

for the center-to-center nearest neighbor spacing, is approximated by the

12point-to-point spacing through the volume , <t >

<I > N _1/3  (27)

Employing this relation, an association between the relative dimensional

ratios of the rod, (A/H), and the disc (A/2r) can be established;

<L> rod/H (rrod/H)2/3
<L>disc/2r 2(t/r disc)1/3 (28)

This relation permits an approximate computation of <6> for discs, using

the same expressions derived for rods.

The resultant toughening is plotted in Figure 11 and compared to the

toughening derived from initial tilt. it is noted that, although initial

tilting induces significant toughening, the major toughening, as in the

case of spheres and rods, again derives from crack front twist.

3.2.2 Two Particle Interactions With Variable Interparticle Soacing

Incorporating a standard normal distribution of interparticle spacings

into Eq. (14) results in a modified strain energy release rate,

<W 1 -2/2 T tzd)+ Tz +W( -Z/

- {f277 ez ((Z) +~ (S~ z +5 (T( 0) e dz)f

(29)
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where z = Ex - (A/r)]/a , and z0  defines the interparticle spacing

below which particle contact occurs, zo = (2-(./r))/o (the second term on

the right-hand side represents the fraction of contiguous particles).

Predictions of toughness afforded by crack deflection around spheres are

plotted in Fig. 6, for spheres with and without a spacing distribution.

The toughness becomes insensitive to the value of the standard deviation

for a > 0.40 (A/r). Incorporation of the distribution function increases

the toughness by r,40%2. The toughness becomes insensitive to the value of

the standard deviation for a 2:0.40 (./r). This result is contrary to the

intuitive rationale that the best mechanical properties are expected to

coincide with the best dispersion of second phase particles, and conse-

quently, the lowest standard deviation. However, contacting spheres, which

result in twist angles of r/2, minimize the crack driving force, and exert

a more pronounced effect than spheres separated by spacings > . It is

interesting to note here that in the similar problem of dislocation motion,

it is the largest spacing between obstacles which controls the dislocation

motion; whereas the smallest spacings between obstacles appears to determine

the crack propagation behavior.

3.3 Surface Area Approximation

Surface area increases are regarded as a lower bound estimate of the

toughening increment. It would be expedient, then, to compare this lower

bound, W , with the toughness calculated using the stress intensity

approach.

The fracture surface morphology induced by deflection around spherical

particles can be modelled as an array of cones with heights ranging from
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0 to r, the sphere radius. The toughness increase associated with this

surface area can be estimated as,

(c)sphere _ l + v(/2)T + r  (30)
Wc m  2A/2 (30

This relation is plotted versus volume fraction in Figure 6 where it is

compared with the deflection calculations. The stress intensity prediction

substantially exceeds the surface area lower bound. The excess energy

presumably results in phonon release.

Similar calculations can be accomplished for rod-shaped particles by

assuming that the fracture morphology comprises cones (height, 0 to H) for

the twisted crack front and 'tents' (height, 0 to H) for the tilted crack.

The resultant toughness due to the additional surface area can be described

by -/2 /2
Srd foH. a+ f seee
~rod 2 _~2~ (L 2. 1()(c _ 2 ( )2 + ( rsine)2de + secede. (31)

c 0

Comparing the surface area calculations with the stress intensity

predictions in Figure 12 again demonstrates the significant difference in

the two calculations.

The second term in Eq. (31), deriving from the tilted crack surface, is
treated as a constant (evaluated at r/L). Recall that in Eq.(22) there is
little variation in the corresponding term, <W> , derived from the
fracture mechanics analysis.

tAt high volume fractions and at large aspect ratios, the values of toughening ,
from the fracture mechanics predictions and the surface area approximation
converge. This is probably due to neglect of particle-particle contact in
the surface area treatment.
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3.4 Deflection Profiles

In addition to the toughness predictions formulated in Section 3.2,

it is of interest (to facilitate comparison with experimental observations6)

to examine the projection of the deflected crack. To predict the crack front

profile, the frequency of twist angles, , and tilt angles, x, must be

calculated for all and x . For rod-like and disc-like morphologies,

the density function of and x cannot be solved analytically. However,

estimated densities can be computed using an iteration process with random

numbers substituted for a1 , 62 , ul 1'J2 , a and a in Eqs. (17) and (20).

By summing the resultant deflection angles in designated intervals, an

estimate of the frequency distribution is provided. As an example, fre-

quency distributions for twist angles of rods (Vf = 0.2) with thre2 aspect

ratios are plotted in Figure 13. The predictions demonstrate the signifi-

cant influence of the aspect ratio on the distribution of twist angles,

revealing the expected higher average angles at larger aspect ratios.

The instantaneous- crack front, however, will not experience the

maximum twist,butwill sample deflectons at all stages. This effect is

incorporated by first, qualifying a and $ (refer to Figure 8) with a

random variable between 0 and 1 (designated as w) to account for the

linear progression of the crack front from its interception with the

particles (w= 0) to the point of maximum twist (w= 1). Thus the average

twist angle, € , for rods intercepted by a normal plane (of Eq. (17))

would be

= [a w sine1 + (1-8)w sine 2tan (32)



-30-

where A" = - w cosalsin l + (l-B)wcose2sin 2

+ (awcoselcos l1 - (l.)wcose2cos 2 2 /2

Then, the summed frequencies are further qualified by the probability,

,9, that the normal plane will intersect a given angle. For rods,

19[Ccoselcsull + (l-S)cose2cos, 21/2 (33a)

while for discs,

'9--[a'coslcos 1 + (l-)'cose2cosu 2]/2 (33b)

where a' 1 I/(2,)[2 cos -1 (1-2a) - sin(2cos-1 (l-2a)]

and (1-s)' : /(27,)[2cos -I (1-26) - sin(2cos -1 (1-2s)].

A similar procedure is used to determine the distribution of average

tilt angles, R . For either rods or discs, the average tilt angle inter-

cepted by the normal plane is

-1 a.:' sinal + (l-pf)wsine 2]

X = tan -I  (34)

The number of occurances for a particular x is again modified by 9 in

Eq. (33). Smoothed frequency curves for three aspect ratios of rods

(V f = 0.2) are plotted in Figure 14. As the aspect ratio increases, the

shift to higher twist angles is evident. The tilt angle frequency

monotonically decreases from 00, with a greater proportion of small tilt

angles existing for less elongated rods. These plots should provide a

basis for comparisons with experimentally determined deflections.
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4. IMPLICATIONS AND CONCLUSIONS

A prediction of the increase in toughness due to crack deflection is

formulated, based upon a fracture mechanics approach. The model demon-

strates the diminution of the driving force at the tip of a tilted and/or

twisted crack. As evident from the outset, the toughness predictions are

invariant with particle size. Clearly, the increase in toughness only

depends on particle shape and the volume fraction of second phase. The

most effective morphology for deflecting propagating cracks is the rod of

high aspect ratio, which can account for four fold increases in fracture

toughness. The toughening arises primarily from twist of the crack front

between particle configurations which cause a crack to twist at angles

21/2, as indicated by deflection profiles. Less effective in toughening

are disc-shaped particles and spheres, respectively. The fracture tough-

ness, regardless of morphology, is determined by twist of the crack front

at its most severe configuration, rather than the initial tilt of the

crack front. Only for the case of disc-shaped particles does the initial

titling of the crack front provide significant toughening; however, the

twist component still overrides the tilt-derived toughening.

Additional important features of the deflection analysis include the

appearance of asymptotic toughening for the three morphologies at volume

fractions in excess of 0.2. It is also noted that a significant

influence on the toughening by spherical particles is exerted by the

interparticle spacing distribution; greater toughening is afforded when

spheres are are nearly contacting such that twist angles appro-,h Tr/2 .
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These predictions provide the basis for design of a high toughness

two-phase ceramic materials. The ideal second phase, in addition to

maintaining chemical compatibility, should be present in amounts of 0.10

to 0.20 volume percent. Greater amounts may diminish the toughness

increase due to overlapping particles. Particles with high aspect ratios

are most suitable for maximum toughening especially particles with rod-

shaped morphologies.
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Appendix A

Fracture Toughness Increases From Crack Bowing as Related to Obstacle

Shape, Volume Concentration and Penetrability

Green15 proposed a simple expression to correlate fracture toughness

data attributed to crack bowing, and hence, to infer an effective obstacle

penetrability. The expression, based on curve fitting the numerical

by 2expressions by Evans and Green et al. 3 , is of the form

G_A = n=7 rn
cc n=; An (P) (Al)

where cA is the stress needed to propagate a crack through a series of

obstacles, ac  the fracture stress when no obstacles are present, r'

is some function of the obstacle half-dimension, ro I and can be modified

to account for obstacle penetrability. From the above expression, the

penetrability-spacing ratio (r'/c) can be related to the fracture toughness

by

c/ EO? T:c(A2

where the matrix properties are denoted by the subscript (or superscript)

o . The nearest neighbor obstacle spacing, C , may also be a function of

obstacle strength. Strong particles should bow cracks between nearest

neighbor particles (where 2C = NA1 /2 - 2r0 and NA  is the number of

particles per unit area of fracture surface); whereas the spacing between

weak obstcles, which do not cause significant bowing of the crack front,

can be best described by the mean free path. Incorporating these effects,
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Green 15 demonstrated that data on glass-alumina composites, studied by

Lange 16 , are consistent with an obstacle strength, r'/r 0.64, but that

the strength increases with increasing particle size.

The crack bowing theory is clearly not predictive at its present

level of development. In addition to Green's analysis, two

additional features require consideration. First, the operative inter-

particle spacing, C , can exhibit a multitude of possibilities, as discussed
11

in a review by Corti et al. The pertinent interparticle spacing should

be consistent with the nature of the property-controlling phenomenon (e.g.

mean free path vis-a-vis nearest neighbor spacing). For example, Figure

15 presents a comparison between Green's prediction for crack bowing

between "strong" obstacles, (where the spacing, 2C = NAI/2 - 2ro) and the

more precise prediction also based on nearest neighbor spacing,
12

2C -1 Vf r(I/2,x)exdx (A3)
r o  37Vf (6V 1x)1/2

o f

where r(/2,x) is the incomplete gamma function. Second, obstacle

morphology is likely to have a significant effect on the magnitude of

crack bowing. The effective value of the obstacle size, ro , will be

highly sensitive to the orientation of angular obstacles with respect to

the crack front. Modifications to Green's results are plotted in Figure

16. It can be seen that rods or discs of low aspect ratio, R , can

reduce the effectiveness of crack bowing, while high aspect ratio

particles enhance bowing. For weak obstacles, the magnitudes of the

morphology effects are reduced, but similar trends are followed.

A
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Applications of the above crack bowing solutions to experimental

data assumes that toughening increases are due, in total, to crack

bowing. In order to differentiate the fractional toughening attributed

to crack bowing, an independent measure of the obstacle penetrability

is necessary (in lieu of empirically determining penetrability from fitting

toughness measurements to the bowing theory). Material parameters which

might influence the obstacle penetrability are the ratio of the matrix to

obstacle toughness and the strength and coherency of the obstacle-matrix

interface.

I

I
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Appendix B

Determination of Tilt and Twist Fractions

Referring to Figure 17, let x be the segment of the crack front

undergoing tilt and let y be the twist segment. From trigometric

relations, the fraction of tilt and twist can be written as

X rsin6 : sin6 (BI)frac rsin + rcos6/sin¢ sin 9 + cote

_rcos9/sin6 - cots (B2)
Yfrac rsino + rcos /sin sin + cot(

In comparing these fractions to the undeflected crack front of unit

length, it can be observed from Figure 17 that there is no increase in

the crack front length of the tilted fraction, Xfrac However, the ratio

of the undeflecte segment y' to the twisted segment, y , can be

expressed as

y'ly = cos. (B3)

N
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Figure I. Schematics of typical crack deflection: a) tilt, and b) twist

of the crack front.

Figure 2. Angular functions (a) K11 and K21 vs. tilt angle, e , used to

modify the applied stress intensity KI and (b) Kl , K1 2 , K31

and K32 vs. twist angle, = e, used to modify the local

stress intensity factors, kI and k2.

Figure 3. Normalized toughening increment for initial tilt of a crack

vs. aspect ratio for three particle morphologies.

Figure 4. Schematic of twist of a crack around rods of two aspect ratios,

R , at constant volume fraction.

Figure 5. Schematics of two spheres whose centers are separated by a

distance, . , demonstrating a) minimum twist and b) maximum

twist, the limits over which the net crack driving force is

calculated (Eqs. 13-15).

Figure 6. Relative toughness predictions from crack deflection model for

spherical particles including the effect of a distribution

in interparticle spacing. Predictions are compared to the

relative toughness due to surface area increase.

Figure 7. Schematic of a rod-shaped particle tilted at angle, e , with

the x-z plane and rotatea by angle, p , to the direction of

crack propagation (para I to the x-axis). The angle, x

defines the tilt angle.

Figure 8. Schematic of twist of a crack between two adjacent rod-shaped

particles whose centers (in the x-z plane) are separated by

a distance, .
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Figure 9. Relative toughness predictions from crack deflection model

for rod-shaped particles of three aspect ratios.

Figure 10. Schematic of adjacent disc-shaped particles whose centers

are separated by a distance, 6 . Discs are tilted at angles,

61 and e2 , with respect to the x-z plane, and are offset

by angles, p, and w2 ' with the direction of crack propagation

(parallel to the x-axis).

Figure 11. Relative toughness predictions for initial tilt and for

maximum twist based on crack deflection model for disc-shaped

particles of two aspect ratios.

Figure 12. Relative toughness predictions compared with surface area I
approximations for rod-shaped particles of two aspect ratios.

Figure 13. Frequency distribution for maximum twist angles for rods of

three aspect ratios present in volume fractions of 0.2.

Figure 14. Frequency distributions for average twist and tilt angles

intercepted by a normal plane for rods of three aspect

ratios, present in volume fractions of 0.2.

Figure 15. Toughness predictions for crack bowing between "strong"

obstacles, calculated using two interparticle spacings.

Figure 16. Toughness predictions for crack bowing between spheres

(Ref. 15), discs and rods.

Figure 17. Schematic of twist and tilt fractions of crack front at

maximum twist between two spheres.

• | i | |
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Crack Deflection Processes: II. Experiment

K. T. Faber and A. G. Evans

Department of Materials Science and Mineral Engineering
University of California

Berkeley, CA 94720

ABSTRACT

Two microstructural characteristics, particle morphology and size,

have been examined with respect to toughening by crack deflection. Par-

ticle morphology effects were evaluated in a series of hot-pressed

silicon nitrides comprised of rod-shaped grains of various aspect ratios

and a barium-silicate glass ceramic containing spherulites. Lithium-

alumino-silicate glass ceramics containing Li2Si20 5 lath-shaped crystals

were studied for particle size effects. Independent measures of the

fracture toughness and the crack deflection process were performed and

results were correlated with a crack deflection model. I

- I
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1. Introduction

Crack deflection is a commonly observed fracture characteristic in

brittle materials, associated either with crack attraction or repulsion

by second phase particles (due to residual strains) or with the presence

of low resistance interfaces. Crack deflection has been associated with

improved mechanical properties; I-3 however, the specific quantitative

relation between the fracture surface perturbations and the fracture

toughness has never been established.

In a companion paper', a quantitative crack deflection model was

presented. Two aspects of this model are explored experimentally in

the present paper: the effects on toughening of second phase

particle morphology and particle size. Morphology effects are studied

using two material systems, hot-pressed silicon nitrides comprised of

rod-shaped grains with a range of aspect ratios and a barium-silicate

glass ceramic containing a spherical crystalline phase. Particle size

effects are investigated using a lithium-alumino-silicate glass ceramic

containing Li2Si205 lath-shaped crystals.

2. Materials and Fabrication

2.1 Particle Morphology Effects

Silicon nitride provides a useful material for study, not only

because of its potential as a high performance material, but also because

rod-shaped grain morphologies with various aspect ratios can be easily

fabricated. The microstructural characteristics of Si3N4 are attributed

to the a - phase transformation, which occurs in the presence of a

liquid phase at elevated temperatures. Specifically, the a -

transformation is accompanied by the development of rod-shaped grains,

I
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believed to occur when pre-existing equiaxed B-Si 3N4 particles grow along

specific crystallographic directions (during fabrication) by ccnsuming

a-Si3N4 . Consequently, starting powders with large concentrations of

B-Si 3N4 powders result in equiaxed grain morphologies, while large

initial concentrations of a-Si 3N4 powder lead to highly elongated micro-

structures.
6

A previous study of the fracture toughness of hot-pressed Si3N4

made with various initial proportions of a-Si3N4 powders revealed that

the fracture toughness increased with higher starting a contents,

corresponding to higher aspect ratio grain morphologies. It is plausible

that the toughening induced by the high aspect ratio grains occurs by

crack deflection. Consequently, this series of Si3N4 materials is ,

examined with reference to the crack deflection model proposed in the

companion paper.

The effects of a spherical particle morphology are assessed from

studies on 3BaO-5SiO 2 glass ceramics by Freiman et al..7 Specific heat

treatments resulted in the spherulitic crystallites of present interest.

The corresponding mechanical properties are listed in Table I.

'It has previously been assumed that the aspect ratio, R, of the rod-
shaped grains can be described in terms of the starting L and 5 contents
by the relation6

R = 1 + (a/B)

Provided by F. F. Lange of the Rockwell International Science Center.

Starting powders were comprised of different proportions of high a-Si 3N4
(85%a, 15%B) and high 5-Si 3NA (25%a, 75%) and combined with 5% MgO.
Powders were hot pressed in 2 at 1750*C for 2 hours and resulted in

densified compacts consisting entirely of B-Si 3N4.
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2.2 Particle Size Effects

A lithium-alumino-silica material was selected for studies of

particle size effects. The particular composition, listed in Table 2,

has previously been studied over a wide range of nucleation and growth

temperatures.l The present study is limited to a heat treatment which

produces a single crystalline phase, Li2Si20 5, which, due to its thermal

expansion mismatch with the glass matrix, will be subject to residual strain.

The lithium-alumino-silicate glass was prepared in one hundred gram

batches using dry mixed Si0 2, LiCO 3, AI2 (S04 )3 , K2C03 , H3BO3 and

(NH4 )2HPO 4. (The specific role of the P205 was to act as a nucleating

agent during the heat treatment.) The mixes were melted in Pt crucibles

in a MoSi 2 resistance quench furnace in air at 135 0'C. One inch discs

were cast into graphite molds and annealed at 450C for 1 hour to remove

residual strain.

Heat treatments were completed in an electrical resistance tube

furnace. All nucleation treatments were carried out at 645°C for 1 hour

and subsequent growth treatments at 850 0 C for the desired period. Heat

(growth) treatment times were based upon an arbitrary schedule of 1, 4,

16, 64 or 256 hours. The particle grain size changed by more than an

order of magnitude over the range of heat treatments examined, as manifest

in the etched fracture surfaces depicted in Figure 1. In addition, one

sample was given no nucleation treatment, but underwent only a growth

treatment of 250 hours. The latter heat treatment would suppress the

number of nuclei formed, and promote the growth of few, large crystalline

grains.
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3. Fracture Toughness Measurements

Fracture toughness measurements were obtained for the hot-pressed

silicon nitride and lithium-alumino-silicate glass ceramic using the

indentation technique.8 For the Si3N 4 samples, toughness measurements

were made using indentation loads of 20N to 250N. Values of Wc are

plotted in Figure 2 as a function of the estimated aspect ratio.

Fracture toughness values increase up to 2.5 times through the develop-

ment of elongated grains. From the fracture surfaces in Figure 3, note

the development of needle-like grains in the progression of micrographs

A through G, corresponding to increasing amounts of starting c-Si 3N4.

Fracture is primarily intergranular; however, some transgranular fracture

is evident (from cleavage steps) in each of the specimens. Also apparent

are remnants of WC milling media (white angular particles) and the lack

of appreciable texturing in the Si3N4 grains.

The fracture toughness of the lithium-alumino-silicate precursor

glass and the resultant glass ceramics were determined in oil, due

to the high susceptability of glasses and glass ceramics to stress

corrosion cracking. A fine layer of gold was sputtered onto each

polished surface to enhance the visibility of the indentation cracks

in reflected light through the oil (as the refractive indices of the

glass ceramic and indenting oil were nearly the same.) All measurements

were made using a micro-hardness indentor with a load of 20N. A plot

of the strain energy release rate versus the growth time is shown in

Figure 4. The most striking feature of the plot is the invariance of
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toughness with growth time and, consequently, crystalline particle size,

including the material which underwent no nucleation treatment (corresponding

to the open circle in Figure 4).

4. Crack Deflection Profiles

Fracture toughness measurements are not sufficient to correlate

toughening behavior with crack deflection processes. In order to

substantiate that crack deflection is responsible for the increase in

fracture toughness, an independent measure of the deflection process is

necessary. Post-failure examination of fracture surfaces, although capable of

providing valuable information about the type of fracture (transgranular

or intergranular) and the failure origin, does not allow determination of

the precise path and direction of the crack (or a trace of the crack front)

at any instant during propagation. Both features are necessary for com-

parison with the predicted tilt and twist of the crack front.

Stable cracks, produced by indentation, can be used to obtain a

reasonable measure of the crack front profile. Shown schematically in

Figure 5 is a Vickers indentation produced above a critical load, with

two orthogonal semi-circular radial cracks (labelled R) emanating from

the indent corners. The radial cracks along the surface, cR , provide

a reliable deflection profile, if the distribution of angles along the

surface trajectory is equivalent to that along the subsurface crack front.

It is expected that these distributions will be identical in the absence

of grain texturing.

ji
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Indentation cracks for four members of the Si3N4 series (Samples A,

C, E, G) have been examined. The lengths and angles with respect to the

direction of propagation of three to four hundred crack segments per

sample were measured and deflection histograms prepared. Representative

deflection traces of both end members (samples A and G) are shown in

Figure 6. The frequency distributions from smoothed histograms associated

with these measurements are presented in Figure 7. Both materials demon-

strate bimodal crack deflection distributions. The lower distribution is

centered near 00 and its frequency decreases for the higher toughness

material. The second distribution is translated toward a higher angle

for the higher toughness material. Trends for the Si3N4 series are more

reliably envisaged from Figure 8, where four cumulative distribution functions

are plotted. From the curves, it can be seen that the median deflection

angle increases with increasing aspect ratio: from 220 for the low

toughness material to 40' for the highest toughness material.

Two glass-ceramic materials were chosen for crack deflection measure-

ments: one heat treated for one hour at 645' (nucleation) and for four

hours at 850' (growth), the second heat treated at 8500 for 250 hours

(expected to have the largest crystallite size). Approximately 250 seg-

ments were measured for each material. Plotted in Figure 9 are the

cumulative distribution functions for the two glass ceramics,compared

with the precursor glass. The glass ceramic distributions are strikingly

similar, with median deflection angles of 120 and 15' for the short and

long heat treatment times respectively.

u la u m | | | | | I
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5. Correlation with the Crack Deflection Model

Direct correlation between theory and experiment, contingent upon

independent knowledge of the aspect ratio of the deflecting particles, is

possible in the case of the lithium-alumino-silicate glass ceramics. In the

glass ceramic, the lath-like Li2Si2O5 crystals can be regarded as rods

having an aspect ratio, R > 12 (see Figure 1). For such large aspect ratio

rods, the deflection angles (see Figure 11) and the measured toughening

are both substantially smaller than predicted by the deflection theory.
4

However, examination of fracture paths in Figure 10 reveals that the

Li2Si205 grains are not always circumvented by the cracks. Instead, the grains

fracture prematurely at deflection distances characteristic of rods I
with "effective" aspect ratios in the range 2 < R < 5. This observation

is consistent with the comparison of the measured and predicted crack de-

flection profiles (Figure 11) which indicate, 3 < Reff < 4. Such aspect

ratios predict toughness increases (6c/ 9cm ) in the range 2.5 to 2.7, also in

good accord with the measured increase, Sc/c m _ 3.0. It is thus concluded

that the toughening measurements conform with the crack deflection predic-

tions, provided that the fracture characteristics of the grains are ade-

quately incorporated. In addition, it is noted that the fracture toughness

measurements and crack deflection profiles provide complimentary evidence

that crack deflection processes are independent of particle size, as

required by principles of geometric similarity.

Similar consistency with crack deflection expectations is exhibited

by the spherulitic microstructure in 3BaO.5SiO 2, wherein the predicted

toughening, Sc/ cm = 1.8 , compares well with the measured toughening,

(c/Wc m = 1.6 (Table I).cci
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Direct aspect ratio information could not be obtained for the Si3N4

systems., Toughness correlations are, thus, based upon the measured mean

deflection angles. Additionally, since none of the Si3N4 compositions

examined demonstrate planar fracture characteristics, selection of an

arbitrary reference is required. Selecting the highest toughness material

(Composition G, median deflection angle of 400) as the reference, the

measured relative toughness and deflection angle can be compared with

predictions for toughening by rod-shaped particles (Figure 12). Only the

lowest toughness, equiaxed material deviates signficantly from the predic-

tion. Electron micrographs comparing the high and low toughness materials

indicate greater amounts of glassy phase in the low toughness material I
(Figure 13). The additional glass may have a direct influence on the

toughening characteristics and may, thus, be the source of deviation from

the predicted behavior. Extrapolating the predicted toughness trend to

the value for the flat crack (19c/cm = 1), suggests that Si3N4 which fractures

in a transgranular mode should exhibit a fracture toughness, Kc  2.5 MPav'f.

This is consistent with the toughness level determined for covalent materials

which fail transgranularly (e.g. sintered SiC and sapphire lOll). It is

Single phase systems containing randomly arrayed elongated particles,
such as Si N pose unique problems in evaluating the characteristic
aspect ratTo, and, hence, in comparing experiment with theory. In the
particular system studied, Si3N4 grains cannot be etched from the
sintered compact for particle size analysis. In situ analysis of aspect
ratios from fracture surfaces provides inadequate estimates because only
a portion of the grain is revealed.

The glass causes enhanced surface relief during polishing which may
skew the deflection angle measurements; moreover it is likely to modify
the basic toughness, 9cm , upon which the deflection toughening is super-
posed.



- I I U I U

-67-

thus concluded that the toughening trends in the Si3N4 materials are,

again, in general accord with the expectations of crack deflection

dominated toughening behavior.

In all of the above experiments, some deviations from the crack

deflection predictions occur, undoubtedly because several toughening

mechanisms are likely to operate simultaneously in most materials. In

addition to crack deflection, crack bowing, microcracking, crack branching

or bridging are possible. 2'9 '12 "14 For example, the thermal expansion

mismatch between Li2Si2o5 and the matrix glass is sufficiently large

that stress-induced microcracking operates. The microcracking that occurs

in a small zone near the propagating crack in the lithium-alumino-silicate

composition heat treated for 250 hours is illustrated in Figure 
10.t

These occurrences are not observed in the glass ceramic heat treated for

shorter times, consistent with the notion that the microcracking process is

strongly size dependent. 9  However, since the data reveal no significant

size effect on the toughening, it is unlikely that the microcracking

process contributes significantly to the toughness of this specific

material.

Deviations between experiment and predicted deflection distributions

may also result from inaccurate predictions of the deflection distribution.

All predictions were based upon the intersecting plane, parallel to the

crack front. However, nearest neighbor particles would not lie on a

'The microcracking can be distinguished from crack branching by noting the
origin of the secondary crack. Branched cracks always originate from the
main crack; microcracks can nucleate away from the main crack, followed
by coalescence.
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straight line parallel to the intersecting plane in a randomly distributed

system. This omission could account for variances in the predicted distri-

butions, since the distribution of twist and tilt angles would change with

direction. Accounting for the possible angles between the crack front and

the intersecting plane would, at best, provide upper and lower bounds on

the deflection distribution.

6. Summary

Two prime features of crack deflection toughening have been confirmed

experimentally. In particular, particle morphology effects were examined

in two systems: a barium-silicate glass ceramic and a series of hot-pressed

Si3N4 compositions. The former, comprised of spherical crystals in a

glassy matrix, demonstrated toughness increases over the precursor glass

consistent with predictions. The latter, hot-pressed Si3N4 with variations

in grain morphology, was studied for grain aspect ratio effects. The

toughness and deflection angles monotonically increased with aspect ratio.

Using one composition in the Si3N4 series as a reference, the observed

toughening trends were in agreement with those predicted from the crack

deflection model.

In addition, a series of lithium-alumino-silicate glass ceramics was

examined as a function of heat treatment time (and consequently particle

size variations). The fracture toughncs was found to be invariant with

particle size. Complimentary evidence for the size-independent behavior

was attained from crack deflection profiles, which were nearly identical

for end members of the glass ceramic series. Furthermore, the magnitude

of the toughness increases were in accord with expected values.
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The'experimental evidence correlates well with the guidelines

developed for toughening brittle materials by crack deflection proceses.

Fracture toughness can be maximized with additions of high aspect ratio

rod-like particles, and should remain invariant with particle size.
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Table 2: Precursor Glass Composition for

Lithium-Alumino-Silicate Glass Ceramic

Constituent Weight Percent

SiO2  71.8

Li2O 12.6

A1203  5.1

K20 4.8

B205  3.2

P205 2.5 j

I

)p

~i
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Figure Captions

Figure 1. Scanning electron micrographs of lithium-alumino-silicate

glass-ceramic fracture surfaces, heat treated (a) I hour, 645 0C,

4 hours, 8500 C (b) 1 hour 645°C, 256 hours, 850'C. Specimens

were etched 5 sec in concentrated HF to reveal crystal morphology.

Figure 2. Fracture toughness of a series of hot-pressed Si3N4 materials

versus calculated aspect ratio.

Figure 3. Scanning electron micrographs of fracture surfaces of four

hot-pressed Si3N4 materials of various aspect ratios.

Figure 4. Fracture toughness of a series of lithium-alumino-silicate I
glass ceramics plotted versus increasing growth time of the

crystalline phase.

Figure 5. Schematics of the top and cut-away side views of a Vickers

indentation indicating the radial cracks, CR , and the sub-

surface radial crack front.

Figure 6. Crack deflection profiles for end member of the Si3N4 series

traced from scanning electron micrographs.

Figure 7. Frequency distributions of measured deflection angles for end

members of the Si3N4 series.

Figure 8. Cumulative frequency distributions of measured deflection

angles of four hot-pressed Si3N4 materials of various aspect

ratios.

Figure 9. Cumulative frequency distributions of measured deflection

angles of two lithium-alumino-silicate glass ceramics and

the precursor glass.

u l mm | l ~ l l l ,A
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Figure 10. Indentation crack profiles in lithium-alumino-silicate glass

ceramic (heat treated 250 hours at 8500C), etched in 2.5%

HF for 5 sec., indicating fracture of the Li2Si20 5 grains

accompanying crack deflection. Also note microcracks near

the main crack.

Figure 11. Cumulative frequency distributions of measured deflection

angles of two lithium-alumino-silicate glass ceramics compared

with predicted frequency distributions for various aspect

ratios.

Figure 12. Relative toughness-median deflection angle correlations for

the hot-pressed Si3N4 series.

Figure 13. Polished surfaces of hot-pressed Si3N4 A and G, etched in

52% HF for 30 sec. Greater etching is observed in Si3N4 A,

indicative of a greater amount of grain boundary glass.

(Bar = 2 pm).
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TOUGHENING BY MONOCLINIC ZIRCONIA

by

H, Ruf and A. G, Evans

Department of Materials Science and Mineral Engineering
University of California

Berkeley, CA 94720 u
ABSTRACT

An investigation of the toughening induced by monoclinic ZrO 2 in

the absence of microcracking has been conducted, using ZnO as the host

material. Toughness levels W in excess of the host toughness '.cm

have been achieved: attaining a peak toughness 19 /qcm - 3, at monoclinic

ZrO 2 volume concentrations :0.2. This toughening has been attributed to

crack/particle interactions, associated with the deflection and bowing of

the crack by the residual strain field around the monoclinic ZrO2 particles.

b
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I. INTRODUCTION

Microstructural enhancement of fracture toughness can be achieved

in accord with two basic approaches. A non-linear, crack shielding zone

can be induced near the crack tip, 1 ,2 or the motion of the crack front

can be locally impeded 3 5 . The former is exemplified by stress induced

martensitic I and microcracking mechanisms,2 while the latter category

3,54encompasses crack bowing and crack deflection effects4 . Several of

these mechanisms can be realized by incorporating ZrO2 particles into

ceramic matrices6 , with the operative toughening mechanism depending upon

such variables as the matrix stiffness and toughness, the ZrO2 particle

size and chemical composition, and the temperature. However, a thorough

understanding of the conditions that favor specific toughening mechanisms

(and of optimum toughening levels) does not yet exist.

Preliminary toughening can be achieved in the presence of monoclinic,

thermally transformed, ZrO 2. The toughening by monoclinic ZrO2 can be

attributed to either a-non-linear, microcrack zone 6 or to crack impediment

by the ZrO 2 particles (involving crack deflection or bowing mechanisms).

The monoclinic modes of toughening also exist in the presence of tetragonal

ZrO2 particles that experience a stress induced transformation, because

the particles directly ahead of the crack tip transform to the monoclinic

phase prior to crack extension1 (as superposed, of course, on the transforma-

tion toughening ).

The transformation toughening process has been subject to analysis

and preliminary experimental substantiation. The predicted toughening

increment is given by;
1'7
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6K : 0.22 V eT E Vw-/(l-v) (1)
c f

where KT is the transformation toughening increment, eT is the

C

unconstrained dilational transeormation strain, E is Young's modulus,

v is Poisson's ratio and w is the width of the transformation zone.

The toughening mechanisms in the presence of monoclinic ZrO2 have not been

subject to a similarly definitive level of analysis (in part, because the

microcrack and particle interaction effects have not been experimentally

distinguished). The intent of the present paper is to attempt to isolate and

study that component of toughening associated with particle interaction. This

is achieved by selecting a system that suppresses the incidence of micro-

cracks at the transformed particles. (The separate influence of micro-

cracks that obtain in other systems may then be subject to a more systematic,

subsequent investigation).

*The study of toughening by monoclinic ZrO2 in the absence of micro-

cracking requires the choice of a host that encourages transformation,

while suppressing microcracking. A judicious material selection can be

made by invoking critical size concepts. Microcracking and transformation
both exhibit characterisitic critical particle sizes, rr t

tively. A host that offers the maximum separation between the critical

m Itsizes, contingent upon r t >rc , would be most appropriate for the present

study.

The incidence of microcracking depends upon the fracture resistance

of the matrix, K m , (e.g. the grain boundary fracture toughness for

boundary located particles) the transformation strain and the elastic

modulus, such that the critical particle size, rc , is given by,

c
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rm (Kmc/EeT,)2. The critical transformation size is less well compre-

hended. Nevertheless, each of the potential mechanisms8 '9 'I0 predict

that r t increases as the elastic energy, =E(eTj) 2 , increases or asta rc  or a

the chemical free energy, AFc  decreases. Comparison of the trends in

rcm and rc with material properties indicates inverse dependencies on

the product Eeij , such that small values of the product diminish rtc

but enhance rm ; as required to create microcrack-free monoclinic
c

ZrO2. The most expedient approach for separating rm and rt is thus2'c c

to select a host with a low elastic modulus, E , and a smaller thermal

contraction coefficient, a , than the tetragonal ZrO2 phase (the latter

tends to minimize e j)_ The choice of ZnO, being a chemically compatible

material that satisfies these requirements (E = 120 GPa, a = 7 x 106),

is thus considered to be appropriate for the present study. The ZnO is

used primarily in conjunction with a pure ZrO 2, which maximizes the

chemical free energy change and hence, depresses rc . However, several

materials containing partially stabilized ZrO2 (with Y203) are also

prepared, in order to retain tetragonal ZrO 2 and thus, to examine the

relative role of transformation toughening.

2. EXPERIMENTAL PROCEDURES AND RESULTS

The experimental procedures conducted during the present study are

designed to establish that the basic microstructural requirements for the

study of crack deflection toughening are satsified; notably, that the

thermal, martensitic, transformation of the ZrO 2 particles to the monoclinic

structure occurs without the incidence of microcracks. Hence, following

fabrication by hot pressing, an examination of the monoclinic ZrO 2 content

is conducted by using x-ray diffraction and electron optical methods;
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while the martensitic character of the monoclinic phase is verified using

dilatometer measurements. The incidence of microfracture is more difficult

to determine. Direct observations are ambiguous, because of the small

crack opening displacements. However, measurements of the elastic modulus,

hardness and acoustic activity, all of which are sensitive to the microcrack

size distribution and density, are used to provide a convenient and adequate

measure of the microcrack propensity. Finally, fracture toughness measure-

ments are performed and the fracture morphology characterized.

2.1 Fabrication Procedures

Three composite series were fabricated: one contained pure ZrO2

(volume fractions up to 0.6) and the others contained ZrO2 with 4 w/o or

8 w/o Y203  (volume fractions up to 0.4). The ZnO' and ZrO2 powders

were mechanically milled and mixed using A1203  balls in isopropyl

alcohol. A constant particle size and A1203 abrasion were ensured by

standardizing the mixing procedure. The dried powders were densified

by hot pressing in vacuum. A temperature of 12000C was chosen to allow

the ZrO2 to assume the tetragonal structure and sufficient time was

allowed to permit the attainment of full density (- 1 hr).

2.2 Microstructural Characteristics

The room temperature structures of the hot pressed materials were

firstly evaluated using x-ray diffraction analysis (in the range,

260 < 2e <380). The materials containing pure ZrO2 indicated the exclusive

ZrO2 : Johnson Mathey Chemicals Ltd., Royston, England

ZrO2 + 4/8 w/o Y203: Zircar Products, Inc., Florida, N.Y.

ZnO: J. T. Baker Chemicals Co., Phillipsburg, N.J.
Al203 balls: Coors Hi-Purity A1203 media.

!A
m • •
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existence of monoclinic ZrO2, while the partially stabilized materials
t

contained a proportion of tetragonal ZrO 2. The relative proportions of

the monoclinic and tetragonal phase were ascertained from the integral

intensities of the (111) monoclinic and (Ill) tetragonal diffraction

peaks. Specifically, the fraction, fm of monoclinic ZrO2 was obtained

from the relation;

fm = 1.63 Im (ll1)/[1.631m(ill )  + It(lll)] (2)

The relative proportions of monoclinic ZrO2 obtained for the partially

stabilized materials are plotted in fig. 1, as a function of the total

volume concentration of ZrO2.

Diffraction peaks indicative of the existence of small concentrations

of ZnAl 204 were evident in all materials. This phase undoubtedly occurred

becaise of incorporation of A1203 during the milling procedure and subse-

quent reaction with ZnO during hot pressing, The quantity of ZnAI204  J
(-. 7 wt.%) and the size-of the ZnAl204 particles (see fig. 6) were

relatively independent of the ZrO 2 content. This phase thus contributes

uniformly to the toughness in all systems studied and should not influence

the trends in toughness with ZrO2 content.

Dilatometer measurements (fig. 2) invariably indicated the existence

of the tetragonal to monoclinic phase transformation upon cooling (in those

materials that contained monoclinic ZrO 2 at room temperature). The trend

in the transformation temperature with ZrO2 particle concentration (for

pure Zr02), depicted in fig, 2, indicates two regimes. For volume concen-

trations < 0.2, the transformation temperature varies slowly with

Cubic ZrO was not detected from X-ray diffraction measurements, even in
materials containing 8 wt., Y203.

i
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concentration (Ms s 600'C) and the transformation extends over an appreciable

temperature range (such that Mf - 100C). However, a transiticn to a

higher transformation temperature (Ms  850°C) occurs ar czrcer:rtions

z0.3, and the transformation proceeds to completion over a narrj, range

of temperature (Mf -. 550C). The latter behavior undoubtedly derives from

particle interaction effects, which encourage cooperative transformations

in neighboring (or contacting) particles.

Transmission electron microscopy studies indicate that the ZrO2

particles are located primarily at ZnO grain boundaries, either at two

grain interfaces or at three grain junctions. The ZnO grains typically

range in size between -, 0.7 to n 2.5 um, essentially invariant with Zr02

content, and the ZrO2 particles range between 0.1 and 1.2 umT in diameter.

Scanning e *.iron fractographs indicate a porosity level -l%.

Transmission electron microscopy also revealed that the pure Zr02

containing material contained only monoclinic ZrO2 . The monoclinic

particles were invariably twinned (fig. 3). The twin spacing tended to

increase with pdrticle size, ranging between 22 and 100 nm for ZrO 2

particles between 0.16 and 1.3 um in size. Very small microcracks ("

30 nm in length) were occasionally identified at twin terminations.

These microcracks are not considered to be of sufficient size to influence

the mechanical properties, and are unlikely to be the source of stress

induced microcracks (sections 2.4 and 2.5). Larger, grain-sized, micro-

cracks of the type that exert an important influence on fracture were

not detected.

High ZrO content materials can exhibit ZrO2 agglomerates up to 2 -Pm

in diametir.
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2.3 Elastic Modulus and Hardness

Young's modulus was measured by using a resonance method in the

fundamental flexure mode of vibration. Hardness was determined by

Vickers indentation (load: 200N) on polished surfaces.t The trends

in E and H with ZrO2 volume concentration are plotted in fig. 4.

Both quantities increase linearly between the values for pure ZnO and

ZrO 2 , as expected for intact, intimate mixtures of two discrete phases.

Deviations from linearity, toward lower values of E or H , typify

beha'ior that obtains in the presence of significant microcracking.

The observed trends in E and H are thus indicative of the absence

of significant spontaneous microcracking.

2.4 Acoustic Emission Studies

Materials prone to stress induced microcracking (such as AI 2 3 12

13,
and porcelain 1 ) yield substantial low load (pre-fracture) acoustic

emission activity during flexure tests. Consequently, the detection of

acoustic emission during such tests provides a measure of a material's

susceptibility to stress induced microfracture. Four point flexure

tests were thus performed on several of the monoclinic ZrO2 containing

materials and acoustic emision monitored, using a transducer attache' to

the test specimens. 12 ,13  Significant acoustic emission activity was

only detected just prior to failure (at z95% of the failure load). The

incidence of stress induced microcracking in the monoclinic ZrO2

containing materials has thus been discounted.

t200 N loads were used to obtain the load independent hardness. 12 Note

that the resultant hardnesses are not affected by cracking, because the
cracks form during unloading.

1
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2.5 Fracture Studies

The fracture toughness of each material was determined using both

the indentation14,15 and single edge notched beam methods.16 Selected

values were also obtained using the surface crack method.17 The toughness

trends were essentially the same for each method, although some differences

in absolute values were evident. The trends with a total ZrO2 content are

exemplified by the toughness data plotted in fig. 5a. The influence of

the monoclinic ZrO2 content on toughness (obtained by excluding the tetragonal

ZrO2 content from the abscissa) is indicated on fig. 5b. The correlation

of the data evident from fig. 5b suggests that the monoclinic particles

exert the dominant influence on the toughening imparted by the ZrO2, and

that transformation toughening is relatively unimportant in this material

system.

Fractographic studies, using the scanning electron microscope,

indicate that fracture in the ZnO materix is predominantly transgranular.

However, the cracks are-deflected around the ZrO2 particles, usually

along the ZnO/ZrO2 interface. An increase in crack surface area thus

obtains as the ZrO2 content increases (fig. 6). Finally, inspection of

the region around the tip of an arrested crack, using the SEM in the

backscatter mode, following a silver nitrate penetration treatment, did

not reveal the existence of a discrete zone of microcracks. These

observations confirm the absence of a stress-induced microcrack zone,

in accord with the implications of the acoustic emission measurements.

I ....
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(as evidenced by the isolation of ZrO2 particles at three grain junctions

in the ZnO matrix) and hence, at volume concentrations of Zr%2 in excess

of -0.2, some of the monoclinic ZrO2 grains are expected to be in

intimate contact. Thereafter, as an increasingly continuous network

of ZrO2 develops, with increase in ZrO2 content, the crack will be required

to propagate through ZrO2/ZrO2 interfaces! The fracture toughness will thus

be limited by the toughness of monoclinic Zr02 , modified by the presence

of isolated or contiguous regions of ZnO. At this limiting condition, the

role of the ZnO (being a low modulus material) should be similar to that of

retained porosity; namely, eliciting a toughness degradation (vis-a-vis

Zr02) approximately proportional to the ZnO volume concentration. The

toughness of intact monoclinic Zr0 2 is not known, but should be similar
20

to that for cubic ZrO2  , i.e.'3MPavm. The observed toughness level 3MPaVS,

between ZrO2 concentrations of -0.2 to 0.5, is thus consistent with a r
toughness limitation imposed by the intrinsic toughness of the ZrO2 , Con-

versely, the toughness in the glass, alumina systems is unlikely to exhibit

a similar limitation4, because the glass matrices wet the alumina and a

continuous glassy phase invariably exists. Cracks are thus required to

deflect and bow around the A1203 spheres, over the entire range of volume

concentrations. It is also noted that the intrinsic toughness of A1203

(, MiPayf) is appreciably in excess of that for the glass matrix (%0.7AfPa)

and a limitation imposed by the A1203 toughness would be less apparent

in these data.

Concomittant changes in fracture surface morphology were not detected.

A-A i I ! . . . . .
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a.

3. THE TOUGHENING MECHANISM

3.1 General Considerations

It is instructive at the outset to compare the present toughness

results with those obtained by Swearengenet al for a series of glass

matrix materials containing A1203 spheres (fig. 7). A reasonable corre-

spondence of the results is evident, up to monoclinic ZrO2 volume concen-

trations of "0.2. The correspondence pertains'despite the considerable

range of residual strain levels encompassed by these materials. It is

thus tempting to conclude that the absolute magnitude of the residual

strain has no explicit effect on the toughness, provided that the strain

level is in excess of that needed to induce effective crack deflection and

crack bowing. However, further study is needed before explicit residual

strain effects can be adequately discounted.

A divergence of the glass/alumina and ZnO/ZrO2 toughness trends occur

at volume concentrations in excess of ".0.2. The ZrO2 volume concentration

at the toughness divergence coincides with the concentration that renders

an appreciable increase in Ms (fig. 2). The latter was interpreted to be

indicative of significant interaction, or contact, between neighboring

ZrO2 particles, since volume concentrations at this level presage the

onset of appreciable particle contact in randomly dispersed second phase

mixtures.19 An interpretation of the divergence in terms of the relative

propensity for particle contact within the two material systems may thus

be plausible.t  In the ZnO/ZrO 2 system, the ZnO does not wet the ZrO2

tA ZrO volume concentration of 1,0.2 also coincides with the onset of a
dimini hing residual strain level within the particles, caused by particle
interaction effects. Hence, residual strain influences, associated with
the very large residual strains in the ZnO/ZrO2 system, could also be
involved in the toughness divergence.

K.I |1 .
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4.2 The Toughening Mechanism

The absence both of pre-existent microcracks (inferred from the

modulus and hardness measurements) and of stress induced microcracks

(suggested from observations of the crack tip, following a penetration

treatment), imply that microcrack related mechanisms of toughening are

unlikely in the present materials. The level of toughening exhibited by

the pure ZrO2 is thus considered to derive primarily from crack deflection/

crack bowing processes, as manifest in an increase in the deflection inten-

sity with increase in ZrO2 content (fig. 6).

A comparison of the toughness trends with those anticipated by the

available deflection and bowing models 4 (fig. 7) indicates that both the

ZnO/ZrO2 and A1203 /glass systems exhibit initial toughness increases (at

Vf < 0.2) intermediate between the crack deflection prediction (for

spherical particles) and the crack bowing prediction. It is probable,

therefore, that some combination of deflection and bowing provides the

observed toughening in both systems. Further analysis of crack interaction

toughening, based on the concurrence of deflection and bowing, should thus

prove fruitful.

The absence of a toughening contribution from the tetragonal ZrO 2

(evident from a comparison of Figs. 5a and 5b) merits some discussion.

A preliminary rationale recognizes that the relatively low Young's

modulus and thermal expansion coefficient pertinent to the ZnO/ZrO2 system

result in a small value of the product, EeT,that contributes to transforma-

tion toughening (eqn 1).t Hence, to obtain a significant level of

lEeT is N10 11 Pa for PSZ and Al 0 /ZrO , but only 3 x 1010 Pa for ZnO/ZrO2
(note that eT comprises the unconsirainid volume strain of the transforma-

4 tion minus the thermal mismatch strain).

&.__ _ _ _ _ _ _ _ _ _ _ _ _ _ _
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transformation toughening (AKT Z 0.2 MPavr), transformation zone widths

Z.2 Pm are required (eqn 1); larger than the zones observed in most PSZ20  u

materials. However, the absence of deflection toughening 2 4 , which

should obtain even with very small stress induced transformation zones

(provided that the transformation occurs ahead of the crack), is less

explicable. Further studies of crack tip transformation effects are

clearly needed to fully comprehend the negligable influence of the

tetragonal ZrO2.

4. CONCLUSION

The toughness of ZnO has been increased by -.3 (in the strain energy

release rate) through the incorporation of monoclinic ZrO2 . This toughening

has been achieved in the absence of microcracking and has been attributed

to crack deflection by the residual strain field of the monoclinic ZrO2.

The principal toughening develops at ZrO2 volume concentrations, Vf

up to -0.2 (further additions of ZrO2 exert a minimal influence on the

toughness). This behavior has been considered to result from a limitation

imposed by the intrinsic toughness of the monoclinic ZrO2, by virtue of

the increased mutual contact between ZrO2 particles at volume concentra-

tions Z 0.2.

I,|



A comparison of the toughness in ZnO/ZrO2 with data for the glass/

alumina system indicated a divergent trend at high particle volume concen-

trations, even though the toughening in both systems can most plausibly

be attributed to crack/particle interaction. The divergence has been

associated with the complete matrix wetting that obtains in the glass/

alumina system and the high relative toughness of the second phase.

to stronger contributions to the toughness from crack bowing effects, super-

imposed on crack deflection toughening.

El
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FIGURE CAPTIONS

Fig. 1 A plot of the monoclinic fraction in the partially stabilized

Zr02/ZnO composites.

Fig. 2 A plot of the martensite start, M. , temperature as a function

of ZrO2 volume concentration (for pure ZrO2 ), determined from

di 1 atometer studies.

Fig. 3. Transmission electron micrographs of twinned ZrO2 particles in

ZnO.

Fig. 4. Plots of the trends in Young's modulus and hardness with Zr02

volume concentration.

Fig. 5 (a) The critical stress intensity factor as a function of the

total ZrO2 content.

(b.) The relative critical strain energy release rate as a func-

tion of the monoclinic ZrO2 content.

Fig. 6 Secondary eldctron images of indentation cracks indicating

the change in crack deflection intensity with ZrO2 content:

(a) and (b) ZnO/0.06 ZrA1204 (the dark particles are the ZnAl204

phase, which apparently does not deflect the crack), (c) ZnO/

0.07 ZnA120 4/0.08 ZrO2 , (d) ZnO/0.07 ZnAl204/0.16 ZrO 2.

Fig. 7. A comparison of the toughening in ZnO/Zr02 with that for glass/

alumina. Also shown are the toughness levels predicted for the

crack deflection and crack bowing mechanisms.

itm
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ABSTRACT

* The fracture of mild steel in the cleavage range has been evaluated

using a weakest link statistical model, assuming the pre-existence of a

distribution of cracked grain boundary carbides. The model provides a

rationale for the critical fracture distance, viz. the distance from the

crack tip at which the probability of cleavage cracking exhibits a

maximum. The critical distance depends on the size distribution and

volume concentration of grain boundary carbides. The model also predicts

trends in KIC with material properties: flow strength, grain boundary

carbide size/volume concentration and grain size. The resultant temperature

dependence of KIC is shown to derive exclusively from the temperature

dependence of the flow stress (as in prior models); while the effects of

grain size are indirect and depend primarily on the concomitant changes in

carbide size and in flow strength.

A
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1. INTRODUCTION

The cleavage fracture of steel has been rationalized as a

phenomenon dictated by the brittle extension of cracked grain boundary

carbides into the ferrite matrix, within the elastic/plastic stress field

of a major crack.1 ,2 This premise is based on extensive work on notched

bend bars which indicates that the extension of cracked carbides into the

ferrite matrix dictates failure.2 Circumstances which permit the subsequent

stable growth of the cleavage crack can be conjectured (Appendix), but

will be neglected for present purposes. The cracked carbides that dictate

the failure of notched specimens are considered to be located near the

elastic/plastic interface, where the principal tensile stress is a maximum.1

The stress at this location, at the failure instability, defines an effective

cleavage strength, S . This cleavage strength is usually invariant with

temperatureI and decreases with increase in carbide size,
2 r (as, S - r-1 /2)

Application of cleavage concepts derived from notched beam tests to

the extension of sharp cracks, to determine KIC , has recognized that the

rapid gradient in stress near the crack tip must influence the cleavage

condition. Specifically, a realization that the peak tensile stress near

the tip, a > S (fig. l),has lead to the definition of a critical distance,

xc , at which the crack tip stress reaches the cleavage stress.1  However,

a consistent microstructural significance has not yet been attached to this

critical distance. It has subsequently been proposed that xc is dictated

by statistical strength considerations related to the grain boundary carbide

The original proposal I that x is some constant multiple of the 2-5
grain diameter is not fully consistent with subsequent observations.



S-17--

size and spacing distribution within the variable crack tip field.6'7  The

intent of the present paper is to develop a quantitative cleavage fracture

model based on concepts of crack growth from cracked carbide coupled with

weakest link statistics. The model provides a rationale for the existence

of a critical distance (related primarily to the grain boundary carbide size

and spacing distribution) and predicts trends in toughness with material

properties that conform with available measurements.

2. GENERAL CONSIDERATIONS

In general, cleavage fracture may involve one, or more, sub-critical

cracking event in a zone around the major crack. Plastic deformation firstly

initiates stable cracks in the grain boundary carbides. 4'8 This process is

a consequence of the development of stress concentrations in the carbides.

The stress concentrations can be induced either by discrete deformation (such

as slip band impingement),whereupon cracking is more prevalent in large

grained materials 8, or by homogeneous plastic straining of the ferrite. Carbide

cracking is succeeded by brittle crack extension across the neighboring ferrite

grain. The stability of this process is not well comprehended (Appendix).

Stable grain-sized cracks have been observed directly ahead of arrested cracksh

(and can be inferred from the presence of isolated cleavage facets in the

ductile-to-brittle transition range). However, (notwithstanding the experi-

mental difficulties associated with their detection) careful studies have

not revealed significant stable cleavage cracking,2 except in a very fine

grained steel, 9 and in a low carbon steel l . A failure criterion based upon

the extension of carbide cracks into the ferrite matrix thus appears to be

a plausible initial assumption.

I ___
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Substantial work by Knott and colleagues 2'5 has revealed that cracked

carbides propagate at a characteristic normal stress, or strength, level;

S = [Ey p/2(l-v 2 )r]I/ 2  (1)

where r is the radius of the cracked carbide, E is Young's modulus

and yp the effective cleavage energy of the ferrite. It has also been

proposed that emplacing a distribution of cracked carbides within the

elastic/plastic stress field of a major crack, and evaluating their

extension probabilities, would provide a basis for predicting trends in

KIC with temperature and microstructure.5 A formal analysis, based on

weakest link statistics,I' is presented herein: with emphasis upon

parametric prediction of the trends, with temperature and microstructure,

in both the characteristic distance, xc , and the toughness KIC. Require-

ments pertinent to the ductile/brittle transition are also addressed.

3. THE STATISTICAL MODEL

Weakest link statistics stipulates that a preexisting distribution

of cracks will result in an elemental survival probability,ll

1 - A = exp [-AVG(S)] (2)

where AV is the element of volume, AO is the failure probability of

the element (due to unstable extension of the weakest crack) and G(S)

is the number of cracks in unit volume of material with a strength < S

A versatile strength distribution, capable of describing the size or

strength characteristics of cracked carbides, has the form:

GS(S) 1 0 (S-s)o (3
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where Su iv the minimum strength (of the largest feasible carbide

particle in unit volume), So  is a scale parameter and m a shape

parameter characteristic of the carbide size distribution and V0  is

the total number of cracks in unit volume,

Vo a 4w < r >3/3f (4)

'r> is the average radius of the boundary carbides (related to

so and m) and f is the volume concentration of carbides located at

grain boundaries.

Emplacing the cracked carbides into the stress field of a crack permits

evaluation of a . Assuming that the normal stress y is the dominant

stress component in the cleavage process7 , the pertinent stress distribution

can be expressed as;
13 '14

20 N)9)1lN)(K )/Ifo(NoV (5)

where x is the distance from the crack tip, a0 is the yield stress,

N is the hardening exponent, f(N) - 2.5, I - 4.5, and K is the stress

intensity factor. An active volume element must now be defined, as the

volume element within which extension of a carbide crack permits coales-

cence with the major crack and hence, an increment in crack advance.

This volume is considered to be encompassed by the curve depicted in fig. 2,

t The maximum principal tension does not occur directly ahead of the crack. 13

The choice of a as the predominant cleavage stress can only be
approximate, thefore. Furthermore, the trajectory of cleavage cracks
activated by the principal tensile stress will not encourage coalescence
with the primary crack. This complexity requires further study.

tfN I/n, where n is the work hardening exponent.
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y = YO(x/xo)k (6)

where k is an exponent el. The rationale for this choice recognizes

that the activation of cracked carbides by the ayy stress results in

cleavage cracks nearly coplanar with the major crack. Hence, coalescence

of the resultant cleavage crack with the major crack is restricted to

carbides located within a narrow angular range out of the major crack tip.

This concept is consistent with the observation of stable cleavage cracks

ahead of an arrested major crack. 4 More complete volume element definition

would require consideration of the angular dependence of the maximum prin-

ciple tensile stress around the crack.

The volume element AV can now be defined as;

A= y x k Ax/X k (7)

where 9 is a characteristic sampling distance along the crack front (fig.

3). The distance z recognizes that it will generally be insufficient to

activate a single cracked carbide along the crack front. Instead, unstable

extension of the major crack will require that the cracking process occur

at intervals along the crack front (with spacing z). Equating ayy to

the carbide strength S now permits determination of the elemental failure

probability: close to the crack tip (ayy >> Su),

-/nfl-A] = (f r30  [ 0 l/(I+N (8)
4ir< r>3 /Go

+Subsequently, I will be regarded as some multiple of the grain diameter,
as dictated by cleavage crack stability considerations (Appendix).

o , i2



The elemental failure probability pertinent to crack growth thus exhibits

the form depicted in fig. 4, with a maximum occurring at a distance xc

from the crack tip. The distance xc represents the carbide location

most likely to induce unstable crack extension and hence, may be regarded as

a characteristic distance. Differentiation of eqn (8) to obtain the

maximum gives,

c = 2  . N l ~k ] N +l ( ) N + l f K )2
xC 92 S-(N+lT ,__ (9)

This relation exhibits the same material dependence as the characteristic

length defined by Ritchie et al., qualified by the parameter containing

m , N and k . It is important to recognize that the peak in 60 develops

ahead of the crack tip because the volume element containing cracked

carbides tends to zero at the tip.i

The total survival propability, 1 - s , of all volume elements is

the product of the survival probability of individual elements,11 and can

be obtained from eqn (8) as;

-'~y xn~ k (4 :: 0 )xdx (10)- n~-] 41T<r;,3xok/l f l+A- (Il+N) ]  (lO

0 l+Ax/(+)

where 2 ]l/(l+N)

This result still obtains for volume elements of cylindrical symmetry
and is not contingent upon the specific choice of k in eqn (7): provided
that k > 0.

unuunnnnn n! .- ' ' 'iid'- . I "r ' ! .JJ - "- ______--_ -
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Integration of eqn (10) gives;

3fzyo (N+l)r[(k+l)(N+l)]rm-(N+l )(k+l)]

4)<r>3A(k:l)(N+I) r(m)xk (1)

where r is the gamma function. This relation represents the cumulative

distribution of KIC values; the existence of such a distribution is a

necessary consequence of a statistical model. The dependence of KIC

on material properties can now be ascertained at specified probability

levels. At the median level (o = 1/2), eqn (11) becomes;

So(N+l)/2 <r>3/2(k+l)
KIC =B 1f)/2(k+l)ao(N-l)/2Z  (12)

where I- -2(k+l)
4ryo (N+l)r[(k+l)(N+l)]r[m-(k+l)(N+l)] 1
B 3(2/5)(k+l)(N+1)( 9/2)k r(m)[zn2]x0

The parametric dependence of KIC on material parameters given by eqn (12)

can be predicated on either <S> or <r> , by combining eqns (1) and (12);*

K <S>[ (N+l)(k+l )-6]/2 (k+l) (EyP) 3/2(k+l)(1a
KIc  ao(N-l )/2 (f0)i/2-(k+l )  1a

or
(N+1)/4

K (E.I.... (13b)
KIC 00 o(N-1)'/2 (fo)I/2(k+l)<r;(.N+l)(k+l )-6j/4!(k+l)

Note that <S> So when Su << S0

-..
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, Note that KIC decreases as a increases such that the temperature

dependence of KIC is identical to preceding models 1 . Otherwise, KIC

depends primarily on the volume concentration and size distribution of

grain boundary carbides. The grain size is only involved if the separation

distance, i , is some multiple of the grain size.

4. COMPARISON WITH EXPERIMENT

The predicted trends in KIC with material properties are compared

with available measurements in fig. 5a, b, by assuming: k = I (i.e. a wedge

shaped active element), t is a multiple of the grain diameter, d , and

m remains invariant with carbide size. The toughness trend then reduces

to;

KIC ' (N-2l)/2 (fd)/4 (14a)

0

(Ey p)(N+I) 4(m~l)A2<rN-)4fl/(1b

0

Using the highest value of KIC as the reference toughness, the Curry and

Knott5 data (fig. 5a) conform closely with the trends predicted by eqn (14a).

The dominant influences of yield strength and carbide 'strength' distribu-

tion, and the moderate role of grain size, are thus reinforced.

Strong effects of carbide size and volume concentration, at essentially

constant grain size, are clearly evident in the Rawal and Gurland 4 data (fig.

* 5). However, quantitative comparison with predicted trends (eqn 14b)

is impeded by a lack of information concerning the size, r , and volume

concentration, f , of the grain boundary carbides that purportedly dictate

_ .
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the distribution of strength, S . Nevertheless, it is interesting to note

that the trends in toughness with the size and concentration of the intra-

granular carbides (fig. 5b) are correctly ordered by eqn (14b).

5. THE DUCTILE-TO-BRITTLE TRANSITION

The temperature range for the transition from brittle to ductile frac-

ture can be approximately estimated by recognizing that ayy exhibits

a maximum (fig. 1), XaoM: with A in the range 2-4.l This maximum

occurs at a location x o from the crack tip

x (2/9)(52x)(l/(l+N)(K/ )2 (15)
0 0

When the location, xc  , of maximum failure probability reduces to xo

the failure probability (at given K) will decrease rapidly with further

reductions in xc  Hence, invoking the following approximate transition

criterion;

xc < x0  (16a)

gives a critical transition yield stress

COo < So [M-k(N+l)]/xk(N+l) (16b)

The temperature at which a first satisfies eqn (16b) causes

KIC to deviate above the prediction given by eqn (14b). It is directly

evident from eqn (16b) that either an increase in the work hardening rate

(decrease N) or decrease in grain boundary carbide size (increase in SO)

will permit the transition to occur at larger ao and hence, translate

the transition to lower temperatures. However, prediction of the magnitude

of KIC in the transition range requires more detailed statistical analysis.
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IFurthermore, the rapid increase in KIC with temperature, at the transi-

tion in some steels,15 suggests that blunting of the carbide cracks may

intervene and cause an abrupt change in the failure mode, to a plastic hole

growth mechanism.

6. DISCUSSION

The statistical description of cleavage fracture based on the pre-

existence of cracked grain boundary carbides is subject to a number of

restrictions. Firstly, the model requires that the cleavage cracks which

initiate from the carbides and coalesce with the primary crack must result

directly in fracture instability. The existence of stable crack advance

(Appendix) would modify the stress field (i.e. eqn (5) would not apply)

and alter the propensity for subsequent activation of the cracked carbides

by the crack tip field. The instability condition would then be more com-

plex than addressed by the present analysis. Careful experimental observa-

tions of the fracture instability are needed to examine conditions that

encourage stable crack advance.

Secondly, the pre-existence of the cracked carbides is contingent

upon a dislocation structure that permits the formation of narrow slip

bands and substantial stress concentrations ahead of slip bands terminating at

grain boundary carbides. Reduction of the stress concentration at the

slip band termination (achieved by reducing the grain size or increasing

the slip band width) could inhibit stable cracking of the grain boundary

carbides. Then, fracture would be dictated by the initiation of the

carbide cracks, rather than their propagation, and considerations of the

distribution of stress concentrations at slip band terminations would be

needed to predict the onset of fracture.
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Finally, it is noted that the deformation of the ferrite matrix within

the crack tip plastic zone may modify the sensitivity of the ferrite to

cleavage fracture (in the presence of the cracked carbides). Specifically,

the plastic strain may introduce dislocation sources that tend to blunt

the carbide crack, thereby converting the crack into a hole and inducing

limited plastic hole growth. The effective strength S of the cracked

carbides may then increase with plastic strain and hence, depend on the

distance of the carbide from the crack tip. Such behavior would be con-

sistent with the observation of a limited zone of ductile fracture adjacent

to the initial crack tip.4 Modification of the present model to account

cleavage strength.

7. CONCLUSIONS

A statistical model of cleavage fracture in mild steel, in the

presence of cracked grain boundary carbides, has been presented. The

model uses weakest link statistics and the crack tip singularity field

to predict the onset of the fracture instability. The model predicts

that the maximum elemental failure probability occurs ahead of the crack

tip, and provides a natural definition of the 'critical distance.' The

magnitude of the critical distance depends on the size distribution and

volume concentration of cracked grain boundary carbides and on the flow

stress.

The dependence of fracture toughness on material properties and
m

temperature is also predicted by the model. It is found that the temperature

dependence (consistent with prior studies1 ) resides exclusively in the

Ai
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* ltemperature dependence of the flow stress. The most important additional,

microstructural property is the size distribution of the cracked boundary

carbides. Only small effects of the carbide volume concentration and of

the grain size (aside from possible effects on yield) are predicted. Com-

parison with limited experimental data reveals trends consistent with the

model.

The stability of cleavage cracks in the ferrite grains is also dis-

cussed, with emphasis on restrictions inherent in weakest link statistical

models. Such stability effects may be particulary important at the brittle-

to-ductile transition condition.

JA
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APPENDIX

Some Considerations of Cleavage Crack Stability

1. Homogeneous Stress Fields

Studies of cleavage fracture in notched bend bars 2'5 have suggested

that the cleavage energy of the ferrite is " 14 Jm'2 : viz. a cleavage

resistance, KIa 3 MPayf . This compares with a macroscopic fracture

resistance, KIC 30 MPari. Consequently, as the cleavage crack expands

to encompass an increasing number of grains, the crack growth resistance,

KR , must increase by about an order of magnitude (fig. 6). In slowly

varying imposed stress fields,the crack driving force K also increases,

as a , cormencing at the initial value, KIO, needed to obtain growth

of the carbide-sized crack (fig. 6). Stability of the cleavage crack is

clearly dictated by the relative rates of increase of K and KR: insta-

bility occurring when dK/da > dKR/da. The crack growth resistance curve

is unknown, but the large total increase in KR with crack growth suggests

that stability may be encountered in certain situations. Hence, some simple

considerations pertinent to cleavage crack stability are presented to illus-

trate the essential trends.

Assuming a resistance curve (fig. 6),

KR = Kio (Aa < d)

(Al)

KR = (2KIC/ir)tan'l4[(Aa/d)-l] (Aa , d)

where is a dimensionless coefficient that dictates the rate of increase

of KR ,and noting that

K =(2/r) ca o +a (A2)
4

. A
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where a is the initial crack size (equivalent to the dimensions of the

grain boundary carbide), differentiation allows the instability condition

to be expressed as (Aa > d);

1 + 2(Aa/d 1)2 > (\O) (A3)
41 + aa 0  \K10 /d/

If the inequality is satisfied at 6a/d = 1, stable grain-sized cracks will

not be observed. For example, if the ratio of grain size to carbide size

is -l00 and KIc/Ko -. 102 '5, then the absence of stable grain-sized cracks

requires that 4 < 1/4, i.e. a relatively slowly increasing KR curve.

For the case Aa >> d, eqn (A3) permits a critical crack advance length,

Aac , to be derived as;

Aa 3/2 4(Kc/Ko)d A-7 (M)

For the same example used above (d/ao = 102 and KIc/K1o = 10),

Aao/d = (4;)2/3 . Hence, for a rapidly increasing KR curve ),

a o 3d, i.e., stable cracks encompassing about three grains are anticipated.

The magnitude of ; depends on the rate of development of the plastic

zone around the advancing grain-sized cleavage crack. Specifically, slip

homogeneity should affect , perhaps causing it to increase with increase

in temperature. The development of stable cleavage cracks within the ductile-

to-brittle transition range may be a consequence of such changes.

2. Crack Tip Fields

The initiation of cleavage cracks at carbide particles, located ahead

of a large crack (fig. 2), results in cleavage crack growth, toward the

crack tip, into regions of increasing tension (fig. 1). The driving force

.1 A
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for cleavage crack extension thus increases rapidly with &a; thereby,

discouraging the formation of isolated, grain-sized cracks. Coalescence

of the cleavage cracks with the primary crack is likely to occur, as

required by the present model. However, it is improbable that a single

cleavage crack will extend unstably along the entire crack front. Hence,

cleavage crack formation at several sites along the crack front constitutes

a probable fracture prerequisite (fig. 3).

It is important to recognize that coalescence of the cleavage crack

with the primary crack may not coincide with fracture instability, because

the distribution of plastic strains associated with the crack in its new

position may sufficiently modify the COD that unstable growth is prohibited:

Macroscopic R-curve effects extending over several grain dimensions may

obtain in some situations. Such behavior has been observed in a large

grained, high nitrogen containing steel. The failure condition must

then be congisant of the modified stress field that obtains in advance

of the crack (associated with the modified plastic zone, coupled with

unloading effects in the wake).

tThe difference in the shape of the moving and stationary crack that obtains ,

in the presence of crack tip plasticity persists in the small scale yielding
range. R-curve effects are thus quite plausible.



-131-

References

1. R. 0. Ritchie, J. F. Knott and J. R. Rice, J. Mech. Phys. Sol. 21 (1973)

395.

2. D. A. Curry and J. F. Knott, Metal Science 12 (1978) 511.

3. 0. M. Parks, Jnl. Eng. Mtls. Technology (1976) 30

4. S. P. Rawal and J. Gurland, Met. Trans. BA (1977), 691.

5. 0. A. Curry and J. F. Knott, Metal Science 10 '%1978) 1.

6. D. A. Curry and J. F. Knott, Metal Science 13 (1979) 341.

7. D. A. Curry, Metal Science 14 (1980) 319.

8. E. Smith, Physical Basis of Yield and Fracture, Inst. Phys/Phys. Sci.,

Oxford (1966) p. 36.

9. J. D. G. Groom and J. F. Knott, Metal Science 9 (1975) 390.

10. M. Holtzmann and J. Man, Jnl. Iron and Steel Institute, Oct (1971) p. 836.

11. J. R. Matthews, W. Shack, F. A. McClintock, Jnl. Amer. Ceram. Soc., 59

(1976) 304.

12. S. B. Batdorf and J. G. Cross, Jnl. Amer. Ceram. Soc.

13. J. W. Hutchinson, J. Mech. Phys. Solids 16 (1968) 13.

14. J. R. Rice and G. F. Rosengren, J. Mech. Phys. Solids 16 (1968) 1.

15. R. 0. Ritchie, W. L. Server and R. A. Wullaest, Met. Trans. lOA (1979)

1557.

16. R. 0. Ritchie, private communication.

A



-132-

Figure Captions

Figure 1. The stress field ahead of a crack with the carbide 'strength'

S superposed, indicating the critical distance ], x..

Figure 2. A schematic illustrating the active zone and the cleavage crack

coalescence process.

Figure 3. A schematic of the spacing 9 between cleavage cracks needed

to induce fracture instability.

Figure 4. A schematic of the elemental failure probability as a function

of distance from the crack tip, illustrating the existence of

a maximum at a distance, xc , from the tip.

Figure 5. a) A comparison of the model with the Curry and Knott 5 data

(N=5).

b) Trends in KIC 4 with the parameters suggested by eqn (14b),

assuming that the grain boundary carbide parameters, f and r,

are proportional to the equivalent parameters for the intra-

granular carbides.

Figure 6. A schematic of the KR curves for small, grain-sized, cleavage

cracks, with the K variation typical of uniform stress fields

superposed.

I
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SURFACE DAMAGE IN BRITTLE SOLIDS:

STUDIES OF THE DEVELOPMENT AND INFLUENCE

OF GRINDING FORCES

T. Uchiyama, 0. B. Marshall

and A. G. Evans

Department of Materials Science and Mineral Engineering
University of California
Berkeley, CA 94720

p1 ABSTRACT

Grinding forces have been measured on a range of brittle solids.

The forces vary with the depth of cut and are strongly dependent on

material properties. Dimensional analysis of the results reveals that

most data are correlated by a parameter, H(Kc/E) 5 2 d3/4 , where Kc is

the toughness, E is Young's modulus, H is the hardness, and d is

the depth of cut. This parameter is not predicted by available

material removal models. Preliminary strength of measurements have

also been obtained, and suggest the trend, af Kc/d .

I
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1. INTRODUCTION

The mechanical preparation of surfaces on brittle solids (by grinding,

sawing, machining, etc.) involves material removal processes induced by

the plastic penetration of hard particles (such as diamonds) into the

surface.1,'2 The penetration of particles results in plastic cutting and

chipping, dictated by the extent of penetration and the pertinent material

properties. The requisite particle penetration is achieved by the

application of forces to the mechanical system.2 These forces are the

principal source of surface crack damage (fig. 1). The surface cracks

are subject to a residual driving force, associated with the plastic

deformation zone, and grow stably to a critical size upon application of

.3,4
external loads.3'4  Consequently, the strength, af , in the presence of

machining damage, is dictated uniquely by the magnitude of the machining

force, P , and the pertinent material properties;3

Of- (K4 /P) 1/3(H/EO'/6 0

where Kc is the fracture toughness, H the hardness, and E is Young's

modulus. Control of the forces that develop during a mechanical surfacing

operation thus appears to be a prime factor in quality control (whenever

mechanical strength influences material performance). The intents of the

present paper are to describe measurements of the forces that develop

during the grinding of brittle materials and to present a preliminary

assessment of the influence of these forces on mechanical reliability.

Prior analysis of the grinding force dependence on material properties5

has been restricted to two extreme modes of material removal: plastic

cutting and chipping (by lateral cracks). The plastic cutting mechanism

,, ... ., . ..-
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aniticipates a grinding force dictated exclusively by the hardness,

P -. H; while the lateral crack chipping mechanism predicts a grinding

force that varies as, P H5/8(H/E)4/5  Grinding force data

generated in this study, on a wide range of brittle materials, will be

compared with the expectations of these simple models, and deficiencies

will be used as a basis for indentifying more complete descriptions of

effects of microstructure on the magnitude of the grinding forces. This

identification will be attempted using dimensional analysis techniques,

and facilitated by conducting ancillary measurements of surface profiles

and residual stresses, coupled with indentation and single point scribing

studies.

The strengths of selected materials will also be measured and the

results, in conjunction with strength data generated by Freiman et al.,
6

compared with the available models (eqn 1). Deficiencies will again be

addressed using dimensional analysis techniques.

2. EXPERIMENTAL

2.1 Materials and Properties

The materials tested have been selected to encompass as wide a range

as possible of the potentially important material variables, Kc , H and

E , as summarized in Table I. The magnitudes of H and Kc have been

deduced from overload Vickers hardness tests,3'7 as pertinent to surface

damage problems. The elastic modulus E has been evaluated from

measurements of the relative dimensions of Knoop indentations.
8
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2.2 Force Determinatiors

The force determinations were conducted using an automatic grinding

system, arranged to provide a specific depth of cut and feed rate for

each pass of the material beneath the grinding wheel. The depth of cut

could be varied in 1 lam steps between 1 and 20 um. The test specimen was

mounted on a pedestal attached to load transducers that permit in situ

determination of the normal and lateral forces induced by the passage of

the grinding wheel (fig. 2). An oscilloscope and ichart recorder

connected to the load cell output determine the load amplitude and duration.

The table and wheel speed were also monitored'in conjunction with the

force measurements. For the range of mate'rials and test conditions used

in the present sutdy the table and wheel speeds remained invariant at 0.02

ms-l and 3400 r.p.m. respectively.

Typical force records (as displayed on the chart recorder and oscillo-

scope) are depicted in figs. 3a, b. Systematic differences between the

up and down grinding forces were not discerned within the range of cut

depths used in the present study (1-7 vim). Subsequent results thus refer

with equal facility to either process. The grinding forces characteris-

tically increase during the initial sequence of passes, and then attain a

steady-state that depends on the miterial, the depth of cut and the feed

rate. This same steady-state is attained irrespective of the initial

condition of the surface. The behavior is exemplified by noting the force

variations that accompany abrupt changes in the depth of cut (fig. 4).

Specifically, the force levels that develop in response to the change in

grinding conditions tend to the same steady-state value whether approached
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from either larger or smaller initial force levels (associated with

deeper or shallower depths of cut, respectively). The steady-state force

is thus used as the pertinent grinding force measurement in subsequent

studies.

The force records exhibited on the oscilloscope (fig. 3b) reveal

that, during each pass, the force is intermittent and that the force is

exerted at intervals determined by the rotational frequency of the

grinding wheel.' Similar observations have been made during the grinding

of ferrites.1 Evidently, therefore, the machining action is confined to

a single, small region of the wheel surface. The chart recorder thus

yields a measure of the forces exerted at each contact, averaged over

the pass duration. This average force is related to the peak force at

contact (fig. 5) by a material independent proportionality constant.

However, this constant varies with wheel use: a variation that coincides

with changes in the force profile displayed on the oscilloscope. The

profile variation causes the average force to deviate with wheel use by

up to a factor of ', 2, for the same material and machining conditions.

These deviations must clearly be recognized when attempting to correlate

force measurements with material properties.

Studies of force variations between materials indicate that the

steady-state normal and lateral forces exhibit the same trends, over the

range of conditions used in the study. Preliminary subsequent signifi-

cance is attached to the normal force, which exhibits superior reproduci-

bility. The steady-state normal force was determined to increase mono-

tonically with the depth of cut, d (table II) such that the essential

'It is emphasized that the contact intermittence is not associated with
poor wheel alignment. The misalignment is s I pm and chatter modes have
been eliminated. Perturbations on tne wheel surface are the propable cause.
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essential trend, exemplified for Si and soda lime glass in fig. 6, is

described by P d.

The measured influence of material properties on the machining forces

is visualized, for preliminary presentation purposes, by employing a

plotting scheme predicated on the combination of material parameters

suggested by the simple plastic cutting and chipping models. The results

for a 2 .im depth of cut are summarized in figs. 7a and 7b. It is evident

that neither plotting scheme provides an effective correlation of the

data. In fact, the plots could be interpreted to suggest the existence

of two dominant material groups; one group exhibiti,;j substantially higher

grinding force levels at equivalent values of the material property

combination anticipated by the lateral fracture model. It is important

to recognize at this juncture that these grinding force characteristics

differ appreciably from the material trends in solid particle erosion,

wherin removal rates can be uniquely correlated by a material property

combination predicated from lateral crack models, (fig. 8).

2.3 Surface Profiles

The characteristics of the ground surfaces have been assessed using

a combination of scanning electron microscopy and surface profilometry.

The surface morphology ranges between two extremes. One extreme morphology,

characterized by Si3N4, consists of continuous linear plastic grooves

(fig. 9a) which afford identical surface profiles at all locations

along the machined surface (fig. 10). Additionally, the profile exhibits

identical features on succeeding passes, even after the removal of

appreciable quantities of material (fig. 10). The corresponding peak

amplitudes of the surface undulations are relatively small, typically

< 1 um, and independent of the depth of cut.

L
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The other morphological extreme, typified by sapphire, consists of

random features characteristic of brittle chipping processes (fig. 9b).

In such instances, the surface. profile varies along the machined surface

and the peak amplitudes of the surface roughness are relatively larger

(0 to 3 Pm) but, again, independent of the depth of cut.

Most materials displayed a hybrid of plastic grooving and brittle

chipping characteristics, as indicated by the trend depicted in fig. 11.

This trend suggests the possibility that materials with a preponderance

of plastic grooving might provide reasonable grinding force correlations

based upon plastic grooving mechanisms (P = H); while the force data for

the group of materials that exhibit primarily brittle chipping charac-

teristics might be correlated using lateral fracture models. However,

inspection of fig. 7b reveals that the high and low force material groups

cannot be distinguished on this basis, because both surface morphologies

exist within each group.

2.4 Single Point Scribing

Scribes have been emplaced onto polished surfaces of each test

material using diamonds subject to a constant normal force. In all

cases, plastic grooves formed at low force levels and cracking/chipping

developed at the perimeter of the plastic grooves at forces in excess

10of a material dependent threshold, as noted in prior studies. Threshold

forces for several materials are presented in Table III. The trends in

the threshold force are similar to those encountered for lateral cracking

at indentations. 11
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2.5 Residual Stresses

VThe detection of residual stresses in machined surfaces provides

unequivocal evidence of a remnant plastic zone beneath the surface. ihe

presence of residual stresses in materials that exhibit the extreme sur-

face morphologies, Si3 N4 and sapphire, was thus assessed, as a basis for

interpreting the role of plasticity on both the machining forces and the

resultant strength. Residual stresses can be conveniently detected by

continuously reducing the section thickness of a beam specimen containing

one polished and one machined surface and monitoring the deflection (fig.

12). The deflection measurements provide a measure of the residual force,

ORh (Appendix I) where h is the depth of the plastic zone. Such studies

indicate appreciable deflections, at small section thickness, for both

Si3N4 and sapphire, thereby establishing the presence of residual stress

in both materials. The magnitudes of oRh for 2 m depths of cut are

similar for both materials.

2.6 Strenath Measurements

Post machining strength behavior has been evaluated on two materials:

the hot pressed SiC and Si3N4 materials. The machining was conducted

transversely, on four point flexure specimens, in order to provide the

most sensitive measure of the influence of machining damage. The results

are presented in Table IV . A comparison of the measured stress ratio,

aSi3N4/gSiC = 1.09, with the ratio, 0.83, predicted from eqn (1),

with the local force P replaced by the average force <P>, indicates an

appreciable discrepancy.

S. -.
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3. DIMENSIONAL ANALYSIS

3.1 Grinding Forces

The poor correlation of the grinding force data with the simple

plastic cutting and chipping models indicates that the dominant mechanism

of material removal has not been adequately indentified. The elucidation

of the important mechanism is thus attempted using dimensional analysis

of the machining force data. Dimensionless groups of the important

material and cutting variables are thus assembled and used to correlate

the data. The most prominent variables P , Kc I H , E and d can be

assembled into the following dimensionless expression

P/Ed2 = A (K c/Efd) (E/H)' (2)

where a , B and A are the coefficients to be ascertained from the

experimental data.
It is immediately evident from the depth of cut exponent, P d3/4

that a = 5/2 and hence, that this group of dimensionless parameters

must exhibit the form,

A~1A ~1/4
(P4E6/Kc0/d 3 A(E/H)' (3)

cc
4 6 10 3

plot of the dimensionless force, P E /Kc d as a function of E/H

(fig. 13) reveals a moderate correlation of the data, based on the

given parameters, expressed by the best fit relation,

P Kc (Kc/E) 3 / 2 (H/E)d 31/ 4 (4)
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as plotted in fig. 14. The correlation expressed by eqn (4) is

appreciably better than the correlations provided by either the plastic

grooving (fig. 7a) or lateral cracking (fig. 7b) models and indicates,

with the obvious exception of hot pressed SiC, a singular dependence on

the specified material properties. However, the correlation is certainly

not of sufficient quality to conclude that all of the important material

properties have been identified. For example, it is noteworthy that the

materials with the lowest dimensionless forces, at a specified (E/H),

have distinctive thermal properties: viz, properties that render good

thermal shock resistance such as a low thermal expansion coefficient and/

or large thermal conductivity. Local heating effects may thus be involved

in the material removal process.

3.2 Strength

The relationship between strength and material properties has been

amply defined for indentation conditions 3 (eqn 1), but has yet to be

adequately modelled for the more complex crack/residual stress field

characteristics that prevail at a machined surface.4  It is again

expedient, therefore, to use dimensional analysis techniques to provide

the necessary insights. Prior studies of indentation dominated strengths

have established that the dimensions of the indentation induced cracks

do not explicitly enter strength expressions 3 (c.f. eqn 1), because the

residual field results in stable crack advance and a consequent critical

crack dimension that can be uniquely described in terms of material

o parameters (Kc, H, E) and the indentation load. With the premise that

similar residual stress dominated behavior prevails for machining induced

- -
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cracks, as elicited from recent experimental measurements of stable crack

extension prior to the failure of machined Si3N4 samples,4 the strength

should be described by the following dimensionless parameters,

af/E = B(K /PE3)Y(H/E)6 (5)

where B , y and A are the coefficients that require experimental

evaluation. Alternatively, by incorporating dimensionless expressions

for the machining force, the strength can be expressed as,

of/E = B1(Kc/Eva)Y'(H/E) '  (6)

where B' , y' and 6' constitute a new set of coefficients.

Evaluation of the coefficients in eqns (5) or (6) can be most

effectively achieved by appealing both to the present strength data
6

and to the data obtained on glass ceramic materials by Freiman et al.

(Table IV). Comparison of the glass ceramic data with eqn (16) reveals

that, since H/E is essentially invariant, y' 1, and hence,

of "- (Kc//d)(H/E)A' (7)

Additionally, since H/E is similar for both Si3N4 and SiC, and

comparable in magnitude to the value for the glass ceramics, eqn (7)

can be used to predict the strength ratio for the SiC and Si3N4. This

prediction, 1.11, is close to the measured ratio, 1.09.

The data are, of course, too sparse to permit general conclusions.

But, the important influences of the toughness and depth of cut implied

by the present data, through eqn (7), are amenable to direct experimental

evaluation. Such evaluations will form the basis of subsequent strength

at

. .. ...A
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studies. Additionally, it is noted that eqns (4) and (7) imply a

strength relation;

af - (K4/P) 2/3 E 2 H/E) 2/3+A'  (8)

It is of interest to compare this result with the indentation fracture

solution (eqn 1). Most notable are the stronger dependence of af on,

Kc /P,characteristic of the change from axisymmetric to linear plastic

zones4 ,12, and the appearance of an additional dependence on the elastic

modulus.

4. DISCUSSION

The moderate correlation of the grinding force data obtained using

* a unique expression (eqn 4) involving material properties and the depth

of cut, suggests that a single material removal mechanism dictates the

force magnitude. Credence in this suggestion is provided both by the

wide range of material properties and depths of cut encompassed by the

present data and by the general similarity in single point scribing and

indentation response of each material. However, it is also recognized

that the characteristics of the machined surfaces vary appreciably

(from domination by plastic grooving to brittle chipping) amongst the

materials studied: a result ostensibly inconsistent with the single

mechanism notion.

The strong influence of both the toughness and elastic modulus on

the grinding forces and the relatively minor role of the hardness indicate

a brittle fracture mechanism of material removal, motivated primarily by

the elastic stresses. The significance of the elastic stress influence
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requires qualification. All brittle fracture processes are governed by

the magnitude of the tensile elastic stress. However, the amplitudes of

the elastic stresses that motivate surface cracking (e.g. at indentations)

are usually dictated by the hardness11 , because the predominant tensile

stresses are residual in nature (a behavior characteristic of most elastic/

plastic situations). The hardness is thus a prominent parameter both in

indentation fracture7 and in solid particle erosion9 (the modulus only

enters through the influence on the size of the plastic zone, by virtue

of the ratio, (H/E)). The observations of plastic grooves on many machined

surfaces and the presence of substantial plasticity induced residual

stresses undoubtedly account for the proportional dependence on hardness.

However, the strong dependence on, Kc/E , cannot yet be explained.€ Addi-

tionally, it is recalled that certain thermal properties may also be

involved in the removal process. It is thus evident that much additional

study is needed to elucidate the precise material removal mechanism. In

this context, it is important to recognize that the presence of the

residually stressed layer demands that the material removal mechanism

Operate within spatial regime located toward the upper portion of the

plastic zone (a requirement inconsistent, for example, with the lateral

cracking mechanism).

Preliminary measurements of the strength of two materials after

machining are consistent with prior measurements on glass ceramics, which

indicated a failure strength directly proportional to the fracture

'The strong inverse dependence of P on E is not associated with compliance
effects (which are dominated by the modulus of the wheel), but may perhaps
be attributed to stress wave interactions with the damage in the plastic
layer.

I___
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toughness. Dimensional analysis reveals that this proportionality requires an

increase dependence of strength on the depth of cut, f d1 2 , and a

separate influence of E/H. Subsequent studies should evaluate the self-

consistency of these predictions. Finally, it is noted that the propor-

tionality, of = Kc , does not imply that the dimensions of the surface

cracks introduced by machining are independent of material properties.

Specifically, machining induced cracks can not be treated as simple

Griffith flaws, by virtue of the influence of the residual stress upon

the su-critical extension (stable growth) of the surface cracks, and

the strength does not relate explicitly to the initial crack size. In

fact, the dependence of af on the magnitude of the machining force

(eqn 8) suggests, by analogy with fracture from indentation flaws, that

the initial crack size does exhibit significant dependence on material
properties.

5. CONCLUSIONS

Grinding force measurements performed on a wide range of brittle

materials have examined the role of hardness, modulus, fracture toughness

and depth of cut. Correlations between these variables are not in good

accord with simple plastic grooving and lateral cracking models of

material removal. The best correlation involving these variables,

ascertained using dimensional analysis techniques, yields a dependence,

P ,\ H(K c/E)5/2 d3 /4. However, the correlation also suggests a
significant influence of additional material parameters (probably thermal

parameters such as the thermal conductivity and thermal expansion coeffi-

cient). The strong inverse dependence of the machining forces on the
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elastic modulus contrasts with its minimal influence on solid particle

erosion and indentation fracture. Material removal mechanisms involving

brittle chipping (crack growth dictated by K ) and plastic penetration ,
c

(residual stresses determined by H) are undoubtedly involved, but modified

perhaps by concurrent thermal and stress waves effects.

Preliminary strengths tests performed on machined specimens confirm

the strong influence of the fracture toughness on strength (when limited

by machining damage) and suggest an important influence of the depth of

cut.

U'
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Appendix I

Residual Force Determinations

Force equilibrium requires that the stresses in the residually

stressed beam (fig. 12) subject to pure bending, are given by;

ay =- R + (Et/2R 'l-2z/t) zsh

(Al)
= at + (Et/2R)(l-2z/t) hszst

where t is the beam thickness, h is the thickness of the residually

stressed layer, z is the distance from the top (machined) surface, and

R is the radius of curvature of the beam; while aR and at  are the

residual compression in the plastic zone and the residual tension in

the elastic zone if bending is prohibited, such that

aRh = at (t-h) (A2)

Taking moments about the plane, z=o, gives

h h

JORZdZ - (Et/2R)o (z-2z /t)dz
0 fo (A3)t~ h2

= otzdz + (Et/2R) (z-2z/t)dz.

h t
Solving eqn (A3) and substituting for a t  from eqn (A2), the residual

stress becomes;

GRh Et2/6R (A4)
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TABLE I

MATERIALS AND PROPERTIES

MATERIAL GRAIN SIZE K C(MPar) H(GPa) E(GPa)

As2S3 Glass 0.23 1.43 16

Soda-lime glass 0.7 5.5 70

Sil icon 0.7 9.0 170

ZnSe (CVD) 200 0.8(Polycrystal) 0.9 5

0.5(Single Grain)

ZnS (CVD) 50 1.0 1.9 103f nS (H.P.) 10 0.6 1.9 103

~JSapphire 1.5 22.0 420

MgO 300 1 1.5 (Single Grain)* 5.0 240

Porcelain 1.2 3.4 90

Al 203 (H.P.) 3 2.9 20.0 410

ci-SiC (Sintered) 4 2.4 27.0 420

SiC (H.P.) j 8 3.6 20.0 - 420

B4C (Sintered) 1 15 2.4 34.0 500
J 1

S1 3N4 (H.P.) 2 11 4.0 19 .0 300
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TABLE II

AVERAGE GRINDING FORCE DATA

MATERIAL FORCE (N)

7i um 6i pm. 5 -m 4 wm 3 um 2 um I Jim

ZnS (H.P.) 60 57 51 41 30 21 12

ZnS (CVD) 60 51 49 39 27

As S3  180 170 150 130 110 90 60

S.L. Glass 230 200 190 170 140 120 80

Porcelain 260 230 200 170 140 120 80

Si N4  800 600 400 240

Al20 3 (H.P.) 700 550 400 250

sic (S) 160 140 120 100 80 60 30

B4C 400 320 270 220 170 110 60

Sapphire 180 160 730 110 90 60 30

sic (H.P.) 300 280 230 170 120 100 60
~mg0 160 140 120 100 90 70 50

Si 60 60 50 40 40 30 20

50 Pm 40 um 30i Pm 20 iji 10 U'mt

ZnS 110 90 70 50 301

1:2L. i-'
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- TABLE III

Cracking Threshold Forces For Sliding Contacts

MATERIAL THRESHOLD (N4)

Soda Lime Glass 3

Si 0.04

Sapphire 0.5

ZnS (CVD) 5.0

Si 3N4 (H.P.) 30.0

I c-SiC (Sintered)5
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TABLE IV

RELATIVE STRENGTHS OF MACHINED SPECIMENS

MATERIAL K~ (MPav-m) STRENGTH (MPa)

Si N4  d=2lm 4.0 590 ± 30

SiC (d 2m 3.6 560±30

GLASS CERAMICS6

1 0.51 170 ±20

2 0.74 120 ±20

3 1.1 90± 17

41.5 50 10
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FIGURE CAPTIONS

Fig. 1 A schematic indicating the penetration of a diamond into the

surface of a brittle solid and the resultant formation of both

a plastic zone and lateral/median cracks.

Fig. 2 A schematic of the mechanical system used to determine the

machining forces.

Fig. 3 a) A typical force, time record on the chart recorder; each

indication is a single pass.

b) A typical force, time record on the oscilloscope; each

indication refers to a single wheel contact: several contacts

constitute a pass.

Fig. 4 Force variations accompanying abrupt changes in the depth of cut.

Fig. 5 Relation between the peak contact force and the average force

per pass for three different materials.

Fig. 6 The variation of the normal force with depth of cut for Si and

soda lime glass.

Fig. 7 a) The variation of the normal force with hardness (d =2 lIm).

b) The variation of the normal force with the lateral cracking

parameters (d = 2 vim).

Fig. 8 The correlation of eesion data with the predictions of

material removal by lateral cracking.9 1

Fig. g a) A scanning electron micrograph of a Si3N4 surface (d = 2um)

indicating the presence of plastic grooves,

Fig. 9b A scanning electron micrograph of a sapphire surface (d - 2 iim)

indicating brittle chipping characteristics.

i ___I______I______ ill__ _Ii_-__V
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Fig. 10 Profilometer traces on Si3N4 surfaces (d = 2 vm) for i) two

different positions on the same surface and ii) a newly machined

surface.

Fig. 11 The trend in surface characteristics amongst materials.

Fig. 12 The deflection of a thin Si3N4 beam subject to grinding on one

surface.

Fig. 13 A plot of the dimensionless grinding force with the modulus

to hardness ratio.

Fig. 14 A plot of the grinding force data with the parameter suggested

by the dimensionless analysis.

. ....
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THE NATURE OF MACHINING DAMAGE IN BRITTLE MATERIALS

D. B. Marshall and A. G. Evans

Department of Materials Science and Mineral Lngineering
University of California, Berkeley, CA 94720

and

B. T. Khuri Yakub, J. W. Tien, and G. S. Kino

Edward L. Ginzton Laboratory
Stanford University
Stanford, CA 94305

ABSTRACT

The micromechanics of failure emanating from machining-induced

cracks in brittle materials is investigated. In-situ monitoring of crack

response during breaking.tests (using acoustic wave scattering), strength

measurements, and post failure fractography all indicate that the crack

response is dominated by residual stresses. Two components of residual

stress have been identified, a crack wedging force due to the plastic

zone beneath the strength-controlling machining groove, and a compres-

sive surface layer due to adjacent grooves. The wedging force dominates

and causes stable equilibrium crack extension during a breaking test.

The implications of the results for non-destructive evaluation of surface

damage using acoustic wave scattering is discussed.

" 4. 4 ' ''
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1. INTRODUCTION

Surface finishing of ceramic components is typically achieved by

multipoint surface grinding. In this process the workpiece traverses

beneath, and contacts, the outer surface of a rotating grinding wheel.

Localized penetrations of the workpiece by hard, sharp particles

(usually diamonds), embedded in the wheel surface create a complex

combination of plastic flow (even in the most brittle materials) and

fracture (Hockey 1971; Evans et al. 1978; Hockey and Lawn 1975).

Material removal is effected mainly by chipping and intersection of

cracks from adjacent penetration sites, while cracks generated in an

orientation normal to the surface assume a strength-controlling role if

they are more severe than preexisting defects. An understanding of the

nature of machining damage is therefore an essential prerequisite for

evaluating the reliability of brittle materials as structural

components.

The existence of machining-induced cracks oriented normal to the

surface has been established in several studies. The most definitive

evidence comes from fractographic observations by Rice and Mecholsky

(1979) and Mecholsky et al. (1977), of failure origins associated with

machining damage. Other observational techniques include methods which

induce crack surface separations while suppressing crack extension

[e.g., nigh temperature creep (Rice and Mecholsky 1979), etching or

A ion-exchange treatments (Bowels 1979)] and thereby enhance crack visi-

bility on the specimen surface (or in cross section). Two populations

of strength-controlling cracks have been identified; one-set oriented

....k
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normal to the direction of motion of the grinding particles, and the

other, more severe, set parallel to the grinding direction.

Attempts have been made to correlate the observed flaw dimensions

with failure strengths, in accord with conventional Griffith concepts

(Rice and Necholsky 1979). However, on the basis of recent indentation

fracture studies (Marshall et al. 1979, Marshall and Lawn 1980),

substantial differences might be expected in the mechanics of failure

from ideal Griffith flaws and from cracks generated by sharp particle

contact during a machining process. The indentation studies have shown

that the difference in behavior of the two crack types results from the

influence of a residual stress field associated with elastic/plastic

contact damage. The residual field assumes a dominant role in the

evolution of indentation cracks, and in the subsequent response of the

cracks to an applied loading. Instead of failure occurring at a

critical applied stress, without precursor crack extension (as in the

case for Griffith cracks.) the instability of indentation flaws is

achieved after a region of stable, equilibrium growth. The failure

stress, which can be expressed in terms of residual stress parameters,

independent of initial crack length, is appreciably lower than the

strength associated with stress-free cracks of equivalent initial

dimensions.

The deformation and fracture generated by individual particle

contacts during machining are expected to resemble the damage asso-

ciated with sharp diamond indentations. The micromechanics of crack A

formation and propagation in machining damage might therefore be

expected to exhibit analogous residual stress dominated effects.

S -~-~-
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In support of this assertion, Kirchner and Isaacson (1982a,b) have

demonstrated that residual stresses reduce the strengths of ceramic

surfaces containing single-point machining damage. However, machining

damage differs morphologically from isolated indentation damage, with

regard to the configurations of the plastic deformation zone and

associated cracks, as well as the mu1 tiplicity of neighboring damage

sites. Consequentl,, the specific influences of the residual field on

fracture evolution from machining damage and from indentation damage

can be expected to show quantitative differences.

The intent of this study is to identify the factbrs that

determine the role of the residual stress in the micromechanics of

failure from machining damage, and thereby to establish a basis for the

analysis and prediction of strength. This is achieved by monitoring

the response of machining-induced cracks during breaking tests, using

the scattering of acoustic waves. (The use of optical methods is pre-

cluded by the extensive surface damage on a machined surface and the

lack of a priori knowledge of the precise failure origin). The results

of the acoustic measurements are used, in combination with fracto-

graphic observations, to indicate that the indentation model provides a

qualitative description of the response of machining induced cracks.

However, the detailed quantitative description requires the incorpora-

tion of specific geometrical and interaction effects.
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2. FRACTURE FROM INDENTATION CRACKS: AN ASSESSMENT

One of the main issues to be addressed in the present study is the

role played by residual contact stresses in failure from machining

cracks. The basic insight for elucidating that role has been provided

by the understanding of failure from relatively well-defined, isolated

cracks produced by indentation of brittle surfaces with standard

diamond indenters such as Vickers and Knoop (Marshall et al. 1979;

Marshall and Lawn 1980; Chantikul et al. 1981; Marshall 1982a,b).

In this section the mechanics of failure from indentation cracks is

reviewed.

Direct observations of crack evolution during indentation of

optically transparent materials have demonstrated that the final crack

configurations (Fig. 1) are achieved as the indenter is removed from

the surface (Marshall and Lawn 1979). Such observations unequivocally

establish that the driving force for crack growth is provided by a

residual field. The residual field, which arises because of the

elastic/plastic nature of the deformation beneath the indenter,

(Chiang et al. 1982), supplements the applied loading during a

subsequent breaking test. The existence of a post-indentation crack

opening force is readily demonstrated by observing the subcritical

extension of indentation cracks after indenter removal, in materials

that are susceptible to environmentally-assisted slow crack growth

(Anstis et al. 1981; Gupta and Jubb 1981).
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Determination of the stress intensity factor Kr due to the

residual field is central to any fracture mechanics analysis involving

indentation cracks. The residual field may be evaluated in terms of an

outward-acting pressure at the boundary of the plastic zone (Lawn

et al. 1980). For approximately axisymmetric indenters, such as the

Vickers pyramid, the plastic zone occupies an almost hemispherical

volume centered beneath the indentation (Fig. 1). If the crack dimen-

sion, c, is sufficiently large compared with the plastic zone radius,

b, the pressure may be treated as a point force located at the crack

center. Under this condition a straightforward solution for the stress

intensity factor for the radial crack has been derived (Marshall and

Lawn 1979b; Lawn et al. 1980);

K P/c , (2.1)

where P is the indenter load and Xr §(E/H)11/2 , with E and H the

elastic modulus and hardness of the material and § a dimensionless

constant dependent only on indenter geometry. The crack dimension,

Cop after indentation is obtained by equating Kr to the material

toughness, Kc, in Eq. (2.1);

= (XrP/Kc)21 (2.2)

The validity of Eq. (2.2) has been tested with Vickers indentation in a

wide range of ceramic materials (Anstis et al. 1981).

J6
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The mechanics of failure from radial cracks under the combined

influences of the risidual stress and a normal applied tension, oa,

has been analyzed in detail by Marshall and Lawn (1979a; 1980). The

crack response is described by an applied-stress/equilibrium-crack-size

function

C [K/ 2c)1 2 1 [-X rP/K cc3/2] , (2.3)

(where Q is a crack geometry parameter) which results from superimposing

the stress intensity factors due to the residual and applied fields

(Kr from Eq. (2.1) and Ka = Ga(lnc)1/ 2) and setting Kr + Ka - Kc

for equilibrium crack extension. The failure condition is defined by

th maximum in the aa(C) function,

cm  (4XrP/Kc )2/3 . 42/3 c0  (2.4)
42/3

cm [27/256 KP/-() 3/ 2 ] 1p 3 (2.5a)

= 3K /4(wfc I 1/2, (2.5b)
c m

and failure is preceded by stable equilibrium crack growth from co to

cm . This behavior contrasts with the response of ideal, stress free

cracks, where crack instability is achieved at a critical applied stress

level without precursor extension (Xr - 0, c - co in Eq. (2.3)).

In situ measurements of the surface traces of Vickers cracks during

failure testing have demonstrated the existence of stable crack exten-

sion according to Eq. (2.3) in a wide variety of ceramic materials

t%,
I. _ _ _ _ _ _ _ _ _ _
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(glass (Marshall et al. 1979), silicon (Lawn et al. 1981), glass

ceramics (Cook et al. 1982) and silicon nitride (Marshall 1982a)].

Extensive strength degradation measurements by Chantikul et al. (1981)

have confirmed the predicted dependence of strength on material

properties and contact load (Eq. (2.5.a)).

The indentation fracture analysis has also been extended to the

linear deformation/fracture configuration (Kirchner and Isaacson,

1982a,b). The modified analysis predicts a similar crack response

under applied load, although, the region of stable precursor crack

growth is more extensive (cm/co  4) than for axisymmetric penetra-

tion (Cm/Co W 2.5). The linear-damage analysis applies strictly to

cracks generated by the penetration of a wedge indenter. However the

observations, by Rice and Mecholsky (1979), of semi-elliptical (rather

than linear) cracks beneath scratches and machining grooves (see also
Section 4) suggest that the loading during machining may resemble more

closely the axisymmetric indeqtation. Such geometrical deviations from

linear geometry would be expected to reduce the ratio cm/co.

Another factor which may cause the response of machining cracks to

differ from that of the idealized indentation crack (linear or axi-

symmetric) is the interaction of residual stresses from grinding

grooves in the neighborhood of the strength-controlling damage. For

example, Cook et al. (1981) have recently demonstrated the existence of

interaction effects by measuring the strengths of glass ceramic flexure

bars with indentation cracks introduced into polished and machined

surfaces. At identical indentation loads, the machined surfaces

exhibited higher strengths than the polished surfaces. Cook et al.
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concluded that the machined surfaces contain a layer of residual compres-

sive stress. The competing influences of the compressive layer and the

localized tensile residual stresses associated with the sites of maximum

particle penetration will be addressed in the following sections.

3. CRACK OBSERVATIONS USING ACOUSTIC WAVE SCATTERING

The occurrence of stable crack extension prior to failure from

contact-induced flaws provides a convenient indication of the existence

of residual crack-opening stresses. For indentation cracks, optical

observation of radial surface traces, during load application, has

confirmed the expected crack response. However optical monitoring of

machining-induced flaws would appear to be precluded by the requirement

for measurement of crack depth rather than surface trace dimensions, and

by the lack of a priori knowledge of the precise failure origin.

Techniques of crack detection based on the scattering of acoustic waves

(Khuri-Yakub et al. 1980) are not restricted by these factors, and thus

provide a means of monitoring crack response and thereby determining the

influence of residual stresses.

3.1 Experimental Method

An acoustic scattering technique designed specifically for the

detection of surface cracks (Tien et al. 1982) is illustrated in Fig. 2;

transducer 1 excites surface (Raleigh) waves incident nearly normal to

the crack surface, and transducer 2 detects the backscattered waves.

The relative amplitude of the backscattered signal is related, via

scattering analysis, to the crack dimensions, and the time delay between

. . '. . . .
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generating and receiving the signal defines the crack position. In the

present experiments the incident wave comprised a pulse of four cycles

at 8 MHz (700 Pm wavelength) with a lateral width -2 mm. The reflected

signal was displayed on an oscilloscope, which was triggered by the

pulse generator. Using this technique, separate reflected signals were

obtained from the major grinding grooves (resolvable crack separation

-1 mm) and could be recorded photographically as a function of applied

loading.

Hot pressed silicon nitride' was used as a test material, both

because of its importance as a structural ceramic and because of the

absence of stress corrosion cracking at room temperature. Specimens

were in the form of bars (80 x 25 x 6.25 mm3) with the test surface

initially polished. Contact damage was introduced into the center of

the test surface, and the acoustic scattering was monitored during the

application of load in a three-point bending mode (Fig. 2). Several

types of contact damage (all oriented normal to the bending stress)

were investigated. First. the responses of 50N Knoop indentation cracks

in polished surfaces were monitored both acoustically and optically.

These tests provided basic information about the scattering process,

essential to the interpretation of the results of the subsequent experi-

ments. Then, configurations that successively approached the machining

damage condition were invesigated: a row of Knoop indentations (SON

load), a scratch generated by sliding a normally loaded (SN) Knoop

indenter across the test surface, and machined surfaces (240 grit,

8" diameter wheel, 3300 RPM1, 2 um depth of cut, 2 cm s- 1 horizontal

velocity, transverse machining direction). Finally the response of a

Norton, NC132.

L.IlE _
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50N Knoop indentation crack in a longitudinally machined test surface

provided additional insight into the effect of the compressive surface

layer.

3.2 Acoustic Scattering Results

Indentation Cracks

The acoustic scattering from surface cracks is sensitive to the

existence of residual crack opening. This sensitivity is demonstrated

by comparing the acoustic scattering from an indentation crack and an

initially stress-free crackt of similar dimensions (Fig. 3). Optical

observations confirmed that the stress-free crack did not extend prior

to failure. However the reflected acoustic signal [expressed, in Fig.

3a, in terms of a calculated crack radius, assuming an open, surface

half-penny crack (Kino 1978)) shows a reversible increase with applied

load. This increase can be interpreted in terms of a reversible opening

and closing of the crack surfaces under the applied loading (Tien et al.

1982). At zero applied stress, complete crack closure is prevented by

contacts at asperit over the crack surface. The areas between the

contacts scatter as small cracks but, since the scattered amplitude is

approximately proportional to c3, the total scattered amplitude is

considerably smaller than that of a fully open crack. Applied tension

relieves the contacts continuously until, at the failure point, the

crack faces are fully separated and the true crack radius is measured

(c.f. optical crack length measurement, Fig. 3a).

The stress-free crack was obtained by removing the plastic zone (and
therefore the residual stress) of an indentation crack by mechanical
polishing. Similar acoustic scattering results have also been obtained
from cracks which had the residual stress eliminated by annealing
(Tien et al. 1982).
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Acoustic scattering from indentation cracks (which are subject to

residual crack opening) does not show the reversible opening and closing

effects (Fig. 3b). However, an irreversible increase in acoustic signal

with applied tension, corresponding to genuine stable crack extension,

is detected. Despite some complication in modelling the crack geometry

for acoustic scattering analysis, a true measure of the crack dimen-

sion is obtained at all stages during the failure test; comparison of

acoustic measurements, optical measurements and fracture mechanics pre-

dictions (Eq. (2.3)) are shown in Fig. 3c. The irreversibility of the

acoustic scattering response with applied loading provides a definitive

indication of the presence of residual crack opening stresses.

The acoustic scattering from a 50N Knoop indentation introduced

into a machined surface is shown in Fig. 4. The irreversible increase

in scattering wit-: applied load indicates that a residual opening stress

exists. However, both the initial crack length and the extent of stable

crack growth during the failure test are smaller than the corresponding

values for a crack in a polished surface (Fig. 3b). Moreover the crack

in the machined surface exhibited a higher strength (290 MPa compared

with 240 MPa, see Figs. 3b and 4). These observations are consistent

with the postulate of Cook et al. (1981) that a compressive surface

layer exists in machined surfaces, albeit the local opening force exerted

on the crack by the immediate indentation deformation zone still exceeds

the closure force due to the compressive layer.

The crack does not penetrate the plastic zone. Therefore the crack
exhibits the geometry of a semi-annulus with inner radius dictated by
the plastic zone radius. Calculations based on a subsurface elliptical
crack have provided a good approximation (Tien et al. (1982).



AD-AI24 025 MICRO AN MACRO MECHANICS OF FRACTLSE IN CIAMICS(U) A/O
CALIFORNIA 1*4KV EIENSLIET DEPT OF MATESIALS SCIENCE AND
INGINERIT A . EVANS IT AL. 0 OCT 82

UNCLASSIFID N00014-810-6.0062 P/O 11/2 NL

ImihIIIIIIIIIIlI mlllllllllll
IIIIIIIIIIIIIl



flfl~~~ i- 1432.8 gJJJ2.5
-- u-

11111 111111-8
11111 .25 1111.4 111.

liii.- 11111- 111111.6_____

MI1CROCOPY RESOLUTION TEST CHART



-192-

Linear Damage Processes

The variation of acoustic scattering from a scratch in a polished

surface and from a machined surface are shown in Fig. 5. The irre-

versible increases in scattering amplitudes in both cases provide

measures of stable crack extension prior to failure, and thus afford

direct evidence for the existence of residual crack-opening stresses at

scratches and at machining induced cracks.

4. FRACTOGRAPHIC OBSERVATIONS

4.1 Indentation Cracks

Optical observation of the fracture surface in hot pressed

t
Si3 N4 , under carefully controlled conditions, enables identifica-

tion of the crack front at various stages of propagation. The fracture

surface of a 50N Knoop indentation crack on a polished surface is shown

in Fig. 6a. The reflectivity is high in the regions of crack formation

and post-failure extension, but low in the intermediate region of stable

crack growth during loading. Direct correspondence between these

regions and the various stages of crack extension has been established

empirically, by comparison with in-situ surface trace measurements.

The fracture surface markings are most clearly observable using a

stereo microscope with the fracture surface oriented at about 70" to
the optical axis and the illumination set for specular reflection.

The different reflectivities are due to different proportions of
transgranular/intergranular fracture (possibly associated with
different crack velocities).

I

- | -| I * | I
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The fracture surface from the specimen with the 50N Knoop

indentation on a machined surface is shown in Fig. 6b. The dimensions

of the crack measured along the specimen surface (co and cm) are

considerably smaller than the corresponding dimensions for the crack in

a polished surface (Fig. 6a), whereas the crack depths are almost

identical. These observations are consistent with the acoustic

scattering and strength results in Section 3.2.1, and indicate that the

compressive stress due to the surrounding machined surface is confined

to a shallow surface layer.

4.2 Linear Damage

The fracture surfaces for three linear damage processes are shown

in Fig. 7; in (a) a row of 50N Knoop indentations, in (b) the scratch

generated by a sliding Knoop indenter (specimen from Fig. 5a), and in

(c) a machined surface (specimen from Fig. 5b). The crack configura-

tions on all fracture surfaces are similar, as illustrated schematically

in Fig. 8. The initial cracks appear as a series of semicircular (or

semi elliptical) surface cracks beneath the scratch or grinding groove.

Under the influence of an applied tension some of the cracks coalesce

and extend stably to an elongated semi-elliptical surface crack

configuration at failure. The identification of a region of stable

crack growth is consistent with the acoustic scattering results of

Section 1.2.2.

p

a
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5. EVALUATION OF COMPRESSIVE LAYER

A series of strength measurements were performed in order to

clarify the influence of the residual compressive layer on the strength

properties of machined surfaces. The specific objectives were to pro-

vide a comparison of the influence of the compressive layer on axi-

symmetric and linear damage configurations, and to investigate

variations of the compressive stress with orientation relative to the

machining direction.

The strength tests were performed by four-point bending of

Si3N4 bars (40 x 5 x 3 =n3) which had been prepared with various

combinations of surface finish and strength controlling flaws. Each

prospective test surface was prepared by one of the following proce-
T

dures: polishing, longitudinal machining or transverse machining.

Then the strength controlling flaws were introduced either by a row of

Knoop indentations or by scratching with a 'noop indenter, both in the

transverse direction.

The results are summarized in Table 1. Also included are the

strengths of the single Knoop indentations in polished and machined

surfaces from Section 3. For each of the strength-controlling flaw

configurations, the specimens with machined test surfaces were stronger

than specimens with polished test surfaces. Thus it may be concluded

that all flaw configurations are influenced by the compressive layer.

Moreover, the compression is evident for flaws oriented both normal

'In order to avoid failure from the machining damage the grinding wheel
used here had a smaller abrasive particle size (400 grit) than the
wheel used to produce the machining damage'which was investigated in
the previous sections (240 grit).

t
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and parallel to the machining direction (although, for a given flaw

configuration, the transversely machined specimens were slightly

stronger than the longitudinally machined specimens). Comparison of the

strengths of single indentations and scratches suggests that, at a given

strength level, the magnitude of the strength increase due to the

compressive layer is the same for axisyrnmetric and linear flaw configu-

rations. However, the magnitude of the strength increase is sensitive

to the size of the strength controlling flaw (compare the strength

increases for rows of indentations and scratches). This last observa-

tion is consistent with the suggestion that the compression is confined

to a shallow surface layer.

6. DISCUSSION

6.1 Mechanics of Crack Formation and Growth

The observations of Sections 3-5 have demonstrated that the damage

due to machining of Si3 N4 involves a combination of deformation and

fracture. The strength-controlling flaws are evident as a series of

semi-elliptical cracks beneath the most severe grinding groove. This

observation is in accord with the observations of Mecholsky et al.

(1977) and is consistent with the notion that the strength controlling

damage results from a series of localized contacts from a single

particle on the grinding wheel. Un r the combined influences of an

applied load and residual stresses (associated with the deformation)

the cracks extend stably prior to failure. Crack extension begins at

preferred locations (presumably regions of high local residual stress),
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and is followed by coalescence and propagation of a single semi-

elliptical entity. Preferential extension from such locations is empha-

sized, because most of the stable crack advance occurs close to the

failure load (Fig. 5).

The competing influences of the localized tensile residual field

associated with the strength-controlling machining damage, and the

overall compressive influence of neighboring damage sites, can be

rationalized with reference to Fig. 9. An isolated grinding groove

(or indentation) is surrounded by a plastic zone which accommodates

the volume of the groove (Fig. 9a). The residual stress, which can be

evaluated in terms of an outward-acting pressure at the boundary of the

plastic zone (Lawn et al. 1980), creates compression adjacent to the

zone and tension on median planes beneath the zone. The cumulative

effect of many neighboring damage sites of similar depths, and with a

high degree of overlap in their residual fields, is the development of

a uniform thin layer of residual compression and an underlying residual

tension of relatively low magnitude. However, the strength-controlling

damage is expected to extend to a greater depth than the damage in

neighboring regions (Fig. 9b). In this circumstance, the upper portion

of the outward acting pressure (depth dc, Fig. 9) can be regarded as

being negated by the surrounding layer of residual compression, while

the opening force associated with the lower portion (depth dt-dc)

persists. Therefore the multiple damage sites in a machined surface

reduce the residual crack opening force associated with the strength

c
controlling groove (by a factor dc /dt).
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The response of machining-induced cracks (with the deformation/

fracture geometry of Figs. 8 and 9) to applied loading is not amenable to

straightforward fracture mechanics analysis. However, some useful

empirical relations can be gained from measured strength/crack-size

variations and from the observed extent of stable crack growth prior to

failure. Crack length measurements from the fracture surfaces of the

specimens tested in Sections 3 to 5 are summarized in Table 2. The

dimensions of the semi-elliptical cracks associated with the linear

damage configurations at the failure point were measured as indicated in

Fig. 8, with cm = cscd. The extent of stable crack growth is

approximately constant for all combinations of linear damage and prior

surface preparations, with

Cm/Co 5 (6.1)

This compares with cm/co = 2.5 for the isolated indentation damage

and cm/co = 4 predicted for the linear crack (wedge indenter)

configuration (Section 2). The relatively large value of cm/c o for

the machining damage derives from the substantial stable extension of the

crack parallel to the surface. However, a specific rationale for the

magnitude of cm/co has not yet emerged.

+The rationale for choosing cm - rcs;EZ originates from the
analysis of Bansal (1976) which demonstrated that the stress intensity
factor for uniform tension applied to a semi-elliptical surface crack
(with semi-major and semi-minor axes cs and cd respectively) and a
semi-circular surface crack of radius c Csrcd are approximately

£the same. Attempts to correlate the extent of stable crack growth and
the strength based on cd or cs individually were unsuccessful.

I!



-198-

The measured strengths are plotted as a function of cm in Fig. 10.

Most of the data conform to the relation
1/2 .6.22

a c = 3.9 ± 0.2 MPa.m2 (6.2)m

Equation (6.2) is of the same form as the Griffith strength equation, but

it involves the crack length at the point of failure, rather than the

initial crack length co .

6.2 Implications for Non-Destructive Evaluation

The acoustic wave scattering technique used in Section 3 was

developed primarily as a method for performing non-destructive evaluation

(Tien et al. 1982; Khuri-Yakub et al. 1980). Strength prediction from

ultrasonic measurements of surface cracks requires two steps. First, the

size of the largest crack, co , is evaluated from the analysis of

acoustic scattering measurements (made in the absence of applied

loading), and then co is related to the strength using fracture

mechanics. The experiments in Sections 3 to 5 provide essential

information for both steps.

The strength of a polished surface containing an isolated

indentation crack (of length co ) is related to the crack length at the

point of failure, cm , by Eq. (2.5b), while cm is related to co by

Eq. (2.4). Since the acoustic wave measurements provide a reliable

measure of co , Eqs. (2.4) and (2.5b) constitute a sound basis for

non-destructive strength prediction.

#*

It is noted that the similarity between Eqs. (6.1) and (6.2) and the
corresponding relations for indentation cracks (Eqs. 2.4 and 2.5b)
might be expected on the basis that the replacement of Kr in Eq.
(2.1) with any function of the form Kr - XrP/cn (n > 0) yields a
set of equations of the same form as (2.2) to (2.5) but with numerical
factors dependent upon n.

iA
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However strength prediction for a surface containing a stress-free

crack is tenuous. The apparent crack length measured acoustically, in

the absence of applied loading, is not related in a simple way to the

true crack length. Analysis of the crack separation process has been

performed by Budiansky (1982), but the relation between the true and

apparent crack lengths is sensitive to many material parameters (frac-

ture surface topography, grain size, thermal expansion anisotropy, elas-

tic modulus) and the crack size. Therefore, ultrasonic measurements of

stress-free cracks do not appear to provide a sound basis for strength

prediction. However, it is noted that, in the case of Si3 N4 , the

strength calculated by treating a stress-free crack as an indentation

crack, in both the scattering and fracture mechanics analyses, is

conservative (Tien et al. 1982).

Cracks associated with linear damage processes are subject to

residual opening stresses. The residual crack opening allows a true

measure of crack size to be obtained from acoustic measurements

(provided the initial crack geometry can be adequately modelled in the

scattering analysis). Therefore acoustic measurements in conjunction

with Eqs. (6.1) and (6.2) provide a basis for non-destructive prediction

of the strengths of machined and scratched surfaces of Si3N4 .

6.3 Damage Resistance

The competing influences of the strength-degrading dominant flaw

and the compressive surface damage layer in a machined surface present a

possibility to optimize the machining procedure for a given application.

Generally, the strength of a machined surface would be expected to

decrease with increasing severity of machining (large abrasive
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particles, high machining forces), but the depth of the compressive

layer would be expected to increase. The compressive layer provides

resistance to in-service strength degradation from mechanical contact

events, as exemplified by the data in Table 1. Therefore, for struc-

tural applications in mechanically hostile environments, optimum per-

formance could be provided by the most severe machining procedure (i.e.,

maximum resistance to in-service mechanical damage) that maintains the

strength of the machining damage above some minimum requirement.

Finally it is noted that the experiments in this study were

restricted to one test material and only to the more severe of the two

sets of cracks that have been identified in machining damage (Rice and

Mecholsky 1979). On the basis of indentation studies, which have iden-

tified the existence of residual contact stresses in a wide range of

brittle materials, the concepts developed in this paper would be expec-

ted to be widely applicable. However a tendency toward chipping in

certain materials could cause a reduction in the residual fields. I

Kirchner and Isaacson (1982a) have identified the influence of residual

crack opening stresses in strength measurements from single point

machining damage in Si3N4 and A1203 , but not in glass and SiC.

Further studies, utilizing sensitive methods for detection of residual

stresses in other materials are needed. The influence of residual

stresses on the second set of cracks, oriented normal to the machining

direction, is not clear. The compressive layer must influence such

cracks, but the existence of a residual crack opening force will depend

on the degree of isclation of individual particle contacts along the

grinding groove.

- - -- - . i i | .- - - II
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TABLE 1, STRENGTHS OF SURFACE-DAAGED Si3N 4.

Polishing Longitudinal Transverse
Machining Machining

Single Indentation 240 5 MPa 290
(50N Knoop)

Row of Indentations 310 ± 14 464 ± 40 523 ± 10
(10N Knoop)

Scratch 247 ± 19 312 ± 11 330 ± 10
(N Knoop)

lo
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TABLE 2. EXTENT OF STABLE CRACK GROWTH DURING FAILURE, Cm/Co.

~Surface

Pepar ation

Controlling Polishing Longitudinal Transverse
Daae. , Machining Machining

Single Indentation 2.4 ± 0.1 2.1
(50N Knoop)

Row of Indentations 5.2 ± 0.8

(ION Knoop)

Scratch 5.5 ± 0.6 4.4 ± 0.2 4.3 ± 0.5
(5N Knoop)

Machining Damage 5.0 ± 0.2

iI
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FIGURE CAPTIONS

I. (a) Vickers indentation in ZnS.

(b) Schematic cross section of indentation, showing deformation

zone and fractures.

2. The acoustic scattering and mechanical loading configurations used

for monitoring crack growth during failure testing: Ao 
= ampli-

tude of wave excited by transducer 1, A1 = amplitude of scattered

wave received by transducer 2, F = applied bending force.

3. Variation of acoustic scattering, from indentation cracks in

polished surfaces of Si3N4 , during tensile loading.

(a) Stress-free crack. Note reversible increase in acoustic

scattering (expressed as crack length calculated for an open

half-penny surface crack) with applied tension.

(b) Knoop indentation crack (50N load). Note irreversible

increase in acoustic scattering. f
(c) Knoop indentation crack (50N load): comparison of acoustic

measurements, in-situ optical measurements, and fracture

mechanics prediction of the variation of crack length with

applied tension.

4. Variation of acoustic scattering with applied tension for Knoop

indentation (50N load) in a machined surface of Si3 N4.

5. Variation of acoustic scattering with applied tension:

(a) for a scratch in a polished surface of Si3N4 (5N normal

load on Knoop indenter)

(b) for the strength-controlling flaw in a machined surface of

Si3 N4 •
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6. Fracture surfaces in Si3N 4 (width of field 830 Urn):

(a) Knoop indentation (50N load) in a polished surface

(specimen tested in Fig. 3b).

(b) Knoop indentation (50N load) in a machined surface

(specimen tested in Fig. 4).

7. Fracture surfaces resulting from linear damage configurations in

Si3N4:

(a) Row of Knoop indentations (50N load) on polished surface.

Width of field 2.8 mm.

(b) Scratch (SN normal load on Knoop indenter) on polished surface

(specimea tested in Fig. 5a). Width of field 1.1 mm.

(c) Machining damage (specimen tested in Fig. 5b). Width of field

0.97 mm.

8. Schematic representation of the crack configurations generated by

linear damage processes (row of indentations, scratching, or

machining) and the crack front at failure. J
9. Residual stresses in contact damage:

(a) Isolated grinding groove (or indentation): residual pressure

p at the boundary of the plastic zone creates compression

adjacent to the zone and tension on median planes beneath the

zone.

(b) Machined surface: compressive layer due to overlap of

neighboring residual fields negates the upper portion of the

outward acting pressure from the strength controlling (i.e.,

deepest) groove, thus reducing the residual crack opening

force Pr"

_A
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10. Plot of measured strengths of Si3 N4 as a function of the crack

dimensions at failure (measured by post-failure fractography), for

a variety of damage configurations and prior surface preparations

(P = polished, L longitudinally machined, T transversely

machined).

I
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CONTROLLED FLAWS IN CEraMICS:
A COMPARISON OF KNOOP AND VICKERS INDENTATION

D. B. Marshall

Department of Materials Science and Mineral Engineering

University of California, Berkeley, CA 94720

ABSTRACT

Application of indentation fracture analysis to Knoop and Vickers

indentation is examined, with particular emphasis on determining the

limitations of the point force representation for the residual stress

field. Deviation from the point force approximation is insignificant

for crack-size/plastic-zone-size ratios > 1.3. The Vickers deformation/

fracture configuration in brittle materials invariably conforms to this

requirement, whereas the Knoop configuration does not (except at very

high indentation loads). However, stable crack growth during a failure

test extends the crack sufficiently that the strength degradation

for both types of indentation is well described by the point force

approximation.

0
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I. INTRODUCTION

Indentation fracture is now established as an important technique

for studying the mechanical properties of ceramics. In its most basic

application, controlled indentation provides a means of introducing cracks of

predetermined size and shape into ceramic surfaces, thereby allowing some of

the uncertainty associated with flaw statistics to be eliminated in fracture

testing. 1-4 More important applications stem from recent analysis of

elastic/plastic indentation fracture, 5-8 which has enabled the development

of models for mechanical surface damage 9 ,10 (strength degradation, erosion,

and wear) and provided a basis for the use of controlled indentation for

measurement of material properties (toughness,11-13 hardness, fatigue

parameters14 - 18 ) and surface stress states.
19

The indentation analysis is based on the observation that a residual

stress, which results from mismatch between the plastic zone beneath the

indentation and the surrounding elastic matrix, dominates both the

evolution of the cracks during contact and the response of the cracks to

an applied tension during a subsequent breaking test. 5 Incorporation

of the residual stress into the fracture mechanics analysis has led to

prediction of some previously unexpected effects in several areas of

study: in inert strength testing stable crack extension precedes

failure; 5 in fatigue testing the apparent crack velocity parameters are

modified; 14- 17 and in fractographic mirror analysis, the mirror-to-flaw

size ratio is influenced by the residual stress.
20
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Experimental verification of the analysis has been obtained by

Vickers indentation on ceramic materials representing a wide variation

of material properties. The Vickers geometry is convenient for crack

size measurements because well-defined radial cracks intersect the

surface well beyond the central deformation zone (Fig. la). Moreover,

the deformation/fracture geometry appears to conform to the main simpli-

fying assumption of the analysis, namely that the plastic deformation

beneath the indentation be sufficiently localized that the residual

stress can be treated as a point force located at the center of the

crack. However, for certain applications of controlled flaws, the

existence of two intersecting radial cracks in the Vickers configuration

presents a complication, and the elongated Knoop indenter (which

generates a single semicircular radial crack) would appear to be more

suitable. Application of Knoop indentation is currently limited by the

unknown influence of the elongated indenter geometry on the fracture

analysis; the plastic zone extends over most, or all, of the surface

trace of the radial crack, and may present a departure from point

loading of the residual field. The purpose of the present paper is to

investigate the influence of such departures from point loading on the

fracture analysis.

In this paper the term radial crack is used to refer to the half-penny
cracks which develop on planes parallel to the indentation axis.
These cracks are sometimes referred to as "median/radial" or "median"
cracks.

''The Vickers cracks are better described as quarter pennies rather

than half pennies, and this introduces some uncertainty into the
geometrical factor in the stress intensity factor solutions. Also in
certain applications such as investigation of mixed-mode fracture,)

and analysis of scattering of acoustic waves from cracks for non-
destructive evaluation, 2 1 the second crack in the Vickers configura-
tion interferes directly with the desired measurement.

,7-o
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II. FRACTURE MECHANICS

In situ observations of radial crack evolution during Vickers

indentation in transparent materials have shown that the final crack

configuration is achieved as the indenter is removed from the

surface,5 ,7 thus establishing that the driving force for crack growth

is provided by a residual stress field. Moreover, the residual stress

remains after the indenter is removed, and supplements the applied

loading during a subsequent breaking test. The existence of a

post-indentation crack opening force is readily demonstrated. For

example, continued subcritical extension of indentation cracks occurs

after indenter removal in materials that are susceptible to

environmentally assisted slow crack growth.
!1 18

(1) Residual Stress Intensity Factor and Indentation Crack Length

Determination of the stress intensity factor Kr due to the

residual field is central to any fracture mechanics analysis involving

indentation cracks. The residual field may be evaluated in terms of an

outward-acting pressure at the boundary of the plastic zone. 7 For

approximately axisymmetric indenters, such as the Vickers pyramid, the

plastic zone occupies an almost hemispherical volume centered beneath

the indentation (Fig. la). If the crack dimension, c, is sufficiently

large compared with the plastic zone radius, b, the pressure may be

treated as a point force located at the crack center. Under this

condition a straightforward solution for the stress intensity factor for

the radial crack has been derived;
5 ,7

_ a
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K = P/c3/2 (1)r Xr'( )

where P is the indenter load and Xr = §(E/H) I/ 2 , with E and H the

elastic modulus and hardness of the material and § a dimensionless

constant dependent only on indenter geometry.

The crack dimension, co , after indentation is obtained by

equating Kr to the material toughness, Kc, in Eq. (1);

2/3
co = rPc (2)

The validity of Eq. (2) has been tested with Vickers indentation in a

wide range of ceramic materials. I 1 Minor systematic deviations from

the predicted dependence on material properties exist, but the predicted U
load/crack-length relation (co- p2/3 ) is always closely followed

for a given material, even to such apparently small ratios of crack size

to indention size as co/a - 2. Therefore, the point load approxima-

tion appears to be an appropriate choice for the axisymmetric case.

However, for the Knoop configuration, (Fig. Ib) the elongated plastic

zone extends over most of the surface trace of the crack, and it is not

immediately apparent that the same approximation should apply.

(2) Response of Cracks to Applied Tension

The mechanics of failure from radial cracks under the combined

influences of the residual stress and a normal applied tension, ca,

has been analyzed in detail. 6'9 , 10 , 12 The crack response is described

by an applied-stress/equilibrium-crack-size function

C K c/,rrc) I / 21 ri-X rP/Kc 3c3/21 (3)
Ca ' Ca
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(where Q is a crack geometry parameter) which results from superimposing

the stress intensity factors Kr (from Eq. (1)) and Ka =

Ca( T5c)1/2 , and setting Kr + Ka = Kc for equilibrium crack

extension. The failure condition is defined by the maximum in the

aa(C) function

c = (4 X rP/Kc) 2 /3  42/3 c 0 (4a)r cc ,(4a

4 3/211/3 -/3 (4b)
0m  [ 27/256 K /X r P = 3K /4 (7qc ) i/(4b)

and failure is preceded by stable equilibrium crack growth from co to

cm. This behavior contrasts with the response of ideal, stress free

cracks, where crack instability is achieved at a critical applied stress

level without precursor extension (Xr = 0 in Eq. (3)). In situ

observations of Vickers cracks during failure testing have demonstrated

the existence of stable crack extension according to Eq. (3) in a wide

variety of ceramic materials (glass,6 silicon, 22 glass ceramics17 and

silicon nitride21 ), and extensive strength degradation measurements

have confirmed the predicted dependence of strength on material proper-

ties and contact load 12 (Eq. (4b)), also for Vickers indentation.

For the purpose of comparing crack growth data from indenters of

differing geometries it is convenient to normalize the crack length and

stress parameters in Eq. (3). With C - c/cm and Sa = Oa/Om , Eq. (3)

becomes Sa  - (4/3) C-1 /2[1-1/4C 3/21 . (5)

Then all of the contact details (geometry and load) are incorporated

into the normalizing factors, and the responses of cracks generated by

differing indenters and loads are described by a single S(C) curve.
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III. EXPERIMENTAL OBSERVATIONS

Hot-pressed Si3N4
t was used as a test material for most experi-

ments, both because of its potential importance as a structural ceramic

and because of the absence of stress corrosion cracking at room tempera-

ture. However soda-lime glass was chosen for some preliminary observa-

tions of crack evolution, because of its transparency. The effects of

subcritical crack extension in the glass were minimized by use of a

relatively moisture-free oil environment.

(1) Preliminary Observations

Radial crack evolution in glass was observed by using an indenta-

tion device which allowed in situ microscopic viewing of the crack

system through a polished face normal to the indented surface. The

cracks invariably propagated to their final configuration upon unload-

ing, thus confirming that crack evolution for both indenter configura-

tions is dictated by the residual field. At loads above a threshold,

P*, cracks initiated during loading, as subsurface penny-shaped

entities, and extended to the surface upon unloading. At peak loads

below P*, but higher than a second threshold P+, crack initiation

occurred during unloading, with further propagation to the final

configuration as unloading continued. Both thresholds for Knoop

indentation (P* = 100-400 N, P+ 20-40 N) were significantly higher

than for Vickers indentation (P* 50-150 N, P+ - 5-15 N). Therefore,

it may be concluded that crack initiation is generally more suppressed in

Knoop than in Vickers indentation.

Norton, NC132. See ref. 11 for mechanical properties.
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(2) Crack Dinensions

The surface trace dimensions of radial cracks, generated by Knoop

and Vickers indentation in Si3 N4 , are plotted as P/c3/ 2 versus

indenter load in Fig. 2. The data for Vickers indentation fall along a

horizontal line as predicted by Eq. (2). The Knoop indentation data

also conform to Eq. (2) at high loads (or, c/a > 1.3), but at low loads

(or low c/a) the crack length is larger than predicted by Eq. (2).

(3) Strength Degradation

The strength degradation data, plotted in Fig. 3, were obtained by

indenting polished' bars (40 x 4 x 3 mm) of Si3N 4 (in the center of

the largest face, with one crack oriented normal to the longest edge) and

measuring the strength in four-ooint bending. Within the scatter of

measurements, the data for both indenters conform to the prediction of

Ec. (4b) over the load range tested. It is noted that, although only a

small number of measurements are shown here for Vickers indentation, the

strength/load relation of Eq. (4b) has been verified over a wider range of

Vickers indentation loads in Si3N 4 during an earlier study. 12

(4) Response of Radial Cracks to Aoplied Tension

Two techniques were used to observe the responses of Vickers and Knoop

indentation cracks in Si3N4 to an applied tension. The first involved

direct, in situ observation of the radial crack surface trace during

A. 23
'Recently, Cook et al. have demonstrated that the strengths of indented

ceramic surfaces can be sensitive to surface finish; a compressive
residual stress is associated with the surface damage layer of a machined

surface. All surfaces tested in this study were polished with I wm
diamond until most visible signs of machining damage were removed.
Tvpical surfaces are shown in Fig. 4.
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strength testing. The second involved placing regularly-spaced indenta-

tions along the longitudinal center-line of the tensile surface of a

flexure specimen, such that failure occurred from an indentation within

Lhe central span. The remaining indentations then experienced an applied

tension proportional to their distance from the outer loading points and

extended stably, without failure. The second method was experimentally

more straightforward, but less effective at generating data very close to

the failure point (even though several indentations which were included

within the central span should have been stressed close to failure).

The responses of Vickers and Knoop indentation cracks are compared in

Fig. 4. After increasing the applied loading to 0.9 a, a 30% increase

in the crack length is evident for both indentations (Fig. 4a-b and d-e).

The full extent of crack extension up to failure can be seen on the

fracture surfaces in Fig. 4 c and f. In both cases the observed ratio

cm/co approacht the predicted value cm/co 
= 2.5. Crack length measure-

ments as a function of applied tension are plotted in terms of normalized

coordinates in Fig. 5. The data for Vickers and Knoop indentations, at

two indentation loads, are indistinguishable, and agree reasonably well

with the predicted crack extension (solid curve). .herefore, the assumed

point loading of the residual field appears to ,.ide a good description

of crack propagation under an applied loading for both indenter geometries.

Carefully controlled optical illumination conditions are required to make
the fracture surface markings in Fig. 4c and f visible. The markings are
most clearly observable using a stereomicroscope, with the fracture
surface oriented at about 70@ to the optical axis and the illumination set

for specular reflection. The reason for the different reflectivities of
the various regions of crack growth is not known, but the regions have
been positively identified by direct comparison with surface trace
measurements.
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7V. DISCUSSION

The crack length measurements in Fig. 2 indicate that deviation from

the point force representation of the residual field in the fracture

mechanics analysis is significant only for c/a ratios less than abou

1-3. The results in Fig. 2 can be compared with an upper-bound estimate

of the deviation, obtained from the stress intensity factor for a half-

penny crack subjected to a uniform residual pressure, or, acting normal

to the crack plane over a semicircular area of radius b. For Knoop

indentation we take b=a, a configuration that would give exaggerated

departure from point loading (Fig. Ib), and for Vickers indentation

b = 1.2a. The stress intensity factor is given by
24

Ku  = 2a (c/7)1/2 {l-fl-(b/c) 21 1/2 1  (6)r r J Y

whereas the corresponding point force solution is obtained by allowing

the same total force, Pr = orrb2/2, to be concentrated at the

center of the crack,

Kp  2P /(rc) 3/2 b2 h/2 c3/2
=b/ o c (7)
r r

The relative deviation from point loading, defined by the ratio

Ku/Kr = 2(c/b) fi-[1-(b/c) 2 ]I/2I , (8)

Direct measurement of the plastic zone size in Si3N4 is not avail
able. The value b/a = 1.2 was calculated for Si3N4 in Ref. 25.
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is plotted as the full curve in Fig. 6, with the horizontal broken line

representing the point force solution. The experimental data in Fig. 6

were obtained by converting the crack length measurements from Fig. 2 to

stress intensity factors. As expected, Eq. (8) represents an over-

estimate of the deviation from point loading.

The data and calculation plotted in Fig. 6 are consistent with the

observation that Vickers indentation cracks in ceramic materials are

usually well described by Eq. (2);11 the lowest values of c/b for these

materials, even at loads approaching the initiation threshold, are about

1.5 - 2.0, well above the range where deviation from the point force

approximation is significant. However, an apparent, minor deviation from

the load/crack-length relation of Eq. (2) has been noted in several

studies, 13 ,26 where indentation data for many materials were plotted

together on a universal curve. The plot of Fig. 6 reaffirms a previous

claim 27 that these deviations are due to an undetermined material

dependence in the parameter Xr' rather than to any systematic variation

with the c/a ratio.

1he relative levels of residual crack driving force for Knoop and

Vickers indentation (as characterized by the parameter Xr) can be

inferred from Figs. 2 and 3. From Eq. (2), in conjunction with values of

P/c 3 /2 calibrated from the crack length data in Fig. 2 (horizontal

curves) we obtain (Xr) v/(Xr)k = 0.71 ± 0.04, where the subscripts

v and k refer to Vickers and Knoop. Similarly, the strength data of

Fig. 3 in conjunction with Eq. (4b) give (xr)v/(Xr)k = 0.7 ± 0.2.

The relative levels of residual stress evaluated from the strength and
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crack length measurements are thus in mutual agreement. Moreover, they

both agree well with the result of an approximate calculation,

(Xr)v/(Xr)k = 0.72, which takes into account both the relative

volumes of Knoop and Vickers indentations (at given load) and the

different shapes of the plastic zones (Appendix A).

rI

I
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V. CONCLUSIONS

The indentation fracture analysis based on a point force representa-

tion for the residual stress field, provides an adequate description of

cracking by Knoop indentation provided the ratio c/a is larger than about

1-3. Cracks satisfying that condition result from indentation loads

above about 100 N in Si3N4 , but in general the range of validity will

vary with the material properties E, H and Kc. Therefore, the Vickers

indentation, which satisfies the condition more generally, is better

suited than the Knoop for toughness determinations using crack length

measurements in conjunction with Eq. (2).11 Similar restriction of the

range of useable indentation loads does not appear in the failure !
analysis; stable crack extension from co to cm during a breaking test

increases the c/a ratio sufficiently that, at failure, the point loading

analysis appears to hold for all Knoop indentation loads above the crack-

ing threshold. In this regard it is worth noting that even in fatigue

studies (e.g., lifetime evaluation), the time to failure is determined by

crack propagation at c - cm (in contrast to the case for ideal stress-

free flaws where the region c co dominates). Therefore in strength

testing of ceramics, under both inert and fatigue cont": ons, the Knoop

indentation should serve as well as the Vickers as a source of controlled

flaws, with the advantage for certain applications that only one crack is

generated.

• • m
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Appendix: Relative Values of Xr for Knoop and Vickers Indenters

The following analysis is based on the procedure used by Lawn, Evans

and Marshall 7 to evaluate the residual stress intensity factor. The

Knoop and Vickers indenters are related in two steps; in the first the

Knoop is related to an "equivalent" square-based pyramidal indenter which

displaces the same volume as the Knoop at given load, and in the second

step the "equivalent" indenter is related to the Vickers indenter.

The residual stress parameter Xr is given by7

Xr - E(6V/V) A/P , (Al)

where A is the cross-sectional area of the plastic zone, P is the

indenter load, 6V is the indentation volume, and V is the plastic zone

volume. Chiang et al. 2 5 have shown that V is related uniquely to 6V,

independent of indenter geometry. Therefore the plastic zone volumes of

the Knoop indenter and the equivalent indenter are equal. However, the

cross-sectional areas of their plastic zones differ. Using subscripts v,

k and e to refer to Vickers, Knoop and equivalent indenters, the relative

values of Xr become

(xr)e/(x)k = A /A k  (A2)

Assuming that the plastic zone of the Knoop indentation is one half

of a prolate spheroid, with major and minor axes by and bx related

to the indentation dimensions ay and ax (Fig. Al) by bx/by a

a./ay, geometrical evaluation of the cross-sectional areas gives the

result

A
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(xr)e /(xr (tan e /tan 6 ) = 0.52 W)

where 29X = 1300 and 26y 172.50 are the angles between opposite

edges of the Knoop indenter. The analysis of Lawn, Evans and Marshall
7

provides the relation between the residual stress parameters of the

Vickers and equivalent indenters,

(rv/(x ) r C~ (A4)
rv re= [cot *v/cot g*e. 2 3 (4

where 2,'v = 1480 and 2te = 1600 are the angles between opposite edges

of the indenters, the angle Pe being related to ex and 9y by

straightforward geometrical considerations

2

tan 2 = tan 6 tan 9 (A-5)e x v

Combining Eqs. A3, A4, and A5 yields the relative values of Xr for

Vickers and Knoop indentation;

(Xr)v/(Xr)k (cot sv/cot 9x )2/3 = 0.72 .(A6)

7I



-238-

REFERENCES

1. B. R. Lawn and T. R. Wilshaw, "Indentation Fracture: Principles and

Applications," J. Mater. Sci., 10, [6] 1049-1081 (1975).

2. J. J. Petrovic, L. A. Jacobson, P. K. Talty, and A. K. Vasudevan,

"Controlled Surface Flaws in Hot Pressed Si3N4 ," J. Am. Ceram.

Soc., 58 [3-4] 113-116 (1975).

3. J. J. Petrovic, and M. G. Mendiratta, "Mixed Mode Fracture from

Controlled Surface Flaws in Hot Pressed Si3N 4 ," J. Am. Ceram.

Soc., 59 [3-4] 163-167 (1976).

4. T. P. Dabbs, D. B. Marshall and B. R. Lawn, "Flaw Generation by

Indentation in Glass Fibers," J. Am. Ceram. Soc., 63 [3-4] 224-225

(1980).

5. D. B. Marshall and B. R. Lawn, "Residual Stress Effects in Sharp

Contact Cracking: I," J. Mater. Sci., 14 [8] 2001-2012 (1979).

6. D. B. Marshall, B. R. Lawn, and P. Chantikul, "Residual Stress

Effects in Sharp-Contact Cracking: II," J. Mater. Sci., [9]

2225-2235 (1979).

7. B ..- Lawn, A. G. Evans, and D. B. Marshall, "Elastic/Plastic

Indentation Damage in Ceramics: The Median/Radial Crack System,"

J. Am. Ceram. Soc., 63 [9-10) 574-581 (1980).

8. B. R. Lawn, A. G. Evans, and D. B. Marshall, "Elastic/Plastic

Indentation Damage in Ceramics; The Lateral Crack System," submitted

to J. Amer. Ceram. Soc.

9. D. B. Marshall, in Progress in Nitrogen Ceramics, edited by F. L.

Riley, Sijthoff and Noordhoff, in press.

4..



-239-

10. B. R. Lawn, in Fracture Mechanics of Ceramics, Vol. 5. Edited by

R. C. Bradt, D. P. H. Hasselman and F. F. Lange, Plenum, New York,

in press.

11. G. R. Anstis, P. Chantikul, B. R. Lawn, and D. B. Marshall, "A

Critical Evaluation of Indentation Techniques for Measuring Fracture

Toughness: I, Direct Crack Measurements," J. Amer. Ceram. Soc., 64

[9] 533-538 (1981).

12. P. Chantikul, G. R. Anstis, B. R. Lawn, and D. B. Marshall, "A

Critical Evaluation of Indentation Techniques for Measuring Fracture

Toughness: II, Strength Method," J. Aner. Ceram. Soc., 64 [91

539-43 (1981).

13. A. G. Evans and E. A. Charles, "Fracture Toughness Determinations by

Indentation," J. Amer. Ceram. Soc., 59 [7-8] 371-72 (1976).

14. D. B. Marshall and B. R. Lawn, "Flaw Characteristics in Dynamic

Fatigue: The Influence of Residual Contact Stresses," J. Amer.

Ceram. Soc., 63 [9-10] 532-36 (1980).

15. P. Chantikul, B. R. Lawn, and D. B. Marshall, "ticromechanics of

Flaw Growth in Static Fatigue: Influence of Residual Contact

Stresses," J. Am. Ceram. Soc., 64 [6] 322-25 (1981).

16. B. R. Lawn, D. B. Marshall, G. R. Anstis, and T. P. Dabbs, "Fatigue

Analysis of Brittle Materials Using Indentation Flaws: I. General

Theory," submitted to J. Mat. Sci.

17. R. F. Cook, B. R. Lawn, and G. R. Anstis, "Fatigue Analysis of

Brittle Materials Using Indentation Flaws: II. Case Study on a Glass

Ceramic. Submitted to J. Mat. Sci.



-240-

18. P. K. Gupta and N. J. Jubb, "Post-Indentation Slow Growth of Radial

Cracks in Glasses," J. Am. Ceram. Soc., 64 (8] C112-114 (1981).

19. D. B. Marshall and B. R. Lawn, "An Indentation Technique for

Measuring Stresses in Tempered Glass Surfaces," J. Am. Ceram. Soc.,

60 (1-2] 86-87 (1977).

20. D. B. Marshall, B. R. Lawn, and J. J. Mecholsky, "Effect of Residual

Contact Stresses on Mirror/Flaw-Size Relations," J. Am. Ceram. Soc.,

63 [5-61 358-60 (1980).

21. J. J. W. Tien, B. T. Khuri-Yakub, G. S. Kino, D. B. Marshall, and

A. G. Evans, "Surface Acoustic Wave Measurements of Surface Cracks

in Ceramics," J. Non-Destructive Testing, in press.

22. B. R. Lawn, D. B. Marshall, and P. Chantikul, "Mechanics of

Strength-Degrading Contact Flaws in Silicon," J. Mat. Sci.,

16 [7] 1769-75 (1981).

23. R. F. Cook, B. R. Lawn, T. P. Dabbs and P. Chantikul, "Effect of

machining damage on the strength of a glass ceramic," J. Amer.

Ceram. Soc., 64 [9] C121-122 (1981).

24. G. C. Sih, "Handbook of Stress Intensity Factors," Lehigh University

Press, Lehigh, 1973.

25. S. S. Chiang, D. B. Marshall and A. G. Evans, "The Response of

Solids to Elastic/Plastic Indentation: I. Stresses and Residual

Stresses," J. Appl. Phys., in press.

A
i i, I I -t

m mm *1



-241-

26. D. G. Bhat, Comnent on "Elastic/Plastic Indentation Damage in

Ceramics: The Median/Radial Crack System," J. Amer. Ceram. Soc. 64

[11] C165-166 (1981).

27. D. B. Marshall and A. G. Evans, "Reply to 'Comment on

Elastic/Plastic Indentation Damage in Ceramics: The Median Radial

Crack System'," J. Am. Ceram. Soc., in press.

I



-242-

FIGURE CAPTIONS

Fig. 1. Surface (top) and cross-section (bottom) schematics of (a)

Vickers and (b) Knoop indentations. Circled points within the

plastic zone represent residua' stresses acting normal to the

crack plane which lies in the plane of the page. The lateral

crack system is not shown.

Fig. 2. Load/crack-length data for Vickers and Knoop indentation in

Si3N4. Data points and error bars are mean and standard

deviations of at least 8 measurements. Horizontal lines are

representations of Eq. (2).

Fig. 3. Strength degradation data for Vickers and Knoop indentation in

Si3N4. Horizontal lines are representations of Eq. (4b).

Fig. 4. Optical micrographs illustrating stable radial crack extension

during breaking test; HP Si3N4 bars indented with Vickers

(a-c) or Knoop (d-f) indenters and stressed in bending. (a) and

(d) surface views at the beginning of the breaking test, (b) and

(e) at aa/cm = 0.9, (c) and (f) fracture surfaces after

failure. Indenter load: 50 N for (a), (b), (d-f); 200 N for

(c).

Fig. 5. Surface trace measurements of radial crack extension during

breaking test; RP Si3 N4 bars indented with Vickers or Knoop

indenters and broken in bending.

I I I I I I I
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Fig. 6. Plot of an upper bound estimate of the relative deviation of the

residual stress intensity factor from the point force represen-

tation. KU is the stress intensity factor corresponding to a

uniform distribution of the residual stress normal to the crack

plane over the plastic zone; K is the corresponding stress

intensity factor for the same total force concentrated at a

point at the center of the crack. Data from crack length

measurements of Fig. 2.

Fig. Al. indentation and plastic zone dimensions for Knoop indentation,

(a) surface view, (b) cross-section view. I
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Using Knoop Indentation Measurements

D. B. Marshall, Tatsuo Nomat and A. G. Evans
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ABSTRACT

A simple indentation technique for measuring the hardness-to-modulus

ratio of elastic/plastic materials has been developed. The method is

based on measurement of the elastic recovery of the in-surface dimensions

of a Knoop indentation, and allows ready evaluation of the hardness-to-

modulus ratio to an accuracy better than 10%.

On leave from Materials Dept., Tokyo Institute of Technology, Tokyo,
Japan.
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The development of a simple method for measuring the hardness-to-modulus

ratio, H/E , on small specimens, has been motivated by the need to determine

H/E as a prerequisite for toughness evaluation using indentation methods. 1'2

Recently Lawn and Howes 3 developed a novel technique for measuring E and

H , based on their demonstration that the extent of elastic recovery in the

depth of Vickers indentations is related directly to E/H. One restriction of the

technique, however, is that measurements must be made in the absence of

cracking, a condition which enforces the careful measurement of low-load

indentations using scanning electron microscope techniques. In this note,

a related, but more convenient, method is described. The method is insensi- I
tive to the incidence of cracking and can, therefore, utilize higher load

indentations and optical microscopy.

The method is based on the measurement of elastic recovery of the in-

surface dimensions of Knoop indentations (Fig. 1). In the fully loaded

state, the ratio of the diagonal dimensions, a and b , of the Knoop contact

area is defined by the indenter geometry, a/b = 7.11. However, upon unloading,

elastic recovery reduces the length of the shorter indentation diagonal (as

well as the indentation depth), whereas the longer diagonal remains relatively

unaffected. The extent of recovery is dependent on the hardness-to-modulus

ratio; recovery is largest in highly elastic materials (high H/E) and zero

in rigid/plastic materials (low H/E). Therefore the distortion of the

residual impression, characterized by the ratio of its dimensions, b'/a',

provides a measure of H/E

Measurements of residual Knoop impression dimensions, in a series of

materials covering a wide range of H/E (Table 1), are summarized in Fig. 2.
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The data were obtained from optical microscopy of indentations generated

by loads in the range 10-lOON. Additional measurements were made using

a wider range of loads (2-700N) in one material, Si3N4 . In all cases the

ratio b'/a' was independent of the indenter load. Moreover, b'/a' was

insensitive to the incidence of cracking (the cracking threshold "ell

within the indentation load range for the tests performed on Si3N4 and

soda-lime glass). The error bars in Fig. 2 represent the measurement

error, dictated by the resolution of the optical microscope.±

Justification for the assertion that b'/a' relates to the hardness-

to-modulus ratio can be obtained from calculation of the elastic recovery

of a related, but simplified, indentation geometry. t  Consider a two-

dimensional elliptical indentation, produced by a pressure p , with major

and minor axes a and b in the same ratio as the Knoop indentation

diagonals. The volume of the indentation is accommodated by plastic

deformation in a localized zone around the indentation and by elastic dis-

placements of the surrounding material. The elastic strains partly relax

upon unloading. The unloading may be simulated by applying a pressure,

equal in magnitude and opposite in sign to the indentation pressure, at

the surface of the loaded indentation. The resulting displacements

determine the unloaded indentation shape. The displacements can be

obtained from superposition of solutions for an elliptical hole subject

to uniaxial stress; 4

Scanning electron microscopy was also utilized for measurement of lower
load indentations in Si N However, because of limited definition of the
edge of the contact, thi elative measurement error was si'milar to that
experienced with the higher load optical measurements.
ttA more detailed model was suggested by Lawn and Howes I for relating the
Oepth recovery of Vickers indentations to E/H. However their approach
cannot be applied to in-surface dimensions.
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b - b'= a a p/E ( a)

a - al = a b p/E (lb)

where a : 3/2 for the two-dimensional hole. Setting PwH, and noting

both that H/E < 0.1 (see Table 1) and that b/a _ 1/7 for the Knoop

geometry, Eq. lb gives a' a (i.e. the recovery of the longer diagonal

is negligible). Equation la then reduces to

b'/a': b'/a = b/a - alH/E (2)

The solid curve in Fig. 2 is a representation of Eq. 2, obtained by

imposing the nessary intercept, b/a = 1/7.11, and using a gradient (a :

0.45) adjusted to fit the data. The value of a determined from Fig. 2

is lower than that predicted by the elliptical hole model (0.45 c.f. 3/2),

presumably because of the smaller extent of recovery in the more constrained

three-dimensional indentation. $
The use of Fig. 2 to evaluate H/E from measurements of Knoop

indentation dimensions, coupled with toughness and hardness measurements

from Vickers indentation, 1 ,2 allows the important mechanical properties, E

H , and KC , to be determined from only two indentations (one Knoop and one

Vickers), with attendant minimal material size requirements. The uncertainty

in the calculated H/E can be estimated from the measurement errors indicated

in Fig. 2 and the scatter of data from the fitted line. The relative error

is smallest for materials with high values of H/E . For H/E 0.03, a

range which covers most brittle materials, the error is less than 10%.
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Table I

Hardness and Modulus of Materials Tested

Material H(GPa) E(GPa)

Soda-lime glass 5.5 70

Glass Ceramic 1  8.4 108

Si3N4 (hot pressed)
2  18.5 300

AI203 (hot pressed)
3  20.1 406

Zr02 (partially stabilized)
4  10.0 210

MgF 2 (hot 7.3 170

2 htpressed'

Steel (hardened)6  8.2 200

ZnS (hot pressed)7  1.9 98

ZnO (hot pressed)8  2.0 120

1Pyroceram, Corning

2 NC132, Norton

3AD999, Coors

4CSIRO, Australia

51rtran, Kodak

6Leitz, test block

71rtran, Kodak

8From H. Ruf

-- _ . , i i lh
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Figure Captions

Fig. 1. Residual Knoop indentation impressions; (a) in ZnS (low H/E),

20N load, width of field = 526 im. (b) in Soda-lime glass (high

H/E), 25 N load, width of field = 357 pm.

Fig. 2. Variation of residual Knoop impression dimensions with hardness-

to-modulus ratio. Indenter load 10-lOON.

I
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Fig. 1
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ABSTRACT

Recent studies of delayed failure of glasses and ceramics containing

indentation flaws as failure origins are reviewed. Indentation provides

cracks with well defined geometry and driving forces, and predetermined

size within the size range of naturally occurring flaws. Direct observation

of indentation flaws during failure testing has confirmed that delayed

fai'jre is caused by environmentally assisted subcritical crack extension.

A distinctive feature of indentation flaws is the presence of the residual

stresses that created the crack and which continue to influence the

mechanics of failure. With the stress intensity factor modified to

incorporate the residual component, the fracture mechanics analysis based

on growth laws observed for large-scale cracks completely accounts for

the observed fatigue responses of surfaces containing indentation cracks,

abrasion damage and machining damage. The analysis resolves some apparent

discrepancies between previous crack growth predictions and observed

delayed failure, and suggests methods for calibrating the fatigue

parameters required for reliability prediction.

- >*j ~~~~~~~-Wt4A .t -- -*~~* ~ *
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1. INTRODUCTION

Many ceramics are susceptible to time-dependent failure under applied

loading at room temperature. This so-called "fatigue" behavior has been

attributed to chemically assisted flaw growth, and has been observed in a

number of materials and environments, most notably the oxide material/water

system. Silicate glasses are particularly susceptible to fatigue and have

received extensive study.

The conventional fracture mechanics approach for fatigue analysis is

based on the underlying assumption that fatigue failure occurs by sub-

critical extension of a single dominant microscopic flaw to an instability

configuration. Provided the rate of crack extension is defined by a I
unique function of the crack driving force, the analysis of strength

characteristics under fatigue conditions follows from two basic starting

equations; one equation represents the crack velocity function

v = dc/dt = v(K) , where c is a characteristic crack dimension, t

is time, and K is the-stress intensity factor, and the other equation

represents the crack driving force K = K(a,c) where a characterizes

the applied loading (which may be time-dependent). Combination of these

two equations yields a differential equation in crack length and time

which can be solved for arbitrary service conditions once the parameters

of the two equations are known. Then, incorporation of a fracture

criterion (K=K c , where Kc is the toughness) allows failure times to be

predicted.

The crack velocity function v(K) has been the subject of extensive

study, using large-scale cracks in well controlled specimen configurations

such as the double cantilever or double torsion beams. 1 4 The use of
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these measurements as a basis for lifetime prediction has been successful

in predicting the general form of fatigue curves (e.g. lifetime versus

applied stress).5-7 However some apparent discrepancies between predicted

and observed slopes of fatigue curves,8 "I0 absolute magnitudes of life-

times, and certain aging effects have arisen. These have led to the

suggestion that the fatigue responses of microscopic strength-controlling

flaws and macroscopic cracks differ. Indeed, some workers have constructed

detailed fatigue theories based on the premise that the fatigue mechanism

involves the sharpening of initially rounded crack tips rather than

crack lengthening.
11

In the fracture mechanics analysis that suggested these discrepancies- j
it was assumed that the response of flaws to mechanical loading is des-

cribed by the stress intensity factor K c I/2, appropriate to ideal

Griffith flaws. However more recent studies 12 -15 have shown that this

represents a special case of a more general flaw configuration where the

forces initially responsible for creating the flaw persist and augment

any ensuing crack driving force. A convenient controlled flaw system

for quantifying residual stress effects of this kind is provided by

indentation-induced cracks; as well as providing a crack system with well

defined geometry and driving forces, the indentation cracks can be observed

throughout a test sequence, thus providing a means of directly confirming

predicted crack responses.

The purpose of this paper is to review some recent studies of fatigue

using indentation cracks with sizes extending into the size range of

natural flaws. When proper account is taken of all of the driving forces

that influence the growth of cracks the observed fatigue behavior of

I

I
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abraded and machined surfaces of glasses and ceramics is fully described

in terms of macroscopic crack growth laws. Moreover, a convenient scheme

for calibrating the kinetic parameters required lifetime prediction emerges

from the modified fatigue analysis.

2. PREDICTION OF FATIGUE LIFETIMES

In this section the fracture mechanics approach for fatigue analysis

is summarized. Particular attention is paid to the comparison of fatigue

of ideal Griffith flaws (free of residual stresses) and flaws which continue

to be influenced by the residual forces responsible for their creation.

The applied loading system is taken as uniform stress, a , over the flaw

surface, either held constant (so-called "static fatigue") or increasing I
at a constant rate (a = at, so-called "dynamic fatigue").

2.1 Stress free flaws

The first step in setting up a differential equation to describe the

crack response is to define the crack velocity function and the crack

driving force. The crack velocity function (as measured by direct observa-

tion of macroscopic cracks) generally shows several distinct regions of

behavior, corresponding to changes in rate controlling mechanisms in a

given material/environment system (Fig. 1). The region of lowest velocity

(region I in Fig. 1), which is governed by reaction kinetics at the crack

tip, is expected to be dominant in determining the time to failure.7

Several models for the crack extension mechanism have provided analytical

predictions of the crack velocity function in this region, but, because

v is a rapidly increasing function of K, the existing experimental data

(which extend over a limited range of v) are unable to distinguish

tA
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between the various predictions. 17  However, knowledge of the correct

analytical form of the velocity function becomes vitally important when

extrapolating short term data to long lifetimes.17 The equation most widely

used in fatigue analysis is empirically based, being chosen for its ease

of integration:

v = v0(K/K C)n (1)

where the parameters v0  and n are kinetic constants for the given

material/environment system. Then with the standard solution for the

stress intensity factor for a crack subject to uniform stress
18

K = G(Orc) 1/2  (2) j
(where 2 is a dimensionless constant dependent on crack geometry and free

surface effects), Eqn. 1 becomes

v = dc/dt = vo[C(7c) I 2/Kc]n (3)

Straightforward integration of Eqn. 3 from the initial condition

c = co at t = 0 to the failure condition K = Kc at t = tf , c = cf,

a = of yields the result (for a = constant and (co/cf)(n-2)/2 < 1)

tf = Xsafn (4)

where

Xs = [2/(n-2)]cinco/vo (5)

and ai = Kc/(%Co)I/2 is the strength in the absence of fatigue. The

corresponding solutions for dynamic fatigue can be expressed either in
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an analagous form

tf = XdOf-n (6a)

or in the more commonly used form with failure stress, a.f, expressed in

terms of stress rate, ,

of = (Ad )I/ (n+l) (6b)

where

Xd = (n+l)xs (7)

The power law forms of Eqns. 4 and 6 have been experimentally con-

firmed in many studies.5-10 However, the values of n calculated from

the slopes of logarithmic plots of Eqns. 4 and 6 are usually lower than

the values obtained from direct velocity measurements of macroscopic

cracks. 8-10 In the next section it is postulated that the apparent

inconsistency is due to-the omission from Eqn. 2 of a term due to

residual stress.

2.2 Flaws with Residual Stress

Indentation of a brittle surface with a sharp indenter, such as a

Vickers pyramid, creates a highly localized region of irreversible deforma-

tion from which well defined cracks generate. 12 16  Direct observations of

crack evolution during indentation of optically transparent materials have

demonstrated that the final crack configurations (Fig. 2) are achieved as

the indenter is removed from the surface.12 '14  These observations establish

that the driving force responsible for forming the cracks is provided by

a residual stress field. The residuAl field, which arises because of the

I
' -i--..
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elastic/plastic nature of the deformation beneath the indenter,
14'19

continues to act after completion of the contact and supplements any

subsequently applied load in providing a driving force for crack propaga-

tion. The residual stress has been incorporated into fracture mechanics

analyses by defining a residual stress intensity factor12 "14 for the

half-penny shaped radial cracks,

Kr = Xr P/c3/ 2  (8)

where P is the load applied to the indenter and Xr = (E/H)1 /2, with

E and H the elastic modulus and hardness of the material and a

dimensionless constant dependent only on indenter geometry. The inverse

dependence of K on crack length reflects the localized nature of the

residual field.

It should be noted that the idealized indentation fracture system

bears a very close resemblance to the general contact damage that glass

and ceramic components experience during surface finishing and during

service. The existence of residual stresses characterized by Eqn. 8 (or

similar equation) have been identified in machining damage16 and in sharp

particle impact 20 (abrasion). Moreover, strongly analagous residual fields

influence cracks that are associated with inclusions21 ,22 and other micro-

structural defects.

Consider now the response of the indentation crack to a subsequently

applied uniform tension. The net stress intensity factor is given by the

superposition of two components, one due to the residual stress (Eqn. 8)

and the other due to the applied load (Eqn. 2)
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K XrP/C 3/2 + G(7SIc)
1/2  (9)

In analysing fatigue it is convenient to take the "inert" strength (i.e.

strength in the absence of any non-equilibrium crack growth during stressing

to failure) as a reference. Inert strengths may be achieved by testing at

fast load rates, in an inert environment or at low temperatures. The crack

response is then described by an applied-stress/equilibrium-crack-size

function13 ,15 obtained by putting K = Kc into Eqn. 9;

a = [Kc/( c) 1 / 2][l - XrP/KcC 3/2] (10)

The inert strength is defined by the instability condition, which occurs at.

the maximum in the ca (c) function,
13'15

cm = (4XrP/Kc)2/3  (Ila)

cm 3Kc/4(2Cm)I/2  (llb)

and failure is preceded-by stable equilibrium crack growth from the initial

length co (= (XrP/Kc)
2/3, given by putting aa = 0 in Eqn. 10) to cm

This behavior contrasts with the response of stress-free flaws, where

instability occurs at a critical applied stress level without precursor

extension (Xr = 0, c = co in Eqn. 10). The equilibrium response described

by Eqn. 10 has been confirmed by direct crack growth measurements in

ceramics 15,23-25 and glasses.
13

Inert strengths measured in glass are influenced by exposure of the

crack system to a non-inert environment in the period between indentation

and strength testing. The inert strength increases with aging time, at

a rate which is dependent on the environment, ultimately achieving a

• I I
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constant level - 20% higher than the non-aged inert strength.26 This effect

has been attributed to the growth of lateral cracks, and will be important

in interpreting the relation between macroscopic crack velocity measurements

and fatigue strengths in Section 3. Direct observation of the indentation

crack system during aging indicates that both the radial and lateral cracks

extend subcritically, driven by the residual stress. 23'27'28 However, the

development of the lateral crack system tends to lag that of the radial

system considerably; for example at 5N indentation load the lateral cracks

are contained within the contact zone initially, but after - 1 hr in oil

(which contains a small amount of water) they grow out to the limits of

the radial cracks. Because of the stable precursor crack growth which !
occurs in a strength test, the increase in radial crack length during aging

does not influence the inert strength (provided the crack length does not

exceed cm ). However the growth of the lateral system can influence the

strength in two ways26; one is by relieving part of the residual stress

(enhanced by the proximity of the lateral crack to the free surface) and the

other is due to geometrical interaction of the lateral crack with the radial

crack (related to the relative size cL/cR of the lateral and radial
cracks). The observations26 that the strength increase occurs as cL/c R

increases to unity (Fig. 3). and that further growth of both crack systems

occurs at cL/cR = I without further strength increase, suggest that

the geometrical interaction dominates.

The differential equation governing the fatigue response of indentation

flaws under uniform applied tension is given by combining eqns. I and 926

dc/dt = vo[XrP/Kcc3/2 + O(Inc)1/ 2/Kc]n (12)

___ I
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In general Eqn. 12 cannot be solved by straightforward separation of variables

so numerical solutions are required. However Fuller et al. 29 have obtained

analytical solutions for the time to failure for static and dynamic fatigue

(Appendix). Their solutions have the same form as the corresponding solu-

tions for stress-free flaws (for (cm/cf)n /2 << 1)

tfa s  ( = constant) (13a)

Of = ; ) / n + ) ( t) (13b)

but the parameters n' and ,' differ from the stress-free counterparts

n = (3n+2)/4 (14a)

XS= (2-r/n') 1/2 an cm/V0  (14b)

d (n'+I) s  (14c)

Comparative measurements of dynamic fatigue of controlled flaws by Marshall

and Lawn26 have confirmed the predictions of equations 13 and 14. In that

study, stress-free controlled flaws were obtained by indentation at fixed

load, followed by an annealing treatment which eliminated the residual

indentation stress. Figure 4 shows their results for as-indented and annealed

flaws. The sloped portion of the curve through the annealed data represents

a curve fit according to Eqn. 6b which, in conjunction with the measured

inert strength and initial crack length, provides a calibration of the

kinetic parameters, n = 17.9 and vo = 2.4 mms The curve through the

as-indented data was then computed from Eqn. 12 using the calibrated kinetic

parameters and measured inert strength (am = 68 MPa). An additional check
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on the theory (and direct confirmation that failure in fact occurs by

subcritical crack extension) was obtained by monitoring the entire

subcritical crack evolution for both flaw types at e particular stress

rate. The data are shown in Fig. 5, together with predicted c(t) curves

from Eqn. 12.

The cracks investigated in Figs. 4 and 5 have sizes (N 65 vim) near

the large extreme of the usual strength-controlling flaws in glass.

Dynamic fatigue data in the same glass has also been obtained by Dabbs

et al. 30 at lower indentation loads, for which the crack sizes extend

over most of the size range of natural flaws. For the purpose of

comparing data at various indentation loads it is convenient to rewrite

Eqn. 12 in terms of reduced variables, based on the reference parameters

defined in Eqns. lla and b:
31

S = a/am (15a)

C = c/cm (15b)

T = tvo/cm (15c)

Thus, Eqn. 12 becomes (for dynamic fatigue)

dC/dT = [1/4C3/2 + 3tTCl/ 2/4]n (16)

(where t = S/T), with solution (from Eqn 13b) at sufficiently low stress

rates given by

Sf = (A S)I/(n+l) (17)

It
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where

Ad  (2,/n' )/2 (n'+l) (18)

With this formulation the indentation load parameter has been incorporated

into the normalized variables such that the load does not appear explicitly

in Eqn. 16. Hence Eqns. 16 and 17 provide a means of plotting dynamic

fatigue data on a universal curve for a given material/environment system.t

The data of Dabbs et al. 30 for indentation loads in the range 0.05 to ION

are plotted according to this scheme in Fig. 6, along with the prediction

of Eqn. 16 (using n = 18, for soda-lime glass). The data over the entire

load range (corresponding to a flaw size range -, 5 wm to -. 100 ,m) fall

on the universal curve, thus supporting the contention that the macro-

scopic crack growth law governs the response of cracks with sizes

approaching a few microns.

3. DISCUSSION

3.1 Interpretation of Fatigue Mechanism

The relation between fracture mechanics predictions and the observed

fatigue behavior of ceramics and glass will now be reexamined in the light

of the indentation analysis. This will involve assessment of two experi-

mental studies from which the apparent discrepancies noted earlier were

infered. In the first study Pletka and WiederhornI0 compared macroscopic

crack growth observations with dyanmic fatigue measurements from machined

It can be shown that the integration of Eqn. 16 is insensitive to initial
crack size in the range c to c . Under such circumstances aging effects
which increase the initiaT cracT size do not influence the fatigue
strength, and the invariant initial condition Co  c /Cm  4-23 (see
:qn. lla and following discussion) may be taken.

_ I7 - , . .
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surfaces of glass ceramics, and in the second earlier study Mould and

Southwick32 ,33 investigated the fatigue properties of abraded and

scratched glass surfaces. The strength-controlling flaws in both investi-

gations were generated by localized mechanical contact and would be

expected to resemble closely the indentation damage; the existence of

residual crack-opening stresses has been identified in machining and

abrasion damage in independent experiments16'20. However there is some

evidence that the precise form of residual stress intensity factor (Eqn.

8) can be modified by effects such as partial relaxation of residual

stresses due to chipping, and by the modified deformation/fracture geometry

in the case of machining damage (which can resemble a linear configuration

rather than a "point" damage configuration).

Pletka and Wiederhorn10 found that, in two glass ceramics, the

values of the crack velocity exponent n deduced from dynamic fatigue

measurements (using Eqn. 6b, for Griffith flaws) were -, 25% lower than

values determined from-direct crack velocity measurements in double

cantilever beams. It is immediately apparent from Eqns. 13b and 14a,

and from Fig. 4, that differences of this magnitude between n and

n' (the "apparent" value of n) are characteristic of indentation flaws

(for the data in Fig. 4, n = 18 and n' = 13.7). Moreover Fuller et al. 29

have shown that for indentation flaws with a linear configuration

(Appendix) the difference between n and n' can be as high as 50%.

Therefore, although the interactions between cracks and microstructure

that were discussed by Pletka and Weiderhorn as a possible explanation

of their results must influence crack growth, the differences in n

values can be fully accounted for by, the effect of residual stresses

associated with the machining damage.
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In a series of carefully controlled experiments Mould and Southwick

studied the aging and static fatigue behavior of glass surfaces which had

been either abraded with SiC grit or scratched with emery paper. In the

aging experiments 33 , an increase in inert strength (- 30% for abrasion

flaws, - 50% for scratching flaws) was observed when the surfaces were

exposed to water during the period between introducing the damage and

measuring the strength. The similarity in aging responses of these flavs

and the indentation cracks (Section 2.2) suggests that the same

mechanism is responsible in both cases. Mould and Southwick concluded

that the strength increase was due to rounding of the tips of the strength-

controlling flaws. However, the observation of stable growth of indenta-,

tion cracks during both the aging and the inert strength tests eliminates

that mechanism; rather, the strength increase has been attributed to sub-

critical growth of lateral cracks driven by the residual contact stress. 26'28

The interpretation of the aging affect in terms of residual-stress-driven '

crack growth is also consistent with the observations of Mould and Southwick

that an annealing treatment of the abraded surface increased the strength

(due to relaxation of the residual stress), but that no additional

strength increase occurred after aging an annealed abraded surface.

32
In the static fatigue experiments , the fatigue lifetimes of

abrasion damage of varying severity and geometrical configurations

(point or linear) were compared. Inconsistencies have since been noted

with fracture mechanics predictions (based on stress-free flaws) of

the absolute failure timesI1 , the relative failure times of point and

linear flaws4, and the variation of failure time with flaw size. These

comparisons were based on data that were plotted by Mould and Southwick

• .j | ¥ III II "
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in an empirically normalized form: fatigue strength, of , normalized by

inert strength, on ; failure time, tf , normalized by the failure time,

to. 5 , corresponding to af/an = 0.5. Unfortunately, on was chosen to

be the aged inert strength, whereas the failure times in the fracture

mechanics analysis of Section 2.2 are all expressed in terms of the

"instantaneous" (i.e. non-aged) inert strength, m * The values of to. 5

calculated from the static fatigue data are very sensitive to the values

of an ; a decrease of 20 to 30% in an (typical of the difference between

Cm and on) alters to. 5 by several orders of magnitude. Because Mould

and Southwick did not measure am for all of their surface treatments,

and it is not known whether the ratio an/Cm varies with flaw size (they

did show that an/a m  is larger for scratches than for abrasions), all of

the data cannot be directly compared with the fracture mechanics analysis.

However they did measure cm for two surface treatments, one abrasion

and one scratching. Lifetime measurements from these surfaces are

compared with fracture rechanics predictions in Table 1. The predicted

failure times for the abrasion flaws in static fatigue were calculated from

the expression obtained from Eqns. 13a, 14a, 14b, and llb;

tf= [9(8r/(3n+2)) 112K2 /16,iV o f2n (19)c 0 m f

The quantity in square brackets was first calibrated using a lifetime
measurement from the indentation data in Fig. 4 (am = 68 MPa, n=18, tf =

571s, of = 40MPa) along with the equivalent expression for dynamic fatigue

(right side of Eqn. 19 multiplied by (n'+l) - see Eqn. 14c). Then the

lifetimes in Table 1 were calculated from Eqn. 19 using the instantaneous

inert strength, c. = 66 MPa, measured by Mould and Southwick. The
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lifetimes for the scratches were predicted in a similar manner, but using

the corresponding expression for linear flaws (Appendix);

tf = [(87/(n+2))1/2 K /41ov m n'-21 n'-2/af , (20)

along with the measured instantaneous inert strength am = 63 MPa, and the

relative values of the crack geometry parameter for point and linear flaws,

2/Z = 4-2 , calculated for cracks in an infinite medium (and n' = (n+2)/2

for linear flaws). The predicted lifetimes agree remarkably well with the

measured values. It is noted that the large difference in failure times

between point and linear flaws, evident in Table 1 and pointed out by

Mould and Southwick (a factor of %50 at given am and af/cm) , is predicted
I

by the fracture mechanics analysis based on indentation flaws, whereas for

stress-free flaws the predicted difference is only QZ/2 = 2.5. 4  It is

also noted that, although we cannot compare the predicted variations of

failure time with flaw size for the data of Mould and Southwick, the

fracture mechanics formulation correctly predicts the failure time for

abrasion of one size and for indentations of a large range of sizes (see

Section 2.2). Therefore it is reasonable to infer that variations of

lifetime with abrasion severity will also be predicted by the analysis.

3.2 Evaluation of Fatigue Parameters and Prediction of

Fatigue Curves

The use of dynamic fatigue testing of indentation cracks, along

with Eqns. 13b and 14a-c, provides an attractive alternative to direct

velocity measurement of large cracks for calibration of the kinetic

parameters n and vo. Part of the attraction of the indentation

method lies in its straightforward experimental requirements and the small
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experimental scatter which results from the use of cracks of well controlled

size (see Fig. 4). But the most important advantage is that measurements

are made on cracks of similar size to the strength controlling cracks in

real components; any influence on crack response due to crack/microstructure

interactions should influence indentation cracks and strength controlling

cracks equally, whereas the same may not be true for larger cracks.l
0

Once the kinetic parameters n and v0  are known the prediction of

a fatigue curve for a given flaw requires determination of Kc 9 s and

am (Eqn. 19). One approach for calibrating these parameters was demon-

strated in Sect. 3.1, but the relative values of n for the strength-

controlling flaws and the indentation flaws must be known. (Other calibra-"

tion schemes are also available. 24 ). However, departures from the somewhat

idealized flaw configuration which led to Eqn. 19 may be expected in

severely damaged surfaces where extensive chipping affords some relief

of residual stresses (i.e. reduction of Xr). If the resulting

reduction of cm (Eqn. la) is sufficient to make cm < co , the analytical

solutions to Eqn. 12 do not apply and the equation must be integrated

numerically. This requires separate calibration of XrP/Kc and c0

(as well as Kc and Q). These calibrations can be obtained from inert

strength tests on flaws both with and without residual stress (from Eqn. 10),

the stress free flaws being obtained, for example, by annealing. The

dynamic fatigue curve, predicted in this manner, for abrasion flaws (SiC

grit accelerated in gas stream) in the same glass that was used for the

data in Fig. 4, is compared with measurements in Fiq. 7. The predicted

curve was obtained from Eqn. 12, with n = 18, vo = 2.4 mms "I and

K C/(IT)I /2 . 0.78 MPam 1/2 calibrated from the annealed data in Fig. 4,

C:
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and X r P/Kc = 68 Pm3/2  and co = 54 im from inert strength measurements

on the actual abrasion flaws. The effect of the residual stress relief

on the fatigue curve can be seen by fitting Eqns. 13b to the data; the

apparent velocity exponent n' = 15.7 is higher than that for the

indentation flaws (n' = 13.7) but lower than the value for the stress

free flaws (n = 17.9).

An alternative approach to prediction of fatigue lifetimes, which

avoids the detailed parameter calibration, involves dynamic fatigue testing

of the actual flaws to produce a data base; the curve for lifetime in

static loading (Eqn. 13a) generates from that of dynamic fatigue (Eqn. 13b)

via the simple connecting relation of Eqn. 14c. 29 This approach has alread' I
been used extensively, based upon the identical relations for stress free

flaws.

4. CONCLUSIONS

The fracture mechanics analysis based on crack growth laws observed

for macroscopic cracks, and taking into account the influence of the

residual stresses responsible for flaw generation, accurately predicts the

fatigue behavior of indentation cracks, abrasion flaws and machining

damage. The use of indentation cracks as controlled flaws for characterizing

fatigue response offers certain unique advantages; as well as providing a

well defined crack system and residual contact stress, the flaws being

tested are in the same size range as strength controlling flaws in actual

components. Moreover, the ability to predetermine the failure site allows

observation of the crack response throughout the failure test. Such 5of
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observations provide direct confirmation of the underlying assumption

of the fracture mechanics analysis, namely that failure occurs by

chemically assisted subcritical crack extension.

The fracture mechanics analysis of fatigue is expected to have

certain limitations. The danger of extrapolating crack velocity data

due to the ambiguity in fitting analytical equations to the data has

already been mentioned.17  Additional uncertainty in extrapolation arises

from the possible existence of regions of the v(K) curve controlled by

different mechanisms; the transport limited region (region II of Fig. 1)

which occurs at relatively high velocities can be shown to have negligible

effect on fatigue strength 7 (particularly at long failure times), but any

change in mechanism at low velocity would have a dominant influence. The

existance of a fatigue limit, characterized by crack blunting at low K

has been demonstrated in some glasses.34 A second limitation is imposed

by the requirement for the existence of a well defined crack; this require-

ment is satisfied for relatively severe damage modes such as abrasion and

machining, but indentation studies have shown that, at contact loads

below a threshold, well developed cracks do not form. Although the contact

site can still provide a strength-controlling flaw, a distinct difference

in the fatigue characteristics of flaws on either side of the threshold

has been observed.35 Subthreshold flaws are ill-defined. If discrete

crack nuclei exist within the deformation zone the role of residual

stresses must be expected to be even greater than for post-threshold

cracks. On the other hand it has been suggested that if the nucleation

of cracks from shear processes within the deformation zone is rate

controlling,the kinetics of failure would no longer be governed by crack

MENO
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velocity characteristics. 35 Therefore any attempt to apply the existing

fracture mechanics formulation to fatigue of very high strength components

such as optical fibers must be regarded with caution.
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APPENDIX

Fuller et al. 29 recently obtained analytical solutions to Eqn. 12

for static and dynamic fatigue. They also generalized the analysis to

include two extremes of flaw confiquration by writinq Eon. 9 as

Ir/2 + (~c 112  (lK = XrPr/Cr/ + a(Osr C) / 2  (Al)

where r = 3 for "point" flaws (semicircular crack profile centered about

a point-force contact, Pr = force) and r = 1 for "line" flaws (crack of

straight front parallel to a line-force contact, Pr : force/length). The

inert strengths then become

am = [r/(r+l)]Kc/(iQrcm)1 /2  (A2)

where

cm [(r+l)XrPr/Kc]2/r (A3)

The solutions to the fatigue equation,

dc/dt = vo[X rPr/Kccr/ 2 + G(7Qc)1 /2/K cn (A4)

(obtained from Eqns. 1 and Al), were then given as;

tff = (a : constant) (A5)

tfaf = ( = t) (A6)

where

n' = (rn+2)/(r+l) (A7)
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Table 1

Fracture Mechanics Predictions of Lifetimes of Abraded and Scratched Glass*

Failure Times (sec)
Flaw Type af(MPa) Measured Predicted '

Abrasion 50.3 0.8 1.0
(60 grit SiC) 47.0 4.0 3.0

37.9 60.0 60.0

Scratch 36.8 0.8 1.7
(320 grit emery 33.0 4.0 5.0
cloth) 26.6 60.0 44.0

Data from Mould and Southwick (Ref. 32)

Prediction from Eqns. 19 and 20.

- I
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FIGURE CAPTIONS

1. Variation of crack velocity with stress intensity factor for soda-lime

glass in water vapour; region I is governed by reaction kinetics,

region II by transport rate and region III is independent of environ-

ment.

2. (a) Vickers indentation in ZnS.

(b) Schematic cross section of indentation showing deformation zone

(shaded) and fractures; the half-penny radial cracks are oriented

normal to the surface and parallel to the indentation diagonals,

the penny-shaped lateral cracks are parallel to the surface.

3. Variation of inert strength with lateral/radial crack-size ratio

cL/cR for Vickers indentations in soda-lime glass. Ratio cL/cR

adjusted by varying interval between indentation and flexure. Dashed

line designates scale of indentation impression for P = 5N. (after

Ref. 26).

4. Dynamic fatigue response for indented soda-lime glass disks broken

in water. Error bars are standard deviations (10-30 specimens).

Solid curve through data for specimens annealed after indentation

evaluated from Eqn. 3 in accordance with best fit of Eqn. 6b over

the linear region. Solid curve through data for as-indented

specimens is prediction of Eqn. 12 using kinetic fracture parameters

obtained in the annealed data fit. Shaded regions indicate inert

strengths. (after Ref. 26).

5. Evolution of indentation flaws in soda-lime glass/water system at

constant applied stress rate, 6 = 0.15 MPa-s "1 . Data for specimens

annealed after contact cycle apd as-indented. Solid curves are

predictions from Eqn. 12. (after Ref. 26).

-~ - -~
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6. Normalized dynamic fatigue data for soda-lime glass indented at

specified loads and broken in water. Shaded band represents inert

strength. Solid curve is the prediction of Eqn. 16. (after Ref. 30).

7. Dynamic fatigue of abraded soda-lime discs broken in water. Shaded

band represents inert strength; solid curve is evaluation from Eqn. 12.

(after Ref. 20).

I
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CHAPTER X
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ABSTRACT

A general approach for the statistical analysis of brittle fracture

under tensile multiaxial stress states has been evaluated for a fracture

criterion based upon recent concepts of non-coplanar crack extension. The

resultant failure expressions have been applied to bend tests and used to

interpret experimental results obtained with porcelain cylinders. Implica-

tions for the interpretation of bending tests and some important trends in

the failure strength with specimen size are discussed.

I
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1. INTRODUCTION

Fracture in brittle solids, that fail by the direct extension of

pre-existing flaws, is generally assumed to occur in accord with a

weakest link description;1
-4

is

P f = 1 - exp f dV ]s g(S)dS](1
where Pf is the failure probability of a component with volume V

S is the observed fracture strength and g(S)dS represents the number

of flaws in unit volume with a strength between S and S+dS. The

application of eqn (1) is quite straightforward when the stress-state in

the component is homogeneous. However, in many practical situations, the

stress state is not homogeneous and proper account must then be taken of

the spatial variation in the stress triaxiality. General theories of

stress-state effects on the statistics of failure have recently been

devised,5-7 but have not yet been applied to specific test (or component)

geometries. The dual intent of the present paper is to provide an

experimental demonstration of the practical requirements for a multiaxial

analysis (with emphasis upon a simple commonly used mechanical test, such

as the bend test), coupled with the development of the related multiaxial

weakest link expressions for the failure probability.

The experimental study of bending strengths is conducted on extruded

porcelain cylinders, with span lengths selected to encompass both uniaxial

tension and an appreciable component of shear. The porcelain material

was chosen on the basis that it exhibits negligible acoustic emission

activity prior to bending failure, indicative of minimal microcrack

coalescence and hence, of the probable pertinence of weakest link concepts.I 9
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The statistical analysis of failure is conducted by incorporating

recent concepts of non-coplanar crack extension8 , as a fracture criterion,

into a previously derived format for the failure probability.6  Insertion

of the stress distribution pertinent to bending tests (and of a mathemati-

cally convenient form of g(S)), then permits the failure probability to be

derived in terms of the imposed loading, the specimen size and the flaw

strength parameters. The resultant failure probability expressions are

used to derive flaw population parameters from the experimental results

and to discuss implications for the interpretation of bending tests.

2. EXPERIMENTAL

2.1 Test Configurations

The experiments were conducted in three point bending on extruded

porcelain cylinders with three diverse span lengths ( 5 or 7 mm radius).

The span lengths used for the testing program were selected on the basis

that at least one span be long enough to induce a predominantly uniaxial

stress state, whereas the third span be sufficiently short that appre-

ciable shear stresses exist within the test section. A stress analysis

of the cylindrical flexure configuration (Appendix I) reveals that the

ratio of the maximum shear stress, Tmax ' to the maximum tensile stress,

amax , is given by;

Tmax (3+2v) R
a 8TT+v) T°max

where R is the cylinder radius, 29 is the span length and v is

Poisson's ratio. The span lengths selected to obtain an appropriate

range in R/i , and hence Tmax/Omax, are summarized in Table I.

.. ,.~ ~
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2.2 Test Results

The tests were performed in a dry environment, with short loading

times, in order to minimize the influence of slow crack growth. The

measured failure loads were expressed in terms of the equivalent maximum

tensile stress (Appendix I) and the resultant cumulative failure proba-

bilities obtained, as plotted in fig. 1. Inspection of the failure

distributions suggests that a single flaw population dictates failure

in the uniaxially stressed, long test specimens; whereas, two separate

flaw populations influence the failure of the multiaxially stressed,

short test specimens. This influence is substantiated by fractographic

observations of flaw origins, which indicate that the failures at the

low strength extreme of the multiaxial tests initiate predominantly

within the interior of the test specimens; while most other failures

originate primarily from surface located defects. The failure results

for the short specimens were thus reordered, to conform with the two

dominant populations, Using the censored data method developed by

Johnson.9 This method provides an approximate initial estimate of the

statistical parameters pertinent to both populations (a superior method

for deducing these parameters is described in the subsequent section).

Comparison of the rerarlKed populations for the multiaxial specimen with

the uniaxial population (fig. 2) reveals that the surface dominated

populations in the three test geometries exhibit comparable shape

parameters (-.19), suggestive of a unique surface flaw population (a

uniqueness that will be quantitatively addressed in a subsequent section);

whereas a smaller shape parameter (1l1) applies to the internal flaw

population.

iii I I I II
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The internally located flaws that dominate the strength of the short

specimens at the important, small extreme are subject to a combination of

tension and shear (Appendix I). Quantitative statistical analysis of the

results thus demands a multiaxial approach. The importance of a multi-

axial statistical analysis of fracture is thereby substantiated, even for

relatively simple test configurations such as the bending test.

I

I
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3. MULTIAXIAL STATISTICAL ANALYSIS: GENERAL CONCEPTS

3.1 The Equivalent Stress

A multiaxial fracture criterion provides the initial basis for a

statistical analysis applicable to a general state of stress. For two-

dimensional crack-like defects, several multiaxial crack advance criteria

have been proposed.8 '10 ,11  A number of these criteria yield essentially

similar crack advance predictions, and are

in reasonably good accord with experimental measure-

ments. One of these criteria (that has a convenient form for incorporation

into the probabilistic multiaxial failure expressions) is based on a

maximum in the strain energy release rate, W~max s and is given by;8

kmax (l+V)(l+X) [K + 6K2 2 + K4 2K1/2 (3)

where E is Young's modulus. x : 3-4v under plane strain conditions,

X = (3-v)/(l~v) under plane stress conditions, and Ki and KII are

the mode I and II stress intensity factors. +cor a crack subject to

a normal tensile stress a and an in-plane shear stress T , the stress

intensity factors are:

K, = aVr
(4)

K II rv'T

Substituting KI and KII into equation (3) then gives;

EWa (1+v)(l+x) [0 G2 2 4 1/2

ra 4 ,a+6c2 +4 I  (5) I
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It is now convenient to define an equivalent stress aE , as the uniaxial

tensile stress that would induce the same energy release rate 9max as

the actual stress (o,T). This stress is simply:

[E(ax'112  4 2 2 + 4 1/4(6: j max] [a4+6a2 2 +T4] /  (6)

where x is unity for plane stress conditions, and (l-v2) for plane

strain. Crack extension can be considered to occur when the equivalent

uniaxial tensile stress GE attains the equivalent material strength,

SE , dictated by the criticality, 'Smax = Wc * It is assumed in the

present study that the equivalent stress applicable to two-dimensional

cracks also affords an adequate characterization of the advance of the

three-dimensional crack-like defects that typically dictate the strength

of ceramic polycrystals.12  Further study will be needed to investigate

this premise.

3.2 The Failure Probability

Fracture under mulitaxial stress states can be evaluated by

determining the flaw density function for each volume element and summing

over all volumes. The failure probability of AP for each element (c.f.

eqn 1) is given by:

1 - AP = exp[-V fg(Sl,2,3)dS] (7)

where g(Sl,2,3)dS is the number of flaws per unit volume with a strength

between S and S+dS ; Sl ' S2 9 S3 denote the principal stresses at the

fracture criticality and AV is a volume element within which the principal

stresses are essentially uniform.

!
: I
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Fracture initiates from those flaws subject to the critical equivalent

stress, SE * The flaw density function can consequently be derived from

the volume distribution of the critical equivalent stress SE . A

spherical unit volume (figure 3) is convenient for evaluating the effect

of the principal stress field upon the flaw density function in the

presence of three-dimensional crack-like defects. The crack-liKe flaws

are then located in planes tangent to the sphere and operated on by

tensile and shearing stresses (a, T), induced by the principal stresses

(Cl, c2' c3) such that;

z2+ 2 2
0 1 £1 c2 2 +03Z3

2 = 2 + 2 2 2 2 (8)
al 1 2 2 + 033 -(i + a2Z2 + 03 3)

where Z1 Z2 and z3 represent the direction cosines:

£1 z cost cos '

2= coso siny

z3 = sin;

The magnitude of the principal stress at the crack extension condition

can thus be expressed in terms of the equivalent strength by the relation;

S S. £ z + 6( i S - ( Sizi)2+

s  i l s z2 (9a)

I
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or, in reduced form;

sE/sI = f , , , ] (9b)

The flaw density function g(S1,2 ,3 ) can now be related to the flaw

density gE(SE) by considering small elements (fig. 3) with a vol/unit

sphere given by: dV = (I!4n)coscdcd.. Then the flaw density function

g(S1,2 ,3 ) may be expressed as;

r/2f 2

g(S1 ,2 ,3)dS = (I/2)f 9E(SE)dSE cosdd (10)2 o Y o
A functional relation for gE(SE) is needed to proceed with the

analysis. One of the commonly observed functional relations is a simple
6,13power function. Assuming that such a function describes fracture:

gE(SE) = m S1 m (11)

where m is the shape parameter and S0  the scale factor. The flaw

density function for specified values of the principal stress ratios

a2/a, and 03/al then becomes:
2Rrnl -1 NS -1 T/2 2 7 I

g(sl, 2 ,3)dS =m ) m [ 3. fm+l COSO dj

(S M-dS / _2,3
-m~s0  I _I % I) (12)

where f is defined in eqn (9b).
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Substituting g(S1,2,3) into equation (7) gives the failure probability

for each element as;

P : 1 exp AVi i (13)

where li (m) denotes the value of I(m, 2/cl,a 3/01 ) at the specific

stress ratios pertinent to the volume element AVi and Si represents

the strengths of the element (expressed in terms of one of the principal

stresses).

The total failure probability for the component,evaluated from the

product of the individual survival probabilities, is then; iM!

Pf = I - exp Lvij Iij(m) (I
ij 

Sj

4. STATISTICAL ANALYSIS OF BEND TESTS

4.1 The Failure Probability

For a cylinder subject to three point bending (figure 4) the principal

stress field consists of two components, a tensile component'a1 and a

compressive component a2 :

_ = z  a2  22I T +  r+t

7 xz

where az  is the stress normal to the cross section, and T the shear

stress acting in the vertical longitudinal plane (Appendix 1). The
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most highly stressed surface elements are thus essentially subject to

uniaxial tension and a simple uniaxial analysis should permit the inter-

pretation of surface flaw induce fracture. Uniaxial analysis yields the

failure probability
I /e°(R/k' -

Ps : 1 - exp cosm de

exf(Io ]z~~ll~(k 1(16)
I - exp -(S/S 0 )m Ks  (m ,R , R/ )

where e0  is the angular location at which the normal tension - 0.

For 0.7 > R/i > 0, as in the present experiments, Ps is essentially

independent of R/t.

Conversely, the internally located flaws are subject to appreciable I
biaxial stress and hence, a biaxial statistical analysis is needed to

adequately characterize failures that initiate from internal flaws. The

statistical analysis of such failures can be conveniently performed by

subdividing the cylinder into volume elements 6Vi exposed to uniform

levels of the principal stress ratio c2/o1 (fig. 5). The failure

probability deduced from eqn (14) then reduces to:

APi = 1- exp AVi li(m) (Si)] (17)

where li(m) = I(tim), such that ti = 0/G in volume element LVi-

The analytic expression for Ii(m) , obtained from the flaw density

function 9(c1,2 ), is given in Appendix II. It is convenient to

express Si in terms of the peak value, S , of the normal stress z

1., . . < i _ , . 7 ' . -7 . • - ' " " .' - , . . . -

4 * * I I I 1 - 1 i i
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at fracture. This can be achieved by firstly expressing a1 in terms

of the maximum normal stress amax (Appendix 1);

xa )
2 + (3+2v)2R2  ( x2

-x17 (1 - +) _ 2 2 1 2 2-2)212ai/Rmax = f I 4R 64(1+v)2P - R R (3+2v)

h(x/R, y/R, z/z, R/Z) (18)

The failure probability SPi of a small volume element 6Vi can conse-

quently be expressed in terms of S as

P= 1 - exp 6V li(m)(S/So)m him] (19)

where hi  is the uniform value taken by h in element 6Vi * However

since h is not constant over the volume elements AVi chosen for

analysis of the bend test (i.e. elements subject to a homogeneous stress

state, fig. 5), the elemental failure probability becomes;

p 1 - exp [- i(m)(S/So)mf6v hm dv] (20)

and the total failure probability can be expressed as;

Pv 1- exp (S/So0 i i(m) hmdv

1 - exp [-(S/S0 )m Kv (m, R
2 , R/P) (21)

where n is the number of elements. The parameter K , obtained by

numerical integrationis plotted in figure 6. For the present study the

integration off hmdV has been carried out over the central region of
JIY i

cylinder (n=3) where the volume elements AVi are exposed to relatively

Ii
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high values of the principallstress ratio, 21, (0.8, 0.9 and 1).

This choice has been made because,as shown by figure 7, the stresses in

the central region are very sensitive to changes in the dimensional

ratio R/z; whereas the stresses in the remainder of the cylinder are

essentially invariant with R/z.

4.2 Comparisons With Experiment: Size Effects

Fractures that occur from a unique surface flaw population (under

weakest link conditions) subject to the uniaxial stress state that pre-

vails in the present test configuration, should exhibit fracture strengths

that scale directly with the surface area (eqn 16). Specifically, for

cylinders with a characteristic radius, R , the strength at a given failurej

probability should vary with span length in accord with the proportionality

S -I/rn This proportionality is approximately satisfied by the results

obtained in the porcelain specimens, as demonstrated by comparing the

failure strengths of surface ;nitiated failures from the long and short

span tests, at constant probability (fig. 8). Furthermore, consistent

shape, m , and scale, So , parameters obtain for both data sets as

indicated in Table II and on fig. 2.

It is also possible to derive shape and scale parameters pertinent

to the internal flaw population by fitting experimental data, obtained

on the short span specimens, to the total failure probability PT in the

presence of both populations. The total failure probability PT may be

obtained from equations (16) and (21) as:
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Sms m

=1 - exp Ks (ms'R/,RR) -\ (mPRR ,R (22)

where the subscripts s and v refer to the surface and volume populations

respectively. Inserting the shape parameter for the surface population

determined from long span length tests (m=19, see Table II) into eqn (22),

the appropriate scale factor for the surface population and shape and scale

parameters for the internal population can be deduced (corresponding to

the minimum difference between experimental and theoretical data). The

results, summarized in Table II, indicate smaller values of both the

shape and scale parameters for the internal flaw population, consistent

with the dominance of this population at the low strength extreme of the

short span tests.

The statistical parameters obtained for the surface and internal

flaw populations can be used in conjunction with the corresponding

probabilistic failure expressions to anticipate some important 
trends

in the failure strength with specimen size. Inserting appropriate scale

and shape parameters for both populations from Table II, the strength

at the median failure probability PT = 0.5) can be deduced from eqn

(22), and plotted as a function of span length £ for several choices of

the radius R (fig. 9). It is evident that the strength is inversely

dependent on the volume and/or the surface area.

An important parameter is the effective probability level P* (fig. 10)

at which there is a transition from surface flaw failure 
at high strength

levels to failure from internal flaws at the small strength extreme. This

probability, obtained by equating failure strengths for 
the two separate

populations and deriving the common probability level, is given by;

-
A
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p e (S) (mvms/(mv-ms) K mv/(mv-ms)}

PKexp - KvmS(mv-ms!l (23)

The transition probability is plotted as a function of span length for

several radii in fig.ll . The effects of dimensions upon the transition

probability P indicate that, consistent with intuition, the smaller

the stressed volume/surface area ratio (i.e. smaller specimen radii at

constant span length) the greater the dominance of the surface flaw

population. Specifically, for a 7 mm specimen radius, eqn (23) predicts

that fracture at experimentally reasonable probability levels (P' 10
3

is dominated by the surface flaw population, when the span lengths exceed

-40 mm. This is consistent with the fracture origin observations per-

formed on the long span specimens (section 2.2).

Conversely, a high probability of fracture from internal flaws (Pz0.99)

is predicted to obtain in specimens with the same radius (7 mm), but very

small span lengths, < 5 mm. However, the acquisition of data on such

short specimens has proven prohibitively difficult. Hence, a more rigorous

test of the multiaxial model awaits the generation of data on specimens

tested in modes that more effectively sample the internal flaw population.

5. CONCLUSION

Bending strength distributions obtained at diverse span lengths for

porcelain cylinders exhibited an appreciable dependence on the span to

radius ratio. Two concurrent flaw populations - internal and surface

dominated - were identified from test on specimens with short span lengths,

such that the internal flaw population dominated at the low strength

extreme.
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A general multiaxial approach was developed for quantitative

analysis of the results, based upon a non-coplanar strain energy release

rate criterion. Insertion of the stress distribution pertinent to

bending tests then permitted the failure probability to be derived in

terms of the strength, the specimen size and the flaw strength parameters.

Consistent shape and scale parameters were obtained for the surface

flaw population at different span lengths. The internal flaw population

parameters (determined from the total failure probability) were smaller

than those deduced from the surface flaw population, consistent with the

dominance of this population at the low strength extreme of the short

span tests.

Some important strength trends with specimen size were anticipated.

The strength was shown to be inversely related to the volume and/or

surface area at given failure probability. The internal flaw population

has been shown to dominate at large radii and short span lengths, while

the surface flaw population becomes important at small radii and long

span lengths.
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Appendix 1

Stress Distribution in Cylinders Subjected to 3 Point Bending Conditions

For a cylinder subjected to three point bending conditions (Fig. 4),

the stress field consists of a normal tensile component az  and two

shear components Txz and tyz which can be described by the following
14

relations:

_ 4F(z-z)x
Z R4  (Al)

= (3+2%)F [R2 _x2 2 ( ) -2vA)

xz 2(l+v)4R
4

(1 +2v) Fxy
Tyz  - (lv)R 4  (A3)

where 2F is the applied load, 2z the span length and R the cylinder

radius.

The shear component Tyz is negligible, when compared with z

and -cxz (yz is orders of magnitude smaller than Txz I except in a

subsurface volume where it is considerably smaller than oz , figure Al).

The stress components o and T expressed in terms of their

peak values amax and tmax reduce to:

az: max R) (A4)

xz Tmax -R2  2 (-v] (A5)

tRounding effects within the vicinity of the peak stress have been neglected.15

This neglect will result in a relative overestimate of the failure probability
for the short specimens, in which the rounding effect is more substantial.
However, rounding influences the stress over a small area of surface and
its effect is assured to be small.

: -. ,. , , ..-, ' r "'.t "" '' " ! " " ' . "" "" O'" '''":;" " .' ,, 1, ." ; '"a . .'
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where

9 4F-1 3+2v)Fmax 3 n max =2(+)R

7R mx 2(1+v)7rR7

I

- - -. - -. - i ! I I, I I .- ~'-
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Appendix II

Determination of the Flaw Density Function in Cylinders

Subjected to 3-Point Bending Conditions

The flaw density function g(Sl, 2 ) within small elements (volume/

unit sphere dV = (I/4,)coscdcdT') is derived from the flaw density

gE(SE) as;
/2 2

g(S1 2 )dS = -f f 2ES)dSECO Sd dT (A6)

The equivalent strength SE needed to propagate cracks can be

derived from equation (A6) by substituting the following relations for

a and T , expressed in terms of the principal stress cI and c 2

a =lcos 2t [cos 2T - 02 2T] (A7)
-2 2sin22 ,] (AT) C S2 c2 i 2Y

2a.: o2 cos2c[cos2  + 2. si2,] _ co4r 2os - .1?. sin2yj 2

2c0 (A8)

The expression for SE is thus:

2 2 2 4u4  4  1/4
= Sf oso u2 + 4u, u2 Cos 4 Cos (A9)

= scoso[ 72  T)] 1/4

where u, and u2  designate the following expressions:

= Cos 2T --a2 sin2T (AlO)
C2

u2 cos 2 -sin 2 (All)
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The flaw density function is then given by:
, mr .T/2 27r

g(S2)S =(~i.)s 1 [.~- f fcosm+2 [C2~ ,,,,I(m+l )/4J
gSo 1 2)'ISo(S .d, dody

- dSl ii(m) (Al2)

where i(m) = I(ti,m): 2/a, being equal to ti -

I
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Table I.

Test Conditions

Span Length Radius R/iTmx/.a

190 mm 5 mm 0.053 0.019

140 rmm 7 mm 0.1 0.035

20 mm 7 mm 0.7 0.245
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Table II

Shape and Scale Parameters

RzShape Parameter Scale factor

0.05 19.3 107.25

0.1 17,6 101.00

0.7 19 115.00 Surface pcpulation

9.12 9.5 Center population
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FIGURE CAPTIONS

Figure 1. Strength distributions for porcelain cylinders with various

span lengths tested under bending conditions.

Figure 2. Separated strength distributions for short span specimens

obtained after analysis by the censored data method. The

uniaxial strength distribution from the long span tests

(R = 7 mm, z = 70 mm) and the corresponding distributions

predicted for the short span tests are also represented.

Figure 3. Element used to determine fracture condition.

Figure 4. Diagram of cylinder subject to three point bending.

Figure 5. Variation of the principal stress ratio G2/a 1 over (a) the I
cross-section and (b) a longitudinal section of a cylinder

(R/1. = 0.7). Also included is the definition of a volume

element LVi .

Figure 6. A plot of the dimensionless parameter Kv /R2z as a function

of the dimensional ratio R/z for m = 9.

Figure 7. A plot of -he equivalent stress GE in the principal stress

plane (T= 0) at the center of cylinder (X/R = 0.1, z=O) and

at the location (X/R = 0.5, z=O) for several values of the

dimensional ratio R/z.

Figure 8. A comparison of failure strengths of surface initiated

failures from long spzn (R/i = 0.1) and ;hort span tests

R/i = 0.7). Also shown is the predi-iun based upon

constancy of flaw populations.
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Figure 9. Plot of the strength S a.t the median failure probability

(PT= 0.5) as a function of half span length for several

values of the cylinder radius.

Figure 10. A schematic of the dependence of transition probability P

upon specimen dimensions R and z.

Figure 11. Plot of the transition probability P as a function of

half span length for several values of the cylinder radius.

Figure Al. Distribution of the stress components over the volume of

cylinders subject to three point bending.

I
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A Quantitative Study of Thermal Shock

Applied to Surface Flaw Populations in Alumina

J. Lamon, M. D. Drory and A. G. Evans

Department of Materials Science and Mineral Engineering
University of California

Berkeley, CA 94720

ABSTRACT

The association between the statistical distributions of mechanical

strength ano thermal shock resistance are quantitatively examined for

fracture controlled by a population of surface cracks. The comparison

uses gas jet thermal shock tests and coaxial ring mechanical tests

(performed on identical alumina discs), in conjunction with finite

element analysis. The study demonstrates that the mechanical strength

and thermal shock resistance exhibit parity when fracture is dictated

by surface cracks. However, associations between strength and thermal

shock pertinent to other types of fracture initiating defect await

further study.

• . , " I
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I. INTRODUCTION

In many structural applications, ceramic components are subjected to

severe thermal shock, which may cause crack propagation and eventual failure.

The thermal stress fracture generally occurs from defects (machining flaws

or fabrication defects). Quantitative analysis of thermal fracture,

which accounts for the distribution of the controlling defects, is thus

an important prerequisite for attaining performance reliability in fracture-

critical applications.

Thermal shock analysis is generally predictated on a parity between

mechanical strength and thermal shock resistance. 1 5 The underlying premise

is that thermal fracture results from the macroscopic thermal stresses

generated by the temperature transient. Additional stresses that result

from thermal inhomogeneities in the material (insulating inclusions, voids)

are generally ignored. The validity of the parity premise can only be

adequately assessed by the generation of a data base: involving direct,

quantitative comparisons.between mechanical strength and thermal shock

resistance.

Few quantitative comparisons exist in the literature, primarily because

the conventional thermal shock tests have not been amenable to stress analysis,

by virtue of uncontrolled corner effects and heat transfer variability.
6

The testing of disc specimens, using gas jets
7, lasers8 and fluidized beds

2

obviates the stress analysis difficulties. However, the existence of multiple

flaw populations9 (fabrication flaws, surface cracks, edge cracks, etc.) con-

stitutes an additional difficulty. Specifically, it is essential (for

purposes of comparison) that the mechanical and thermal tests sample the same

flaw population. It is very difficult to create a systematic edge flaw

=ab
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population; hence, it is desirable to use a test technique that introduces

the maximum tensile stress at the disc center. The gas jet method has this

advantage.7 The present study uses the gas jet thermal shock test and the

concentric ring biaxial mechanical strength test to examine the thermal

shock/mechanical strength parity.

Prior studies7 have revealed that, for discrete small surface cracks,

mechanical strength tests provide a fully quantitative basis for predicting

thermal shock failure. It remains, therefore, to examine the comparative

fracture behavior exhibited by the range of flaw populations typically

encountered i ceramic materials. Surface crack populations are most

likely to provide the desirable mechanical strength/thermal shock parity,

because such cracks should exert a minimal influence on the heat flux from

the surface.' Preliminary evidence supporting this contention has been

obtained using A1203
2 discs tested in fluidized bed apparatus. A fully

quantitative surface crack study is presented in the present paper.

2. STRESS ANALYSIS

The thermal stress distribution in discs subject to transient thermal

stressing by the impingement of a gas jet can be determined using finite

element techniques 7, by adopting the axisymmetric grid depicted in fig. 1.

In general, the peak stress, a (fig. 2a) at any location (r, z) can be

expressed in terms of the normalized functions
I 'l0

'r h

Populations of fabrication flaws are less likely to exhibit parity because
the thermal conduction inhomogeneity at the flaw influences the local heat
flux and thus, introduces additional stresses. Studies of fabrication flaws
will be reported in subsequent publications.
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where E is Young's modulus, a is the thermal expansion coefficient,

AT is the imposed temperature differential, h is the heat transfer

coefficient, k is the thermal conductivity, t is the disc thickness,

t is the disc radius, rj is the jet radius and H and G are functions.

Specific variations in the peak stress, for disc specimens exposed

to gas jet impingement, determined using finite elements, are plotted in

figs. 2b ,c . It is noted that conditions of approximate equibiaxial

tension exist over a circular surface area (fig. 2b) with diamater -rj

Outside this region, the tangential stresses decrease very quickly with

radial location and become compressive beyond the jet periphery. The

stress variation through the thickness (fig. 2c) is approximaterly linear j
up to - t/2, whereupon the stress assumes a small, approximately positive

invariant value. Cognizance of these stress distributions is essential

to the fully quantitative correlation of mechanical and thermal shock

data.

III. MATERIALS AND PROCEDURES

An alumina ceramic was selected for this study.t The samples were

discs (5 cm. in diameter, 0.25 cm thick), ground and polished on one

surface. The concentric ring biaxial tension technique was selected for

mechanical tests, as the most convenient for statistical analysis and

thermal stress simulationl l2 . The disc is supported on a concentric

ring (radius 16.5 mm) and loaded at the center with a smaller coaxial ring

(radius 0.4 mm). The resultant tensile stresses are equibiaxial and

uniform over an area dictated by the size of the loaded zone. Specimens

AD-998 alumina from Coors Porcelain.

_ _ _ _ 'II I I I
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were stressed to failure, at a stress rate of " 2 MPa s-1 (chosen to

give a failure time comparable to that determined7 for the thermal shock

tests), as required to obtain the distribution of mechanical equibiaxial

strengths, Sb .

Identical discs were individually tested in the thermal shock apparatus

shown in figure 3. The disc was horizontally supported by fibrous insula-

tion, with a thermocouple placed against the surface of the specimen. The

specimen was heated in a resistance furnace until an equilibrium temperature

was attained. A rapid temperature change was then imposed onto the disc

center using a high velocity helium jet, directed through a 1.5 mm diameter

silica tube. The tube diameter was selected such that the equibiaxially !
stressed area (fig. 2b) was the same as that used for the mechanical tests.-

After each quench, the test sample was examined for cracks in an optical

microscope, using oblique incidence.13 If no cracking occurred, the

temperature differential between the disc and the helium jet was incre-

mentally increased (by 10*C) until cracking was obtained. A distribution

of critical temperatures, Tc , was thereby evaluated.

Associations between the mechanical strength and thermal shock

resistance are predicated upon knowledge of the stresses that develop in

the thermal shock tests. The specific stresses of interest are the

equibiaxial tensile stresses in the vicinity of the jet center (rk r./2,

z/t f 0). These stresses were determined using a calibration procedure
7

which compares the mechanical equibiaxial strength, Sb , and the critical

temperature difference for fracture, Tc , for disc samples containing

tThe need for statistical, stressed area corrections in the comparison

of the mechanical strength and thermal shock data can then be obviated.

. . . ... .. w ,, 3-V, V., I .,. .,
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small controlled surface flaws, introduced at the disc center (using

indentation procedures). This comparison recognizes that, for a fixed

flaw location and test geometry, eqn (1) at the fracture condition reduces

to;

Sb = [E LTc/(l-v)] Ho  (2)

where H is a constant. Furthermore, when H is determined using

surface flaws placed at the disc center, H0  is position invariant in

the range r- rj/2 (i.e. in the region of stress uniformity) and varies

with depth (fig. 2c) as

H H0 (2z/t) (3) j
For the specific geometry used in the present study, the test

results on preflawed specimens yield the relation;

Ho = rjh/4k (4)

which, coincidentally, is closely similar to the value for an infinite

flat plate I0 '14 cooled from one surface, but with the plate thickness

replaced by the jet diameter.
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IV. RESULTS

Typical specimens failed by thermal shock and by biaxial flexure

loading are shown in figure 4. In both cases, the modes of fracture are

similar. Fracture originates from the central region of the test specimens

and progresses as radial cracks which propagate towards the disc periphery.

Statistical analysis of the results was facilitated by identifying

the approximate fracture origin in each test specimen, using a combination

of optical and scanning electron microscopy. Only specimens that had the

fracture origin contained within the zones of equibiaxial tension were

selected for analysis. Of these specimens, all of the failure origins

in the thermal shock tests appeared to be at the specimen surface; whereas,

sub-surface origins were identified in a small proportion of the mechanical

tests.

Comparison of the results from mechanical and thermal shock tests is

achieved by converting the mechanical strengths into equivalent critical

temperatures, ATc (using eqn 2) and ranking the data. Using all of the

data for specimens that failed in the regions of uniform equibiaxial stress,

irrespective of the fracture origin, yields the comparison plotted in fig. 5.

The mechanical strength and thermal shock results appear to be essentially

coincident, providing preliminary evidence of a parity between mechanical

strength and thermal shock resistance.

J I I
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5. DISCUSSION

5.1 Statistics of Fracture

Weakest link theories relate the failure probability, Pf , to the

fracture strength, when fracture occurs by direct extension of non-inter-

acting defects.15'16  For surface cracks, subject to equibiaxial tension,

Sb1
Pf= 1 -exp[ IA A f9 (Sb)dSb J(5)

where A refers to the area of the surface element under stress, and

g(Sb)dSb is the number of flaws per unit surface with a strength between

Sb and Sb + dSb * Alternatively,the failure probability can be expressed

in terms of the fracture temperature difference, ATc , by simply incorporating

eqn (2) (relating the equibiaxial mechanical strength to ATc) into the

g(Sb)dSb function. For example, an equibiaxial strength distribution given

by

f g(Sb)dSb  (Sb/So) (6)

0

where m is the shape parameter and So  is the scale parameter, yields

a thermal stress failure probability, for a uniformly stressed area, A

given by;

Pf 1- exp [-A H(AT c/AT )m] (7)

f 0 I 0
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Note, however, that connections between ATc(Pf) and the uniaxial strength,

Su(Pf), must recognize that Sb and Su  are connected by a proportionality
17

constant that depends on m .

Further examination of the present test results, using the preceding

statistical description, recognizing that the stressed area is constant

and separating the biaxial strength data into the two dominant flaw popula-

tions (using sensored statistics18 ), yields the statistical parameters

indicated in Table I. Very close agreement between the scale and shape

parameter is Apparent when the surface flaw population controls both the

mechanical strength and thermal shock resistance. The parity between Sb

and 6Tc , for surface flaws, is thus quantitatively confirmed.

5.2 Implications

Some effects of test geometry and material properties on the thermal

shock resistance of discs subject to gas jets can be deduced by rearranging

eqn (7) to give

aTc = T0 (A-I/m/Ho)[-zn(l-Pf)]I/m (8)

Assuming that H is given approximately by eqn (4) for a range of

geometric conditionst , the trends in the median ATC (Pf = 1/2), for

surface flaw control, are illustrated in fig. 6. Specifically, the

critical temperature decreases rapidly with increase in jet radius,

especially for flaw populations characterized by a small shape parameter;

an effect that derives primarily from the effect of jet radius on H 0

iThe absence of a dependence of disc thickness and radius on H , given
by eqn (4), suggests a limited range of applicability. Furthe? study
will be needed to obtain more general expressions for H . '

• - .' -- . . . .lll . _ " "l ... . . . .. I I l I I - ohI m
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6. CONCLUSIONS

It has been demonstrated, for an alumina ceramic, that a parity

between thermal shock resistance and mechanical strength exists, for

surface flaw controlled failure. This parity permits the application of

weakest link statistics and allows the failure probability to be derived

in terms of temperature difference, specific size, the flaw population

parameters and thermal shock severity. An analytic approximation for

the Biot modulus and the thermal failure probability permits some

important trends to be anticipated, such as the strong inverse dependence

of the fracture temperature difference on jet size. The equivalent

behavior when fracture is controlled by fabrication defects (inclusions

or voids) remains to be determined.

£I
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Table 1: Shape and scale parameters for surface flaw populations.

m AT0

Thermal shock 13.2 16.3

Biaxial flexure 14 17.6

I
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FIGURE CAPTIONS

7
Fig. 1. The finite element grid used for stress analysis.

Fig. 2. a. The variation of normalized stress with normalized time at

the disc center.

b. The variation of the peak radial and tangential stresses with

radial position, along the surface subject to jet impingement.

c. The variation in the radial stress at the disc axis with

position beneath the cooled surface.

Fig. 3. A schematic of the thermal shock apparatus.

Fig. 4. Micrographs of fragmented test specimens:

a. mechanical tests

b. thermal shock tests.

Fig. 5. A comparison of the fracture probabilities derived for the mechancial

and thermal shock tests.

Fig. 6. Predicted effect of jet radius on the fracture temperature,

assuming a Biot modulus given by eqn (4).
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